2.1.2.3 Sugar Creek

Sugar Creek isan ephemeral stream in the western side of the Bruneau subbasin. It is often confused with Sugar
Valley Wash, asisthe case with the boundaries for Sugar Creek on the 1996 and 1998 8§303(d) lists. Theselists
have included both Sugar Creek and Sugar Valley Wash for a cumulative length of 58.48 km. Sugar Creek begins
approximately 14.5 km away from the town of Grassmere near Highway 51 at an elevation of approximately 1,524
m. Inthisareaitissimply an unintegrated wash through which precipitation events may contribute water. Sugar
Creek continues through the Big Hill and Table Butte area roughly paralleling Highway 51. Sugar Creek terminates
approximately 1.2 km from the headwaters of Sugar Valley Wash. Theterminusis at an elevation of approximately
869 m in a stock-watering pond or flood control structure that islessthan an acrein size. A USGS gauge identified
as being on Sugar Creek measured peak flows for ten years. During this period, eight of the ten years had a peak
flow of 0.0 cms. The remaining two years' peak flows were 36.81 cms and 4.30 cms. Sugar Creek was surveyed in
summers of 1997 and 1998 by the BURP crew of the IDEQ-TFRO. At those times Sugar Creek was found dry. In
addition, Sugar Valley Wash was visited by the IDEQ-BRO BURP crew in the summer of 1995. At that time, Sugar
Valley Wash was determined to be dry aswell. At the end of April 2000, IDEQ-TFRO personnel also determined
that Sugar Creek was dry and that Sugar Valley Wash had a discharge of 0.01 cms. The source of thiswater is
likely aflowing well identified on the USBLM 1:100,000 scale map of the area. Sugar Valley wash falls within the
watershed of Jacks Creek and as aresult will be incorporated into the Jacks Creek TMDLs viathe river corridor
approach and allocations based upon land use/land area within the Jacks Creek watershed. Furthermore it should be
noted that Sugar Creek was listed in error. However, the original intent of the §303(d) listing has been lost. IDEQ
assumes that the original listing was meant to cover Sugar Valley Wash an ephemeral tributary to Jacks Creek.
Therefore, IDEQ proposes to correct the §303(d) list by removing the Sugar Creek segment while retaining the
Sugar Valley Wash Segment on the 8303(d) list. 1t isIDEQ’s opinion that Sugar Valley Wash, although on the
8303(d) list, does not belong there. However, as the wash falls within the corridor of Jacks Creek, it can be included
into the allocation scheme of the Jacks Creek TMDL and BMPs applied to restore beneficial uses to Jacks Creek and
any that might apply to Sugar Valley Wash through the implementation plans for the Jacks Creek TMDLSs.

2124 Wickahoney Creek

Wickahoney Creek isan ungauged stream in the western side of the Bruneau subbasin. A determination of the
perennial status has not been made as of yet. Wickahoney begins at an elevation of 1,798 m below Horseshoe
Reservoir. Thecreek isintermittent until it nearsthe old town site of Wickahoney. A spring approximately 0.5 km
above the town flows approximately 1.6 km before it joins the creek. The Wickahoney spring islocated at an
elevation of 1,603 m. On June 24, 1998, the discharge from this spring into Wickahoney Creek was 0.04 cms. In
addition to the Wickahoney spring, two other small springsjoin the creek. Asmany as 10 intermittent or ephemeral
streams may also join Wickahoney Creek. These streamsjoin the creek near and below the town of Wickahoney.
However, the addition of this many intermittent and ephemeral channels does not imply that Wickahoney Creek is
perennial. The water from these systems may sub-out or may belost to evaporation. Wickahoney Creek continues
to travel north and east from Wickahoney town site until it joins Big Jacks Creek at an elevation of 1,286 m.
Wickahoney Creek is29 kmin length. On July 24, 1997, discharge at the mouth of Wickahoney Creek above the
confluence with Big Jacks Creek was 0.01 cms. Currently, annual average and seasonal average discharges are
unknown. However, as Wickahoney isatributary to Jacks Creek, its discharge could be assumed to be negligible at
times. AsJacks Creek can be completely dry during both the irrigation and nonirrigation seasons, it can be assumed
that Wickahoney can also be dry during one or both of these seasons aswell.

2125 HotCreek

The upper bounds of Hot Creek serve as an ephemeral channel to the Bruneau River. In the lower section of Hot
Creek (0.5 km up from the Bruneau River) several hot springs discharge into the channel at Indian Bathtub. The
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mouth of Hot Creek is approximately 1.6 km upstream from the current USGS gauge (13168500) located on the
Bruneau River at an elevation of 808 m. The elevation at the headwaters areais approximately 1,384 m. Hot Creek
is35.07 kmin length. IDEQ-TFRO BURP crews visited the upper reaches of Hot Creek in 1998 and noted no
discharge. IDEQ-BRO BURP crews visited the creek in the summer of 1995 and noted zero discharge. IDEQ-
TFRO personnel visited Hot Creek, approximately 3.22 km from the mouth, near the end of April 2000 and
observed that there was zero discharge at that time and no indication of dischargein the previous few weeks or
months. Additionally, it was noted that the area the stream channel would have occupied contained upland shrubs,
grasses, and ahiking trail. Thismay indicate that discharge in Hot Creek does not occur even on a seasonal basis.
However, at the confluence of Hot Creek and the Bruneau River approximately 0.06 cms of hot spring water is
discharged into the Bruneau River. The location of this geothermal spring has been identified as habitat for the
Bruneau Hot Springsnail. Discharge from these springs has decreased dramatically in the last 30-40 years. In 1964
as much as 0.15 cms was discharged; by 1990 summer and fall discharge was zero (Berebbrock 1993).

2126 Clover Creek

Clover Creek, also known as the East Fork of the Bruneau River, is one of the perennial tributariesto the Bruneau
River. Itislocated in the southeastern portion of the subbasin. Clover Creek isfed by three creeks (Big Flat Creek,
Deadwood Creek and Three Creek). The headwaters of Clover Creek are the confluences of those three creeks. The
elevation at this point is 1,603 m. Clover Creek flows for over 83.69 km from the headwater confluences to the
mouth at the Bruneau River. The elevation of the mouth of Clover Creek isat 921 m. The overall slope of theriver
is0.8 percent. Theresult of such agentle overall slope can be seen in the very sinuous sections of theriver
whenever the canyon bottom widens to any degree. A USGS gauge was located on the East Fork of the Bruneau
River near Hot Springs, Idaho. The period of record for this gauge was from September 1910 to November 1914,
February 1915 to March 1915, and from December 1948 to October 1971. The drainage area of the contributing
watershed is 1,606 knf. The average discharge was 0.93 cms and the average spring discharge was 1.95 cms.
Winter discharge average 0.48 cms. Low discharge occurred in the fall and averaged 0.25 cms during the period of
record. Summer discharge averaged 1.02 cms.

2127 ThreeCreek

Three Creek is one of the perennial source streams for Clover Creek. It beginsin Nevada at an elevation of
approximately 1,999 m. From the source it flows north into Idaho and crosses the border at approximately 1,890 m.
Thetotal length of the stream in Idaho is 23 km. Three Creek in Idaho isjoined by one other perennial stream
(Deer Creek) before the junction with Clover Creek. Deer Creek enters Three Creek approximately 10.93 km from
Clover Creek. The elevation Three Creek at the Clover Creek junction is 1,600 m. Three Creek flows through
relatively steep canyonsin the headwaters areas to somewhat broad agricultural valleys asit nearsthe town of Three
Creek and the junction of Clover Creek. The agricultural landsin this area are dominated by pasturelands with some
irrigated hay production. A USGS gauge was in operation for several years between 1912 and 1916. During this
period average discharge was 0.40 cms, average spring discharge was 0.78 cms, and average summer discharge was
0.42 cms. Thelow discharge period occurred in the fall season with an average discharge of 0.08 cms. Winter base
flow averaged 0.09 cms.

2128 Cougar Creek

Cougar Creek is an ephemeral tributary to the Jarbidge River. Thisjunction occurs approximately near river mile
nine of the Jarbidge River. Near the Jarbidge River confluence, Cougar Creek is confined within a narrow steep
canyon. The mouth of Cougar Creek is at an elevation of 1,286 m. The elevation of the headwatersis
approximately 1,823 m. Cougar Creek is entirely within Idaho and is 37.13 km in length. Information from the
USGS 1:24K scale maps that cover Cougar Creek indicate that the creek is an ephemeral or intermittent stream.
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IDEQ-TFRO BURP crews visited Cougar Creek on July 6, 1998, and noted no discharge. IDEQ-TFRO personnel
visited Cougar Creek April 26, 2000, and observed that there was zero discharge at that time and no indication of
discharge in the previous few weeks. Additionally, the presence of upland shrubs and grasses indicates that seasonal
flows are infrequent in the middle portions of Cougar Creek. Inthe lower, steep, canyon portion of the drainage,
Cougar Creek isintermittent rather than ephemeral due to small springs that persist into the summer.

2129 Poison Creek

Poison Creek is an ephemeral tributary to the Jarbidge River. Thisjunction occurs near river mile eight of the
Jarbidge River. Near the Jarbidge confluence, Poison Creek is confined within a narrow steep canyon. The mouth
of Poison Creek is at an elevation of 1,268 m. The elevation at the headwaters areain Nevadais approximately
2,060 m. Poison Creek is approximately 61 km in length. Approximately 9.6 of these km are located in Nevada.
Poison Creek enters Idaho at an elevation of 1,817 m. Information from the USGS 1:24K scale maps, which cover
Poison Creek, indicate that the creek is less than an ephemeral or intermittent stream. The map symbolsindicate, for
over 8 km of the creek, that the creek subs-out or a defined channel for aephemeral stream does not exist. IDEQ-
TFRO BURP crews visited Poison Creek during on June 19, 1996, and noted no discharge. IDEQ-TFRO personnel
visited Poison Creek May 10, 2000, and observed that there was zero discharge at that time and no indication of
discharge in the previous few weeks.

2.1.2.10 Other Tributaries

The USEPA Reach File Version 3 (Basins 2.01, 2000) was queried to determine and generate alist of the remaining
perennial streams in the Idaho portion of the subbasin. From the database associated with this Gl Sfile, 26 streams
were identified as perennial. Many of these streamswill be assessed in upcoming years. Those streamsthat are
determined to be not meeting the beneficial useswill be added to future iterations of this SBA-TMDL. Many of the
remaining perennial streams have had BURP data collected on them. Asof yet, the data has not been assessed with
updated assessment guidance. The following Table 6 lists the perennial streams and if BURP data has been
collected. Thislistisbeing provided to thoseinterested parties that might have data on those streams. The BURP
data and any other data gathered on those streams will be used to determine which streams and rivers will be added
to the 8303(d) list. Subseguently, those streams added to the §303(d) list would be included in future iterations of
the Bruneau River SBA-TMDL.
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Table6. PERENNIAL STREAMSAND BURP MONITORING

Stream Name BURP Data
Alder Creek No
Big Flat Creek No
Big Jacks Creek Yes
Black Leg Creek Yes
Buck Creek Yes
Bull Creek Yes
Cottonwood Creek Yes
Crab Creek Yes
Dave Creek No
Deadwood Creek No
Deer Creek Yes
Duncan Creek Yes
East Fork Bull Creek No
East Fork Jarbidge River Yes
Flat Creek No
Jarbidge River Yes
Little Jacks Creek No
Louse Creek Yes
Marys Creek Yes
Nit Creek No
Pole Creek Yes
Salmon Creek No
Sheep Creek Yes
Strickland Canyon Creek No
Trout Creek Yes
West Fork Bull Creek No

2.1.2.11 Canalsand Drains

The Bruneau River supplies water for irrigation in the wide valley bordering the Snake River through which it flows.
The USGS has discharge gauges located on the two main canal's, the Buckaroo Ditch and the Hot Springs Ditch.
From this data, IDEQ estimates that during the irrigation season about 1.1 cmsis diverted on the east side of the
river into the Buckaroo ditch and about 0.62 cms on the west side into the Hot Springs Ditch. The South Side Canal
also diverts water from the Bruneau River. The amount of water diverted into this canal during the irrigation season
isestimated at 0.23 cms. The diversion structures for the Hot Springs and Buckaroo ditches are located downstream
from the USGA gauging station at Hot Springs, Idaho. Limited irrigation water returns exist in the Bruneau valley.
Typical agriculture returnsin the valley consist of adrainage network to remove sub-water from pastures located
along theriparian areas and wetland valley bottom. These drainstypically do not carry a high sediment load.
Bacteria samples from the Bruneau River also indicate that the drains do not carry alarge bacteriaload. The
inference that IDEQ draws from thisinformation is that the sub-water drain system of the Bruneau valley isnot a
significant source of nutrients, sediment, or bacteria. Additionally, livestock operationsin the pastures adjacent to
the Bruneau River, in the Bruneau Valley, do not appear to be contributing to the sediment and bacterialoadsin the
river, asthese loads are similar to upstream loads. This may be the result of the lower valley slopes, which do not
lend themselves to erosional movements.
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213 Groundwater

Groundwater in the Bruneau Subbasin is an important aspect of the water quality and quantity. The springsin the
subbasin are numerous, and the majority of the springsin the areaare warm or hot springs. Consequently, streams,
where the majority of the flow comes from the hot springs, will naturally not contain cold water biota (e.g., Hot
Creek). Furthermore, the USFWS implementation plan for the restoration of the Bruneau hot springs snail will
result in higher flows from theses geothermal springs, as was historically natural, into the rivers and streamsin the
area

2131 Aquifers

The Bruneau-Grandview aquifer isthe only aquifer over which the subbasin lies (Figure 18). Depth to groundwater
in the Bruneau-Grand View area was estimated to be near 30.5 min the spring of 1980. Some wellsin the area;
however, are asdeep as 1,219 m. In these cases, the wells have penetrated several layers of the aquifer. Specific
capacity in the Bruneau-Grand View area is among the highest in the Western Snake River Plain Aquifer (994
(L/min)/m). Additionally, the transmissivity isalso very high. These factorsindicate that time of travel in the
Bruneau-Grand View areaisvery short. Newton (1991) estimates time of travel to bein the area of 0.91-2.13
meters per day. Furthermore, typical water movement in the areais from deep volcanic rock layers of the aquifer
upward to the sedimentary rock layers.

Limited groundwater level monitoring has been done in the Bruneau-Grand View area. This may be due to the
depth of the wellsin the area and the fact that many are not cased through the different levels of the aquifer. Asa
result, the head of the wells is a composite of the three different layers of the aquifer (Newton 1991). Two
monitored wells in the subbasin have shown a steady loss of groundwater in the areaform the * 50s up to the year
1980. Theselosses are in the neighborhood of 9-15 m (Newton 1991). Asthe recovery plans for the Bruneau Hot
Springsnail have been implemented in the last few years, hot springs and wells have increased discharges or have
discharged for longer periods. Thisisan indication that groundwater levels have been increasing since the declines
noted in the 1950s-1980. Newton (1991) noted that a substantial amount of groundwater recharge occurs from the
surface and groundwater source irrigation in the Bruneau-Grand View area. In the areas to the west and to the east
of the Bruneau River, irrigation water comes from the Bruneau-Grandview aquifer through pumping the aquifer and
flowing wells. One local farmer indicated that the water from hiswell that is used for irrigation was approximately
41 EC (which indicates that the water temperature is warm to hot).

In the regional aquifer system analysis done by Newton (1991), he estimated that 23,442 ha/m per year from
groundwater and surface water irrigation would be recharged in the Bruneau-Grand View area. Also noted was that
from pumped and flowing wellsin the area, only 6,169 ha/m were removed. Other losses from the recharge are
from natural springs and a substantial amount islost due to evapotranspiration in the non-irrigated lands of the area
(Newton 1991). Inthe same area, estimated recharge to the aquifer from precipitation is only 851 ha/m. For the
Bruneau Grand View area, these numbersindicate that approximately 5.75 cms (18,137 ha/m) of water is available
for groundwater springs discharge, evapotranspiration, and aquifer recharge.

IDEQ, using the estimated annual precipitation from the five precipitation classes (see Figure 13), estimated the total
annual water yield available for the entire subbasin at 31.57 cms. Of the total annual water yield, 1.95 cmsis used
for irrigation in the Bruneau area and an unknown quantity is pumped. Using the flow measured at the gauge on the
Bruneau River at Hot Springs, underflow to the Bruneau-Grandview aquifersis estimated at 8.21 cmsin the spring.
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Figure 18. Bruneau-Grand View and Salmon Falls Aquifers.
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214 Biological Characteristics

This section discusses the historical and present day distributions, populations, and biological assessments
completed with regards to fisheries, macroinvertebrates, aquatic vegetation, and threatened and endangered species.
Fishery and aquatic biota assessments, in some cases, will be used to determine the support status of beneficial uses
when water quality data are lacking. In many cases, information concerning the biological communitiesis very
limited. Generally, the information available for assessment of beneficial uses consists of distribution maps,
stocking and harvest information, and limited presence/absence studies. Because of these limitations, subbasin-wide
generalizations asto the status of fisheries and biological communities will not be madein this document.

Additional information is needed; however, each stream for which a TMDL will be developed will be assessed
according to the availability of the data. Asnew streams are assessed and added to the 8303(d) lists, the aquatic
biological assessment will be completed and added to this document.

2.1.4.1 Fisheries

Assessment of the current fisheries serves as an indication of the present state of water quality in awater body.
However, fish are more mobile than other aguatic populations and; therefore, are not the best population for
assessing water quality. In some cases, the presence of cold water fishes may be the result of amigrating
population. The fishes move into an areawhen conditions, or water quality, are sufficient and move out of an area
when water quality changes or degrades. Additionally, fish assessments are sometimes plagued with size selection
problems in the choice of sampling gear. Dueto gear selectivity, single pass el ectrofishing efforts often
underestimates the smaller size classes of fishes. Although fish assessments have several drawbacks as noted above,
it is often the most abundant data available. In many cases, it is the only information available for assessing the
biological communities of awater body.

Assessments of past fisheries can be used to determine what potential changes have or can be made to awater body
in relation to water quality improvements. These types of assessments are difficult to make due to ageneral lack of
older data. 1n some cases, applying historical data collected to answer specific questionsin the past may be
insufficient for answering alternative questions now. In these cases, often the experimental or monitoring design
was insufficient to collect the appropriate datafor the needed answers now.

2.14.1.1 Bruneau River

In the process of developing the SBA-TMDL for the Bruneau River, IDEQ has not found any studies dealing with
the fisheries component of theriver. Dataand information has been limited to single backpack electrofishing
attempts by IDEQ, anecdotal evidence from public meetings, and unpublished best professional judgment of

USBLM fisheries biologists. Given the size of the water body during the backpack electrofishing attempts and the
gear selectivity problems associated with electrofishing apparatus, it is unlikely that the methods used would provide
any useful information concerning the makeup of the fishery in theriver. Until such time that fisheriesinformation
is developed or located within the 303(d) listed segment of theriver, IDEQ will rely on the USBLM information and
the anecdotal evidence provided by residents of the Bruneau area. It should be noted; however, that during the

el ectrofishing attempts no salmonids were captured. Only native nonsalmonids were captured. All these fishes
(leopard dace, longnosed dace, redside shiner, and sculpin sp.) all are moderately intolerant to sediment and thermal
pollution and all prefer cold waters according to the 1996 Water Body Assessment Guidance document appendix |
(IDEQ 1996). No nonnative or tolerant species were collected.

USBLM unpublished information indicates that historically and currently salmonids are rare in the entire Bruneau
River. Thisisacritical and important assessment by the USBLM for understanding the Bruneau system. The
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information also indicates that historically and currently salmonids did not inhabit the lower §303(d) listed section
of the Bruneau River. Thisdataisfurther substantiated by anecdotal evidence provided by the residents of Bruneau.
The anecdotal evidence provided by some of the residents of Bruneau indicates that salmonids are in the 8303(d)
listed segment for only a portion of the year. For the remainder of the year, the amount of water discharged into the
river from geothermal springs elevates the temperature in theriver. This elevation of stream temperatures forces the
fish to move either higher into the watershed or most likely back to CJ Strike Reservoir. Asindicated by the
residents of Bruneau, the salmonid population inhabits the Bruneau River only during spring runoff. They then
move out of theriver segment in early to late spring, depending on runoff duration, and remain out of the system
until the following year’ s runoff. It isalso noted that the absence of salmonids occurs even in the nonirrigation
season, thus supporting the hypothesis that the system functions as awarm water fishery during certain times of the
year.

2.1.4.1.2 Jacks Creek

In the process of developing the SBA-TMDL for the Jacks Creek, IDEQ has not found any studies dealing with the
fisheries component of the creek. Data and information has been limited to several backpack el ectrofishing attempts
by IDEQ in 1997 and 2000 and observations made during water chemistry monitoring. The fishery is composed of
amixture of cool, cold, and warm water tolerant species. Most of these species are highly tolerant to sediment and
thermal pollution. The lone exemption isthe ubiquitous redside shiner, a moderately intolerant species that prefers
cold water. Other species collected during the electrofishing attempts include northern squawfish (pike minnow),
bridgelip sucker, black bullhead, and the chiselmouth. Other species that were noted during monitoring runsinclude
carp and crappie.

2.1.4.1.3 Sugar Creek

No biological assessments of the fisheries have been made on Sugar Valley Wash. Reasonsfor thislack of
information include little or no flow on an annual basis (see section 2.1.2.3). Dueto the hydrology of Sugar Creek
and Sugar Valley Wash, it isunlikely that afishery or other aquatic biota has ever existed. Asdiscussed in section
2.1.2.3 of this document, Sugar Creek and Sugar Valley Wash are simply an ephemeral stream through which
precipitation events may contribute water for extremely short durations. The basis for removing Sugar Creek from
the 8303(d) list isthat it was listed in error. The original intent may have been to list Sugar Valley Wash.
Additionally, dueto the natural hydrology of the system, biological and recreational beneficial uses would not exist
within the system. Therefore, aTMDL for Sugar Creek will not be completed and IDEQ will remove Sugar Creek
from the 8303(d) list. However, as stated previously Sugar Valley Wash will be incorporated into the Jacks Creek
TMDLsthrough the land use/land area all ocation scheme.

2.1.4.1.4 Wickahoney Creek

In the process of developing the SBA-TMDL for the Wickahoney Creek, IDEQ has not found any studies dealing
with the fisheries component of the creek. Data and information have been limited to several backpack
electrofishing attempts by IDEQ in 1997 and 2000, observations made during water chemistry monitoring, and
unpublished best professional judgment of USBLM fisheries biologists. The best professional judgment of the
USBLM fisheries biologists indicates that salmonids are common in the lower sections of Wickahoney Creek up
from the confluence with Big Jacks Creek. A culvert at Wickahoney Crossing has formed afish passage barrier.
The USBLM has not collected salmonids in the upper portions of Wickahoney Creek. However, salmonids
historically and currently are common at and just below the spring that discharges into Wickahoney Creek near the
old town site. These salmonids can and have dispersed during wet years downstream 3-5 km in Wickahoney Creek.
The unpublished USBLM information indicates that historically this population of salmonidsin the lower portion of
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Wickahoney Creek isindeed rare. IDEQ electrofishing data corroborates the USBLM information and therefore
supports the hypothesis that a salmonid population exists, although they are currently rare.

IDEQ electrofishing efforts have identified limited numbers of salmonids below Wickahoney Crossing near the
confluence with Big Jacks Creek. The fish were limited to several small pools and were possible migrants from Big
Jacks Creek. However, salmonid numbers were greater above Wickahoney Creek in the spring near the town site.
Abundance diminished downstream in the unnamed tributary to the creek. A stock watering pond may be serving as
afish barrier inhibiting down stream migration except in the wetter years.

After review of the existing information, it appears that salmonid spawning occursin two locationsin the area of
Wickahoney Creek. These areas are Big Jacks Creek and the Wickahoney town site spring. These locations seem to
serve as dispersal populations of red band trout into Wickahoney Creek during wet years. During dry years, as 2000
has been, salmonids are excluded from Wickahoney Creek dueto low or nonexistent flow in significant portions of
the creek.

21415 Hot Creek

Fishery studiesin Hot Creek have consisted of ancillary studies for the Bruneau Hot Springsnail. Monitoring
reports have indicated populations of both mosquito fish (Gambusia affinis) and tilapia (Tilapia zilli) present in Hot
Creek. However, density and abundance information was not presented (V aricchione and Minshall 1997,
Varicchione et al 1998). It was surmised in the 1996 monitoring report that predation from these fishes might be
limiting the dispersal of the Bruneau Hot Spring snail into Hot Creek (Varicchione and Minshall 1997). However,
subsequent studies found only limited predation on the snails by these two fish taxa (Varicchione et al 1998).
Additionally, the water temperature and discharge monitoring reported in the monitoring reports indicated that it is
unlikely that cold water biota and salmonid spawning has ever existed in Hot Creek. Furthermore, temperature
measurements in the creek indicate that the naturally occurring thermal waters from the seeps and springs exceed
IDEQ'’ s standards for warm water biota (33 EC daily maximum 29€EC daily average). As cited in the monitoring
reports conducted by Idaho State University for the USBLM, the snails have an upper thermal tolerance limit of 35
EC. Thermal data collected on Hot Creek indicate that temperatures range from 30 to 37E C daily (Varicchione and
Minshall 1997) year-round. Based on thisinformation, IDEQ proposes to protect Hot Creek under the Clean Water
Act with site-specific criteriain so much as water temperature is concerned. The site-specific criteriawill be
developed with regards to the Bruneau Hot Springsnail and any recovery plans devel oped for the snail that involve
water quality.

2.1.4.1.6 Clover Creek

In the process of developing the SBA-TMDL for Clover Creek, IDEQ has not found any studies dealing with the
fisheries component of the creek. Data and information has been limited to several backpack el ectrofishing attempts
by IDEQ in 1997,1999, and 2000, and observations made during water chemistry monitoring. Additionally, the
unpublished best professional judgment of the USBLM fisheries biologists indicates that salmonids have not been
found in the lower sections of Clover Creek up from the confluence with the Bruneau River. However, the
information indicates that red band trout were historically found within thisreach. IDEQ electrofishing effortsin
this area do not include salmonids in the fish population. Of the species collected, the northern pike minnow, red
side shiner, and leopard dace are all classified as moderately intolerant to thermal and organic pollution. However,
the chiselmouth sucker was also collected. Thisfishtaxais classified as highly tolerant.

The fish taxa collected at the upper site below the confluences of the three streams forming Clover Creek’s
headwaters contained a similar distribution of fish taxa. The population; however , included whitefish and rainbow
trout along with the chiselmouths and redsides. The datawould indicate that these salmonids might be moving into
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Clover Creek from one or more of the upper tributaries. For example, only trout and sculpin were collected from the
upper reaches of Big Flat Creek, atributary to Clover Creek. In the lower reaches of Big Flat Creek, the fish
community was similar to Clover Creek.

Electrofishing efforts undertaken in 2000 indicate a very different situation than in the past few years. Large
numbers of salmonids were collected in the Clover Crossing area of the creek. The salmonids captured included
several very large trout aswell as smaller size classes. These fish are probably the results of several good water
years. However, during monitoring events that have taken place subsequent to the electrofishing, it has been noted
that Clover Creek is again dry in the areas where the trout were in good abundance.

2.14.1.7 Three Creek

In the process of developing the SBA-TMDL for Three Creek, IDEQ has not found any studies dealing with the
fisheries component of the creek. Data and information has been limited to several backpack el ectrofishing attempts
by IDEQ in 1995, 1998, and 2000, and observations made during water chemistry monitoring.

The downstream sampling location on Three Creek was near the confluence with Clover Creek. Sampling occurred
in the spring of 2000. At thislocation, no salmonids were captured. The species compilation consisted of redsides,
chiselmouths, and dace. The species composition isvery similar to Clover Creek just downstream. In 1995, Three
Creek was el ectrofished near the confluence of Deer Creek. During this sampling event, no salmonids were
collected. The species composition consisted of redsides, mottled sculpin, bridgelip suckers, and speckled dace. All
of these species are native fishes and are moderately intolerant to thermal and organic pollution. A third and final
sampling event took placein 1998. The site location was at or near the Nevada border. In thislocation, Three
Creek isavery small (lessthan 0.03 cms) stream. No fish were collected at thislocation. However, this was not an
unexpected occurrence. The size and steepness of the stream, coupled with the high probahility of zero flow, leads
IDEQ to assess the upper site as naturally fishless.

2.1.4.1.8 Cougar Creek

A biological assessment for the Jarbidge watershed was completed by IDEQ and IDFG as part of the Jarbidge Bull
Trout Watershed Advisory Group and for consultation with the USFWS. In this assessment, it was stated that
Cougar Creek was intermittent and that it does not support afishery. It was also noted that in “the upper portion
above Cougar Spring [there] likely never was afishery” (IDEQ 1999). These statements are consistent with the
assessment of Cougar Creek provided in this document. Additionally, the Beneficial usesin the downstream stream
segment, the Jarbidge River, have been documented as fully supportingit’s beneficial uses through the BURP
process. Therefore, the basis for removing Cougar Creek from the 8303(d) list isthat it waslisted in error, and that
the ephemeral streams of the Jarbidge River, which Cougar Creek is one of, are not impacting the beneficial uses of
the Jarbidge River. Therefore, the beneficial uses of the ephemeral streamsare assumed to be fully supported.
Consequently, a TMDL will not be completed and IDEQ will remove Cougar Creek from the §303(d).

2.1.4.1.9 Poison Creek

A biological assessment for the Jarbidge watershed was completed by IDEQ and IDFG as part of the Jarbidge Bull
Trout Watershed Advisory Group and for consultation with the USFWS. In this assessment, it was stated that
Poison Creek was intermittent (ephemeral) and that it does not support afishery. These statements are consistent
with the assessment of Poison Creek provided in this document. Additionally, the Beneficial usesin the
downstream stream segment, the Jarbidge River, have been documented as fully supportingit’s beneficial uses
through the BURP process. Therefore, the basis for removing Poison Creek from the 8303(d) list isthat it was listed
in error, and that the ephemeral streams of the Jarbidge River, which Poison Creek is one of, are not impacting the
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beneficial uses of the Jarbidge River. Therefore, the beneficial uses of the ephemeral streamsare assumed to be
fully supported. Consequently, IDEQ’s position isthat Poison Creek isfully supportingit’s beneficial uses.
Therefore, aTMDL for Poison Creek will not be completed and IDEQ will remove Poison Creek from the §303(d)
list.

2142 Macroinvertebrates

IDEQ has developed a multi-metric index of macroinvertebrate communities called the Macroinvertebrate Biotic
Index (MBI) to use as an indicator of stream health (IDEQ 1996). The MBI assesses the status of aquatic life
beneficial usesin wadeable streams in Idaho. Seven metrics (measures of certain aspects of macroinvertebrate
community structure based upon the species present and their rel ative abundance) are combined. These metrics are
normalized by taking the ratio to their ecoregion benchmark, thus giving equal weight to each (and a maximum
score of 7 for MBI), and then summed. The macroinvertebrate community, and the water body in which it resides,
are considered impaired if the MBI scoreislessthan or equal to 2.5. With a score greater than or equal to 3.5, the
water body is considered not impaired, or in good health. VValues between 2.5 and 3.5 are considered inconclusive,
and require verification before the status of the beneficial uses can be determined.

For the Bruneau Subbasin Assessment, IDEQ assessed the macroinvertebrate communities using a multi-metric
index in conjunction with other biological communities and water chemistry. These other data sources will augment
any perceived shortcoming of the MBI in assessing the status of aquatic life beneficial usesin streamsin the
Bruneau subbasin. Inthe past, IDEQ hasrelied almost solely on the multi-metric approach in assessing stream
health. The process; however, is currently under revision. New metrics and assessment breakpoints are expected
after the Bruneau SBA-TMDL are completed. Asaresult, the old macroinvertebrate index will only be used in
conjunction with other ecological datafor each stream on the 1998 §303(d) list. However, the use of the
macroinvertebrate community will lend further weight to fishery and water chemistry assessments made in previous
and following sections. Assessment of macroinvertebrate information, until a new assessment processis developed,
will be based on the best professional judgment of IDEQ staff involved with the collection and assessment of this
type of data and as corroborating information from other sources.

2.1.4.2.1 Bruneau River

IDEQ has sampled macroinvertebrates in the §303(d) listed section of the Bruneau River on three occasions. One
set of samples was collected in 1997 following BURP protocols the other two were collected using the large river
protocols. Under the Water body Assessment Guidance (IDEQ 1996) for macroinvertebrate data, the 1997 site
would have been classified as fully supporting cold water biota (MBI score 3.82).

The macroinvertebrate samples collected by IDEQ were also compared with another multi metric index to determine
the status of the Bruneau River. The assessment was completed using the Idaho large river index (IRI) of biological
integrity developed by Idaho State University (Royer and Minshall in press) for IDEQ. TheIRI is composed of five
metrics: taxa richness dominance, percent elmidae, percent predators, and Ephemeroptera Plecoptera Trichoptera
richness. The value that was calculated for the 1997 site was 17 out of apossible 23 intheIRI. A valueof 17 falls
well within the reference data set used to build and test the IRI. This score indicates the macroinvertebrate
community of the Bruneau River is similar to the community within a set of reference or fully supported rivers.

In 1998, IDEQ conducted macroinvertebrate collections following large and medium sized river protocols on the
§303(d) section at two locations. The sampling was conducted near the upper boundary and at the lower boundary
of the listed segment. The IRI score for the lower site also indicated that cold water biota are within the reference
data set used to compile the multi-metric index. This site, near the bridge on Highway 51, scored 17, indicating
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conditions similar to the reference conditions. The upper-most site, near Hot Creek, was incomplete. Consequently,
no macroinvertebrate metrics could be calculated from the information gathered.

The macroinvertebrate data and other information presented in previous and following sections indicates that the
beneficial uses of cold water biota and primary contact recreation are fully supported in the 8303(d) listed segment.

2.1.4.2.2 Jacks Creek

IDEQ collected macroinvertebrates in Jacks Creek twicein 1997. One set of samples was collected in the upper
reaches of the creek, while the other was collected in the lower reaches. Both collections indicate that additional
verification is needed to determine the support status of cold water biotain the creek. The MBI scores were 2.72
and 2.6 respectively. Water chemistry and fisheries data corroborate these macroinvertebrate index scores
indicating beneficial usesimpairment. IDEQ monitoring dataindicates that the Jacks Creek system contains very
high nutrients and seasonally elevated sediments. The fisheries data available for the system indicates that the
community is dominated by species tolerant to organic enrichment and temperature elevation. These data sets both
indicate that the beneficial uses are not fully supported. High levels of nutrients year-round are causing nuisance
aquatic plant growths with low dissolved oxygen problemsfollowing. Sediment concentrations are also elevated
during the spring. Furthermore, high levels of bacteria can be found in the creek regardless of the season. These
factorsindicate to IDEQ that agricultural return waters are introducing high levels of nutrients and possibly bacteria.
Furthermore, concentrations of livestock along the stream system are al so contributing nutrients and bacteria. Also,
there are several aquaculture facilities that discharge to the creek. These facilities may exacerbate the current excess
nutrientssituation.

2.1.4.2.3 Sugar Creek

Macroinvertebrates have never been collected in Sugar Creek; the creek has always been dry when the BURP crews
have visited. As stated previously, Sugar Creek is an ephemeral water body and was included in the original listing
for Sugar Valley Wash, upon discovery of thiserror IDEQ is delisting Sugar Creek while retaining Sugar Valley
Wash. The delisting will be based on an error in the original list. Macroinvertebrates have never been collected in
the ephemeral water body Sugar Valley Wash. However, the downstream water body is not fully supported.
Thereforea TMDL will be required for Sugar Valley Wash. Additionally, Sugar Valley Wash lies within the
watershed and land use area of Jacks Creek. Therefore, Sugar valley Wash will be incorporated into the Jacks Creek
allocations which are based on land area.

2.1.4.24 Wickahoney Creek

Macroinvertebrates have been collected in the Wickahoney system three times by IDEQ. One collection, in 1995,
was the basis for retaining the creek on the 1998 303(d) list. Oncein 1997, and again in 1998, additional collections
were made in the system. 1n 1997, macroinvertebrates were collected in the lower intermittent reaches of the
Wickahoney Canyon near Big Jacks Creek. At thislocation, which is representative of the creek from Wickahoney
Crossing to Big Jacks Creek, the MBI scorewas 2.45. The scoreisinconsistent with other data collected in the
reach. Water chemistry indicates nutrients, bacteria, and sediments are all at low to moderate levels. IDEQ fish data
indicates that salmonids are present in the lower section but may be migrants from Big Jacks Creek. Unpublished
USBLM dataindicates that salmonids are common in this reach of the Creek. During better water years, salmonids
may be more common in this reach as they are able to move from Big Jacks Creek and possibly from upstream
sources. IDEQ has uncovered no other data that would indicate that the beneficial usesin the lower segment of the
creek are not supported. It isIDEQ’s hypothesisthat the low MBI score reflects the availability of water. Thereach
in question may go dry in the later part of each summer making the system an intermittent water body. Therefore,
according to Idaho water quality standards, recreational beneficial uses standards apply only at 0.14cms and above,
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while biotic beneficial use standards apply at 0.03 cms and above Based upon monitoring results and the MBI
score, IDEQ proposes to continue monitoring Wickahoney Creek to determineif aTMDL isrequired. However at
thistime no TMDL will be completed.

A second set of samples was collected in the unnamed tributary to the creek near the Wickahoney town site. The
macroinvertebrate information corroborates the fisheries and water chemistry evidence collected by IDEQ and the
USBLM. The MBI score at thislocation was 3.63, indicating that the beneficial usesin the tributary are supported.
The unpublished USBLM fish dataindicate that salmonids are common. IDEQ fish data support the USBLM
information. The spring-fed tributary also serves as the sole source of perennial water to Wickahoney Creek as
outlined in previous sections of this SBA. Thetributary may also serve as arefugiafor salmonidsin the upper
segment of the creek during low water years. However, afish passage barrier at Wickahoney Crossing limitsthis
refugiato salmonids found in the upper reaches of the creek. At thistime, IDEQ suggests that the beneficial usesin
the tributary are supported. While the upper portion of Wickahoney Creek are influenced by the town site spring it
is uncertain how far down the positive effects are seen in the creek. While monitoring the creek in 2000, IDEQ
noted that only afraction of the water discharged from the town site spring makesiit as far a Wickahoney Crossing.

21425 Hot Creek

IDEQ has not collected macroinvertebratesin Hot Creek. However, extensive studies of the Bruneau Hot
Springsnails have been conducted by Idaho State University and others. In 1952, the first collection of the species
were made by Boys Malkin in the Indian Bathtub area of Hot Creek (Federal Register vol. 63 n0.116 1998). The
Indian Bathtub Spring and Hot Creek are considered type localities for the Bruneau Hot Springsnail (Federal
Register vol. 63 no.116 1998). The snail populationsin Hot Creek have been limited in the past by sedimentation
events from the upstream ephemeral channel. An event in 1991 reduced the avail able habitat in the Indian Bathtub
areato less that half the previous amount (Varicchione and Minshall 1997). Furthermore, groundwater mining has
reduced the amount of discharge from Hot Creek further reducing the available habitat. Additionally, a high runoff
event in 1992 reduced the population of snailsin Hot Creek itself (Varicchione and Minshall 1997).

The snailsin Hot Creek have been heavily impacted by upstream events. However, the relationship with the
impacts and upstream water quality are not closely tied. Typically thereisno upstream water. Asaresult, water
quality standards would not apply. Therefore, applyinga TMDL model to the upstream system would not be
feasible. Theload allocations could not be based on aflow regime as one does not exist in the area above the Indian
Bathtub. Asaresult, IDEQ will not apply TMDL load allocations to the upper portion of the watershed. The area
and the snailswould be better protected through land management agencies and the standards and guides that apply
to the activities that occur in the upper watershed. However, water quality in the lower portion of Hot Creek can be
TMDL regulated by IDEQ. As no other measure of the macroinvertebrate community exists for support status
determination, IDEQ will rely on the water chemistry monitoring and snail studies to determine that status.
Additionally, given the thermal nature of the system, it is unlikely that the MBI would have given meaningful results
for Hot Creek.

21426 Clover Creek

IDEQ has collected macroinvertebrate information three times on Clover Creek after the 1998 §303(d) list was
compiled. The macroinvertebrate data indicates that the cold water biota beneficial useis supported. MBI scores
for the upper section of the creek below the confluences of the Big Flat-Three Creek areawas 5.32. This score was
very similar to the set of samples collected in 1995 (MBI score 5.44) in this same reach. The arearepresented by
this siteis from the headwaters to the Doe Flat area, approximately 8 river km. The next reach of the river from Doe
Flat to the Clover Crossing was sampled in 1997. In thisreach, the MBI score was 4.58. The final reach from
Clover Crossing to the Bruneau River was also sampled in 1997. The MBI score for thisreach was 4.2. All of the
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index scores for Clover Creek were well above the 3.5 value used in the listing/delisting decisions for the 1998
§303(d) list for full support of the cold water beneficial use. Corroborating information islacking in thislisted
water body. Suspended sediment and nutrient data collected by IDEQ supports the macroinvertebrate data (see
section 2.4.6). Because the segment is listed for sediment, Wolman pebble counts were used to determine the
percent of fine surface sediment in the creek. The percent surface fines of Clover Creek were not statistically
different from the surface fines measured in a hydrologically, geologically, and morphologically similar stream (Big
Flat Creek) that currently has fully supported beneficial uses. Total suspended sediment samples were also very low
in Clover Creek (12 mg/L annual average). Therefore, IDEQ has no reason to refute the MBI scores for Clover
Creek. Wefind that the aquatic life beneficial uses are fully supported in Clover Creek.

2.14.2.7 Three Creek

IDEQ has not collected macroinvertebrates within the Three Creek system following the data collection made to
retain the creek on the 1998 §303(d) list. Consequently, IDEQ will pursue future collections of macroinvertbrates
following the implementation of the sediment TMDL. Thiswill be donein order to determine if the goals of the
TMDL are being met and if more stringent sediment targets are required.

21428 Cougar Creek

IDEQ has not been able to collect macroinvertebrates within the Cougar Creek system in many years due to the
ephemeral nature of the system. In each field season that the creek was visited (1993-1998) it was always dry.
Consequently, it was retained on the 1998 8303(d) list until such timethat a TMDL or other assessment was made to
determine the status of the beneficial uses. Throughout this SBA, it has been stated that no TMDL will be
completed and the creek will be removed from the 303(d) list. Theremoval is based upon the fact that the beneficial
usesin the perennial waters downstream of the creek being fully supported. Therefore, it isassumed that the
ephemeral waters are not degrading the beneficial usesin the receiving waters. Consequently, it isassumed that the
beneficial usesin the ephemeral stream are fully supported aswell.

2.1.4.2.9 Poison Creek

IDEQ has not been able to collected macroinvertebrates within the Poison Creek system in many years due to the
ephemeral nature of the system. In each field season that the creek was visited (1993-1998) it was always dry.
Consequently, it was retained on the 1998 8303(d) list until such timethat a TMDL or other assessment was made to
determine the status of the beneficial uses. Throughout this SBA, it has been stated that no TMDL will be
completed and the creek will be removed from the 303(d) list. Theremoval is based upon the fact that the beneficial
uses in the perennial waters downstream of the creek being fully supported. Therefore, it isassumed that the
ephemeral waters are not degrading the beneficial usesin the receiving waters. Consequently, it is assumed that the
beneficial usesin the ephemeral stream are fully supported aswell.

2143 Endangered, Threatened, and Sensitive Species
Within the 8303(d) listed Bruneau River reach are as many as 230 thermal springs and seeps that are the historical
and present range of the Bruneau Hot Springsnail. Along with the snail several other endangered, threatened and

sensitive species are listed within the Bruneau subbasin. Table 7 displays threatened and endangered species found
within the Bruneau River Subbasin.
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Table7. THREATENED AND ENDANGERED SPECIESIN THE BRUNEAU RIVER SUBBASIN

Species Common Name Scientific Name Comments
Originally listed in 1993, delisted
Bruneau Hot Springsnail Pyrgulopsis bruneauensis by court order later that year.

Reinstated in 1995, and
reconfirmed in 1998.

Considered the Great Basin sub-
Spotted Frog Rana lateiventris populations of the Columbian
spotted frog. Determined that
listing was warranted 1993.
Currently a Candidate species.

Emergency listed in 1998. Final

Bull Trout Salwelinus confluentus decision and listing occurred in
1999.

Recognized as adistinct speciesin
Ute Ladies-tresses Spiranthes diluvialis 1984. Listed asthreatened in 1992.

Proposed for listing as threatened.
Canada Lynx Lynx canadensis

Currently listed as endangered.
Gray Wolf Canus lupus

First protected in 1966 by the

Bald Eagle Haliaeetus leucocephal us Endangered Species Preservation
Act. Listedin 1973 under the ESA.
Down listed from endangered to
threatened in 1995.

First Protected in 1969 by the

Peregrine Falcon Falco perigrinus anatum Endangered Species Conservation
Act. Listed under the ESA in 1973.
Recommended for delisting in
1995.

2.1.4.3.1 Bruneau Hot Springsnail

This species of snail only occurs within springs and seeps that arise from athermal aquifer along the lower reach of
the Bruneau River. A survey was completed in 1996 to determine their present distribution. Asof 1996, the Hot
Springsnails were located in 110 of 204 (54 percent) seeps and springs along the Bruneau River (Mladenka and
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Minshall 1996). Most of the springslocated in the 8303 (d) listed segment are not typical Hot Springsnail habitat
due to the higher temperatures found in these spring sources (Federal Register vol. 63 n0.116 1998). The greatest
threat to the Bruneau Hot Springsnail has been identified as reductionsin spring and seep flow due to groundwater
pumping. To alleviate the amount of groundwater pumped from the aquifer IDWR, USFWS and USGS have
developed plans to reduce pumping. These plansrely on less groundwater removals and more surface water being
removed from the system. Asthis occurs, temperatures in the Bruneau river and Hot Creek may likely increase.
These management goals may be in direct conflict with temperature TM DL s which goals would be to reduce
temperaturesin the Bruneau River. Consequently, IDEQ proposes to reevaluate the listing of the Bruneau River for
temperature and the designated beneficial uses of the §303(d) listed segment. This reevaluation would take place
after the current court-imposed TMDL schedule has been fulfilled. At that time, the segment would be reprioritized
on the 303(d) list and temperature studies of the springs and river would be undertaken. Following this, it would be
determined what actions IDEQ could enact with regards to the beneficial uses, TMDLSs, and the Bruneau Hot Spring
Snail recovery requirements.

2.1.4.4 Aquatic Vegetation

Throughout the spring and summer of 2000, IDEQ conducted water quality monitoring on the 8303(d) listed
waterbodies within the Bruneau River Subbasin. During these monitoring events, other water quality observations
were made, the number and type of fishes observed and the approximate dates and times the various streamsin the
subbasin went dry. In addition to these observations, IDEQ has noted alack of nuisance or objectionable aguatic
plantsin the streams with the exception of Jacks Creek. Most locations are completely devoid of aquatic plant mats
that would indicate excessive aquatic growths due to excess nutrients. In other locations the aguatic plants are
localized and do not cover large portions of the streambeds. In addition, IDEQ has not received any complaints
concerning aguatic vegetation within the subbasin.

2.2 Water Quality Concernsand Status

The Clean Water Act established a process for restoring the nation’ s water bodiesto health. Part of thiswasthe
designation of impacted waters by the states, through listing such waters asin §303(d). The 1996 §303(d) list for
the state of Idaho (USEPA 1996) included 16 segments occurring within the region designated as the Bruneau River
Subbasin (Table 8 and Figure 19). Nine segments remain on the 1998 §303(d) list (see Figure 1). These nine
segments are described below and in following tables and figures.
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2.2.1  Genera Information on Point and Nonpoint Sources

The major sources of pollutants for the Bruneau River reach were identified in the 1992 8305(b) report. Thisreport
contains information regarding the types of pollutants affecting beneficial uses and the major sources of these
pollutants. Additionally, it was the basis for listing for the remaining streams on the 1998 §303(d) list. Notably no
point sources were identified as major sources of pollutants. However, point sources do exist within the subbasin.
Sources of pollutants from point sources may include aquaculture, confined animal feeding operations, and
municipalities. The pollutants listed from typical National Pollution Discharge Elimination System (NPDES)
permits are ammonia; Biochemical Oxygen Demand; biological waste; deleterious materials; fecal coliform and
other bacteria; floating, suspended or submerged matter; nutrients, including phosphorus and nitrogen compounds;
oil and grease; oxygen demanding materials; residual disinfectants, including residual chlorine; residual disease
control drugs and other chemicals; residual feed and nutritional supplements; sediment; settabl e solids; temperature;
pH; total suspended solids; toxic substances; and turbidity.

For the Bruneau River reach, the 1992 §305(b) report indicated that major contributors of nonpoint source pollutants
were irrigated croplands, pasture land treatments, range land activities, aguaculture, removal of riparian vegetation,
flow regulation, stream bank destabilization, small dam construction, feedlots, and from natural sources (IDEQ
1992). Typical pollutants from these sourcesinclude sediment, nutrients, pathogens, salts, toxic substances, thermal
modifications, and habitat modifications.

Table8. 1998 §303(d) LISTED WATER BODIESIN THE BRUNEAU RIVER SUBBASIN

STREAM POLLUTANTSAND/OR
WATER BODY SEGMENT BOUNDARIES STRESSORS?®
HUC' / PNRS?
1 2 3| 4|5

Bruneau River 17050102/ 549 Hot Creek to CJ Strike Reservoir S |N T]|Q
Hot Creek 17050102 / 557 Headwaters to Bruneau River S [ Q B
Jacks Creek 17050102/ 551 Little Jacksto CJ Strike N | S Q DO
Poison Creek 17050102/ 568 Headwaters to Jarbidge River S
Sugar Creek 17050102 / 552 Headwatersto Jacks Creek S
Three Creek 17050102/ 561 Headwaters to Clover Creek S
Clover Creek 17050102 / 558 71 Draw to Bruneau River S
Cougar Creek 17050102 / 567 Headwaters to Jarbidge River S
Wickahoney Creek 17050102 / 555 Headwaters to Big Jacks Creek S | Q

*HUC = Hydrologic Unit Code designation by USGS for Upper Snake Basin.

“PNRS = Pacific Northwest River

Study designation number. *Pollutants and/or stressors are listed as they appear on the 1996 §303(d) list. Pollutants
and/or stressors: N = Nutrients; S = Sediment; Q = Flow Alteration; T = Temperature; B = Pathogens; DO = Dissolved

Oxygen.
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2.2.2  Water Quality Limited Stream Segmentsin the subbasin

The following sections describe each 1998 water quality limited segment located in the Bruneau River reach, and
the pollutants identified by various agencies from the 1992 §305(b) Report. These pollutants and sources (Table 9-
9d) were some of the basis for the original 8303(d) listings. The boundariesfor each segment can be found in Table
8.

2.2.2.1 Bruneau River

Two agencies, the USBLM and IDEQ, provided lists of pollutants and pollutant sources for the original §305(b)
listing of the Bruneau River segment.

Table9. 1992 §305(b) REPORT: POLLUTANTS AND SOURCESIN THE BRUNEAU RIVER

SOURCE AGENCY:USBLM SOURCE AGENCY:IDEQ

Pollutant Source Pollutant Pollutant Source Pollutant
Irrigated Crop SED Irrigated Crop NUT SED
Pasture SED Q Pasture NUT SED
Range SED Aquaculture NUT SED
Aquaculture NUT TEMP | Q
Flow Regulation Q
Riparian Habitat Removal H
Streambank Destabilization H
Small Dam Construction Q
Natural TEMP

Pollutants and/or stressors: NUT = Nutrients; SED = Sediment; Q = Flow Alteration; TEMP = Temperature; BCAT
= Pathogens; O = Organic Enrichment; H = Habitat alteration.

2.2.2.2 Jacks Creek

Two agencies, the USBLM and IDEQ, provided pollutants and pollutant sources for the original §305(b) listing of
the Jacks Creek segment.

Table9a. 1992 §305(b) REPORT: POLLUTANTS AND SOURCESIN JACKS CREEK

SOURCE AGENCY:USBLM SOURCE AGENCY:IDEQ

Pollutant Source Pollutant Pollutant Source Pollutant
Irrigated Crop SED Irrigated Crop NUT SED
Pasture SED Q Pasture NUT SED
Range SED Aquaculture NUT SED
Aquaculture NUT TEMP | Q| Feed Lots ©]
Flow Regulation Q
Riparian Habitat Removal H
Streambank destabilization H

Pollutants and/or stressors: NUT = Nutrients; SED = Sediment; Q = Flow Alteration; TEMP = Temperature; BCAT
= Pathogens; O = Organic Enrichment; H = Habitat alteration.
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2223 Sugar Creek

IDEQ provided alist of pollutants and pollutant sources for the 8305(b) report and the subsequent listing of Sugar
Creek.

Table9b. 1992 §305(b) REPORT: POLLUTANTSAND SOURCESIN SUGAR CREEK

SOURCE AGENCY:IDEQ

Pollutant Source Pollutant

Irrigated Crop SED

Pasture SED

Aguaculture SED

Pollutants and/or stressors; SED = Sediment.

2224 Wickahoney Creek

The USBLM was the only agency that provided information for the 8305(b) report and the subsequent listing of
Wickahoney Creek.

Table 9c. 1992 8§305(b) REPORT: POLLUTANTS AND SOURCESIN WICKAHONEY CREEK

SOURCE AGENCY:USBLM

Pollutant Source Pollutant
Range SED Q
Riparian Habitat Removal H
Streambank Destabilization SED

Pollutants and/or stressors: SED = Sediment; Q = Flow
Alteration; H = Habitat alteration.

2225 Hot Creek

Two agencies, the USBLM and IDEQ, provided pollutants and pollutant sources for the original §305(b) listing of
the Hot Creek segment.

Table9d. 1992 §305(b) REPORT: POLLUTANTSAND SOURCESIN HOT CREEK

SOURCE AGENCY:USBLM SOURCE AGENCY:IDEQ
Pollutant Source Pollutant Pollutant Source Pollutant
Range SED Range SED
Flow Regulation Q H
Riparian Habitat Removal H
Streambank Destabilization SED H
Recreation BACT

Pollutants and/or stressors; NUT = Nutrients; SED = Sediment; Q = Flow Alteration; TEMP = Temperature; BCAT
= Pathogens; O = Organic Enrichment; H = Habitat alteration.
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2226 Clover Creek

IDEQ was the only agency that provided information for the 8305(b) report and the subsequent listing of Clover
Creek. Rangeland was identified as the pollutant source. Sediment was identified asimpairing the beneficial uses.

2227 ThreeCreek

IDEQ was the only agency that provided information for the §305(b) report and the subsequent listing of Three
Creek. The pollution source was identified in the report as coming from the rangeland. The pollutant impairing the
beneficial uses wasidentified as sediment.

2228 Cougar Creek

IDEQ was the only agency providing information for the 8305(b) report and the subsequent listing of Cougar Creek.
The pollution source was identified in the report as coming from the rangeland. The pollutant impairing the
beneficial useswasidentified as sediment.

2229 Poison Creek

IDEQ was the only agency providing information for the §305(b) report and the subsequent listing of Poison Creek.
The pollution source was identified in the report as coming from the rangeland. The pollutant impairing the
beneficial uses wasidentified as sediment.

23 Applicable Beneficial Uses and Water Quality Standards

Under the state water quality standards, Idaho is divided into six separate hydrologic basins. Within each basin, the
major rivers, lakes/reservoirs, and creeks are identified (designated) for specific beneficial uses. Most tributary
waters; however, are not yet designated. These undesignated waters are protected for all recreation uses and for the
protection and propagation of fish, shellfish, and wildlife wherever attainable (IDAPA 858.01.02.101.01.a.).
Industrial water supplies, wildlife habitats, and aesthetics are minimum designated standards for all waters of the
state.

Other water quality standards that apply to the Bruneau River SBA-TMDL are IDAPA 858.01.02.051.01-02, which
isthe state’s Antidegradation Policy. It reads:

Maintenance of Existing Uses for All Waters. The existing in-stream water uses and the level of
water quality necessary to protect the existing uses shall be maintained and protected.

High Quality Waters. Where the quality of the waters exceeds levels necessary to support
propagation of fish, shellfish and wildlife and recreation in and on the water, that quality shall be
maintained and protected unless the Department finds, after full satisfaction of the
intergovernmental coordination and public participation provisions of the Department’ s continuing
planning process, that allowing lower water quality is necessary to accommodate important
economic or social development in the area in which the waters are located. In allowing such
degradation or lower water quality, the Department shall assure water quality adequate to protect
existing usesfully...
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58.01.02.50.01 states:

Apportionment of water. The adoption of water quality standards and the enforcement of such
standardsis not intended to conflict with the apportionment of water to the state through any of the
interstate compacts or court decrees, or to interfere with the rights of 1daho appropriators, either

now of in the future, in the utilization of the water appropriations which have been granted to them
under the statutory procedure...

58.01.02.50.02.a states:

Wherever attainable, surface waters of the state shall be protected for beneficial uses which for
surface waters includes all recreational use in and on the water surface and the preservation and
propagation of desirable species of aquatic biota...

58.01.02.50.02.c states:

In all cases, existing beneficial uses of the waters of the state will be protected.

Table 10 summarizes Idaho’ s beneficial uses and criteriafor its water bodies. Those uses designated for selected
water bodies within the Bruneau River Subbasin are identified in Table 8, as defined in IDAPA 858.01.02.150.
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Table10. STATE OF IDAHO RECOGNIZED BENEFICIAL USES

BENEFICIAL USES

APPLICABLE CRITERIA

Agricultural Water Supply

Waters which are suitable or intended to be made suitable for the irrigation of crops
or as drinking water for livestock. (IDAPA 858.01.02.100.03.b) Numeric criteria as
needed are derived from the USEPA’ s Blue Book. (IDAPA 858.01.02.252.02)

Domestic Water Supply

Waters which are suitable or intended to be made suitable for drinking water
supplies. (IDAPA 858.01.02.100.03.a2) Numeric criteria for specific constituents
and turbidity. (IDAPA 858.01.02.252.01.a-b)

Industrial Water Supply

Waters which are suitable or intended to be made suitable for industrial water
supplies. This use applies to all waters of the state. (IDAPA 858.01.02.100.03.c)
Numeric criteria are categorized as general surface water quality criteria. (IDAPA
§58.01.02.252.03)

Cold Water Biota

Waters which are suitable or intended to be made suitable for protection and
maintenance of viable communities of aquatic organisms and populations of
significant aquatic species which have optimal growing temperatures below 19°C.
(IDAPA 858.01.02.100.01.8) Numeric criteria are established for pH, DO, gas
saturation, residual chlorine, water temperature, ammonia, turbidity, and toxics.
(IDAPA 858.01.02.250.02.a-d)

Warm Water Biota

Waters which are suitable or are intended to be made suitable for protection and
maintenance of viable communities of aquatic organisms and populations of
significant aguatic species which have optimal growing temperatures above 19°C.
(IDAPA 858.01.02.100.01.d) Numeric criteria are established for pH, DO, gas
saturation, residual chlorine, water temperature, ammonia, and toxics. (IDAPA
§58.01.02.250.04.a-¢)

Salmonid Spawning

Waters which provide or could provide habitat for active self-propagating
populations of salmonid fishes. (IDAPA 858.01.02.100.01.b) Numeric criteria are
established for pH, gas saturation, residual chlorine, DO, intergravel DO, water
temperature, ammonia, and toxics. (IDAPA 858.01.02.250.02.€)

Seasonal Cold Water
Biota

Water quality appropriate for the protection and maintenance of aviable aquatic life
community of cool and cold water species, where cold water aquatic life may be
absent during, or tolerant of, seasonaly warm temperatures (IDAPA
§58.01.02.100.01.c). Numeric criteria are established for pH, gas saturation,
residual chlorine, DO, intergravel DO, water temperature, ammonia, and toxics.
(IDAPA 858.01.02.250.03.a-c)

Primary Contact
Recreation

Surface waters which are suitable or are intended to be made suitable for prolonged
and intimate contact by humans or for recreational activities when the ingestion of
small quantities of water is likely to occur. Such waters include, but are not
restricted to; those used for swimming, water skiing, or skin diving. (IDAPA
§58.01.02.100.02.8) Numeric criteria are established for fecal coliform bacteria
applied between May 1 and September 30 (recreation season). (IDAPA
§58.01.02.251.01.a-b)
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BENEFICIAL USES

APPLICABLE CRITERIA

Secondary Contact
Recreation

Surface waters which are suitable or are intended to be made suitable for
recreational uses on or about the water which are not included in the primary
contact category. These waters may be used for fishing, boating, wading, and other
activities where ingestion of raw water is not probable. (IDAPA
§58.01.02.100.02.b) Numeric criteria are established for fecal coliform bacteria.
(IDAPA 858.01.02.251.02.a-b)

Wildlife Habitats

Waters which are suitable or are intended to be made suitable for wildlife habitats.
This use applies to all surface waters of the state. (IDAPA 8§58.01.02.100.04)
Numeric criteria are categorized as general surface water quality criteria. (IDAPA
§58.01.02.253.01)

Aesthetics

This use applies to all surface waters of the state. (IDAPA 858.01.02.100.05)
Numeric criteria are categorized as general surface water quality criteria. (IDAPA
§58.01.02.253.02)

Special Resource Water

Those specific segments or waterbodies which are recognized as needing intensive
protection to preserve outstanding or unique characteristics. Designation as a
special resource water recognizes at least one of the following characteristics: (1)
the water is of outstanding high quality, exceeding both criteria for primary contact
recreation and cold water biota; (2) the water is of unique ecological significance;
(3) the water possesses outstanding recreational or aesthetic qualities; (4) intensive
protection of the quality of the water isin paramount interest of the people of 1daho;
(5) the water is part of the National Wild and Scenic River System, is within a state
or National Park or wildlife refuge and is of prime or major importance to that park
or refuge; (6) intensive protection of the quality of the water is necessary to
maintain an existing but jeopardized beneficial use. (IDAPA 8§58.01.02.056)
Specia resource waters receive additional point source discharge restrictions.
(IDAPA 858.01.02.054.03 and 400.01.b)

NOTE: All waters are protected through general surface water quality criteria. Narrative criteria prohibit ambient
concentrations of certain pollutants that impair designated uses. Narrative criteria established in Idaho water
quality standards include: hazardous materials; toxic substances; deleterious materials; radioactive materials;
floating; suspended; or submerged matter; excess nutrients; oxygen demanding materials and sediment. (See
IDAPA 8§58.01.02.200.01-08)

231 Applicable Designated and Existing Beneficial Uses

Applicable designated and existing uses are those uses designated by the Idaho State L egislature through negotiated
rule making. The beneficial uses are based on recommendations provided by IDEQ viathe Board of Environmental
Quality and those uses discovered through the BURP process and subsequent water body assessment to be existing

in the water body.
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Table1l. DESIGNATED AND EXISTING BENEFICIAL USESOF THE BRUNEAU RIVER SUBBASIN

WATER BODY CwB WWB SS PCR SCR

Bruneau River: Hot Creek to C.J Strike D D D
Reservoir

Jacks Creek: Little Jacks Creek to CJ Strike E
Reservoir

Sugar Creek: Headwater to Jacks Creek

Wickahoney Creek: Headwatersto Big E E
Jacks Creek

Hot Creek: Headwaters to Bruneau River E
Clover Creek E E
Three Creek: Headwaters to Clover Creek E
Cougar Creek
Poison Creek

CWB = Cold Water Biota; WWB = Warm Water Biota; SS = Salmonid Spawning; PCR = Primary
Contact Recreation; SCR = Secondary Contact Recreation; D = Designated; E = Existing Beneficial
Use documented.

2.3.2 Applicable Water Quality Standards

Violations of the following narrative, numeric water quality standards, IDEQ recommendations, and USEPA
guidelines have been documented through monitoring eventsin 2000 and from past studies. Not all listed
waterbodies have had documented water quality violations. Those waterbodies in which violations have been
documented follow the criteriathat were violated.

A. Excess nutrients

IDAPA 858.01.02.200.06 states, “Surface waters of the state shall be free from excess nutrients that can cause
visible slime growths or other nuisance aquatic growths impairing designated beneficial uses.” Nutrientsin excess
guantities often cause rapid eutrophication of aquatic systems. The primary production in an aquatic system is often
limited by the avail able concentrations of one of these micronutrients at atime (Brorchardt 1996). Inthewestern
United States, phosphorusistypically the nutrient that most limits production of aquatic plants and algae. Nitrogen
(N) to phosphorus (P) ratios are often used to determine the limiting factor in aguatic vegetation production and
biomass. If all nutrients are in excess quantities; however, the ratios are of little use (Schanz and Juon 1983). Other
factors, such aslight or available substrates then may limit production of aquatic macrophytes.

A reduction in phosphorus would reduce vegetative growths. This shift and reduction in production and biomass
would likely be due to the magnitude of vegetative growths associated with the different micronutrients. When
nitrogen islimiting, additions of the nutrient can increase vegetation biomass theoretically by 70 times the molecular
weight of the nutrient. In contrast, with phosphorus additions the increaseis closer to a 500-fold increase in biomass
(Wetzel 1975). Because of this, areduction in phosphorus can reduce the aquatic vegetation to a greater extent than
can reductionsin nitrogen.
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While no state standards exist for the numeric value of excess nutrients (phosphorusin this case), USEPA has
suggested guidelines to determine when phosphorusisin excess. To prevent the development of biological nuisance
and to control accelerated cultural eutrophication, total phosphorus (as P) should not exceed 0.05 mg/L in streams
that enter alake or reservoir (USEPA 1977, 1988). Asaguideline, the USEPA has suggested that total phosphorus
(as P) not exceed 0.1 mg/L in any stream or other flowing waters (USEPA 1986). Both Jacks Creek and the
Bruneau River will be assessed with the 0.05 mg/l TP monthly average 0.08 mg/L TP daily maximum standard as
they discharge directly into areservoir. The remaining systemswill be assessed using the 0.1 mg/L TP monthly
average and 0.16 mg/l TP daily maximum guidelines as they are free flowing rivers or streams.

Jacks Creek, which flowsinto areservoir, exceeded the instantaneous or daily maximum TP guidelines (0.08 mg/L
TP) in al sampling events. In addition in those months with more than one data point Jacks Creek exceeds the
monthly average TP guideline of 0.05 mg/L for rivers and streams flowing into lakes and reservoirsin all cases (see
section 2.4.2).

The Bruneau River, which flows into areservoir, exceeded the monthly average TP guidelinesin 3 of 8 months (in
July, August, and October). Inthose months with less than one data point, the Bruneau River exceeded the daily
maximum TP guideline (0.08 mg/L) for rivers flowing into lakes and reservoirs once, in August of 1998 (see section
24.1).

Three Creek, which is afree flowing stream, exceeded the 0.1 mg/L monthly average TP guideline oncein seven
months of available data (June of 2000). In no cases did Three Creek exceed the daily maximum TP guideline.
Other measures used to corroborate a nutrient problem in Three Creek, such aslow DO and elevated pH, did not
exceed state water quality standards. Due to the single exceedance and no corroboration with other numeric
standards a nutrient TMDL will not be completed. However, further monitoring of the nutrients of Three Creek is
proposed. Additionally, in following sectionsa sediment TMDL is proposed for Three Creek. It is expected, dueto
therelationship of TP and TSS, that as sediment is decreased TP will also decrease. Therefore, the future need of a
nutrient TMDL isin question.

The tributary to Wickahoney Creek, afree flowing stream, exceeded the instantaneous nutrient guideline oncein six
months. However, other measures used to corroborate a nutrient problem in the creek, such aslow DO and elevated
pH, did not exceed state water quality standards. Due to the single exceedance and no corroboration with other
numeric standards a nutrient TMDL will not be completed. However, further monitoring of the nutrients of the
tributary is proposed. The data collected for this SBA-TMDL and future monitoring of the nutrientsin the tributary
will be used in upcoming listing cycles of the 8303(d) list. Following the inclusion on the water quality limited list
provided to USEPA anutrient TMDL will be completed on the Wickahoney tributary.

B. Sediment and Settable Solids

Sediment is the most common listed pollutant in the Bruneau River Reach. It isa pollutant on all water bodiesin
this subbasin listed in 1998. Sediment impacts the aquatic life beneficial uses by smothering fish spawning and
rearing grounds, leading to a homogenization of available habitats. Additionally, it reduces the avail able habitats for
the food organisms of the fishes, as well as smothering the food organisms themselves (IDHW 1991). In addition,
increased sedimentation leads to aloss of juvenile rearing and over-wintering habitat. Aswater temperatures
decline in the winter, juvenile salmonids seek interstitial spacesin the substrate where they become torpid. When
sediment fillsthe interstitial spaces, it leaves the juvenile fish with no cover during this period of inactivity and
makes them more vulnerable to predation. Furthermore, the most common nonpoint pollutant in the state of Idahois
sediment (IDHW 1989), and the dominant portion of sediment loads in southern Idaho is suspended sediment
(IDHW 1989).
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The IDAPA criteriafor suspended sediment are narrative. Therefore, other sources were reviewed to determine
appropriate limits and targets for suspended sediment. Suggested limits for suspended sediment have been
developed by the European Inland Fisheries Advisory Commission and the National Academy of Sciences and
adopted by the state of Idaho in previous TMDLs. A limit of 25 mg/L total suspended sediment (TSS) would
provide a high level of protection of the aquatic organisms; 80 mg/L TSS moderate protection; 400 mg/L TSS low
protection and over 400 mg/L TSS very low protection (USFS 1990; Thurston et al. 1979). IDEQ Program
managers have proposed atarget of suspended solids not to exceed a monthly average of 50 mg/L TSS with adaily
maximum of 83 mg/L TSSto allow for natural variability due to storm and seasonal runoff events. All systems
within the subbasin will be assessed using the 50 mg/L TSS monthly average and 83 mg/| TSS daily maximum
guidelines.

Bedload sediment also impairs the beneficial uses of some streamsin the subbasin. In order to restore the beneficial
uses, reduction in both the suspended and bedl oad sediments needs to occur. However, guidelines or
recommendations for other components of sediment are lacking. In other cases the ability to correctly monitor
bedload or washload is limited by the short time lines under which the Bruneau River SBA-TMDL must be
completed. In order to over come these shortcomings IDEQ-TFRO has devel oped two methods to address sediment.
Thefirst of theseis by using other streamsin the subbasin to set the guidelines and recommendations for sediment
targets. Streamsin which the beneficial uses are supported will be surveyed to determine appropriate sediment
targets and establish criteriato compare the 8303(d) listed waterbodies. Therational isthat if the beneficial usesin
the other stream are fully supported, then the sediment impaired streams should have goals to meet asimilar percent
surface fines aswell asthe TSS guidelines. This approach will be used to set targets and determine appropriate
reductions for the TMDL

The second approach wasto use a GI S platform and aerial photo interpretation to establish the level s of sediment
and nutrient export from the system. In aprevious study, export coefficients were established for sediment and
phosphorus loads. This approach isunder development and may be used to assist the local stakeholders with
implementation of the TMDL.

In the IDEQ data set only Jacks Creek exceeded the monthly average TSS guideline (50 mg/L). Thisoccurred in the
June sampling events. Additionally, Jacks Creek and Clover Creek had exceedances of the instantaneous TSS
guideline (83 mg/L). These occurred in May for Jacks Creek and August for Clover Creek. However, it should be
noted that the Clover Creek site did not exceed the monthly average guideline for the month of August and the
single event was anomalous with the other 23 sampling events on Clover Creek.

C. Dissolved Oxygen

Dissolved oxygen isatypical concern in systems with excess nutrients or other sources of organic enrichment.
IDAPA 858.01.02.200.07 in general statesthat surface waters of the state shall be free from oxygen-demanding
materialsin concentrations that would result in an anaerobic water condition. Additionally, numeric water quality
standards set the lowest level of DO concentrations at not less than six mg/L for cold water biota, seasonal cold
water biota, and salmonid spawning. The DO level has been set at not less than 5 mg/L for warm water biota.
During daylight conditions, these standards are rarely exceeded due to the respiration of aguatic plants, unlesslarge
amounts of oxygen demanding materials are present. However, during nighttime periods, systemswith large
quantities of aquatic plants will exceed the biota standards and in some cases may go anaerobic. Asaresult, diel
studies of the dissolved oxygen concentrations are required. Low DO directly affects the beneficial uses stressing
the organisms and increasing their chances of mortality. In cases of long periods of anaerobic conditions
catastrophic fish kills are common. In the macroinvertebrate community the assemblages are more dominated by
dipteraand other tolerant taxa.
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Fish kills have not been noted on any of the listed streamsin the subbasin. Additionally, macroinvertebrate analysis
indicated that the communities contain taxaintolerant to organic enrichment and the resulting low DO. Jacks Creek
isthe only stream in the subbasin that is listed for DO problems. Day-time DO levels never fell below 7 mg/L in
Jacks Creek. Diel DO measurements are not available at thistime for Jacks Creek.

D. Bacteria

IDAPA 858.01.02.251.01 states that waters designated for primary contact recreation are not to contain Escherichia
coli (E. coli) bacteria significant to the public health in concentrations exceeding:
A single sample of four hundred six (406) organisms per 100 ml; or
A geometric mean of one hundred twenty-six (126) organisms per 100 ml based on a minimum of five
(5) samples taken every three to five days over a 30 day period.

For waters designated for secondary contact recreation according to IDAPA 858.01.02.251.02 the criteria state that
waters are not to contain E. coli bacteria significant to the public health in concentrations exceeding:
A single sample of five hundred seventy-six (576) organisms per 100 ml; or
A geometric mean of one hundred twenty-six (126) organisms per 100 ml based on a minimum of five
(5) samplestaken every three to five days over a 30 day period.

The state has interpreted these standards to mean that the instantaneous standard is used to determine if further
monitoring isrequired. If at such time the geometric mean standard is exceeded then awater quality violation has
occurred.

Although Hot Creek isthe one segment listed for pathogens, IDEQ has collected bacteria samples on al the listed
waterbodiesin the subbasin. Hot Creek has not exceeded the bacteria standards for either primary or secondary
recreation. Jacks Creek and Clover Creek consistently exceeds the geometric mean standard for both primary and
secondary contact recreation. Wickahoney Creek exceeded the instantaneous standard for both primary and
secondary contact recreation. Follow up monitoring was limited to the Wickahoney tributary due to zero flow in the
Creek itself. The tributary did not exceed the geometric mean bacteria standards for recreation therefore no bacteria
standard exceedances occurred.

E Temperature

Applicable water quality standards for cold water biotarelating to temperature can be found in IDAPA
§58.01.02.250.02.b which states that waters cannot exceed an instantaneous water temperature of 22 °C and a daily
mean of no greater than 19EC. For warm water biota (IDAPA §58.01.02.250.04.b), the standards are |ess than 33EC
instantaneous water temperature and not greater than a daily mean of 2%C.

Temperature, under the current standards, isaminor problem in some segments of the Bruneau River Subbasin.
However, thisis generally considered by the residents of the Bruneau areato be a natural problem. These
temperature exceedances may be anatural problem in some segments of the Bruneau subbasin due to the geothermal
springs that serve as a significant portion of the discharge during low water seasons and years. Additionaly, in
other areas of the state bioassessment data conflicts with concurrent temperature information and water quality
standards. Thisislikely the result of the state’s current water quality standards being derived from an outdated
understanding of the cold water biota’ s temperature requirements. Consequently, IDEQ is participating in aregional
review of temperature criteria, which is being organized by USEPA Region 10. Following the conclusion of the
temperature review, temperature exceedances in the Bruneau River Subbasin will be reassessed and, if needed, a
temperature TMDL will be completed.
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F. Flow Alteration

There are currently no water quality standards, either narrative or numeric, which address flow alteration.
Additionally, it is IDEQ policy, with concurrence with USEPA, that flow and habitat alteration are pollution and
therefore not a“TMDLable” pollutants. These forms of pollution will remain on the 8303(d) list of the Clean Water
Act. Furthermore, the estimation of load capacity and load allocations for flow alteration is not practical. Due to
these constraints, a TMDL for flow alteration will not be completed for the segments listed for flow alteration in the
Bruneau subbasin.

24 Analysis of Existing Water Quality Data

The Bruneau River Subbasin has been viewed by many as one of the last vast untouched regions of the state. Still
othersview the area as highly degraded with stream courses out of balance with the natural desert setting. Itisthe
goal of the SBA-TMDL to dispel with the hyperbole surrounding both views of the basin, and to dispassionately
present an analysis of the existing water quality in the 8303(d) listed waterbodies. The analysiswill be focused on
the current information available, as past and historic information is limited. Figure 20 shows the locations of IDEQ
water quality sampling locations throughout the subbasin. Appendix A. contains the data collected by IDEQ in the
various 8303(d) listed streams and rivers within the Subbasin.

241 Bruneau River

Water quality samples located within the listed segment of the Bruneau River are rare. Upon areview of the
STORET database, no samples from the river could be found. However, there are numerous samples taken from
wells surrounding the area. IDEQ has sampled in the river over the course of 2000. Due to the limited number of
sampling periods in the data set, IDEQ’ s confidence in monthly average concentrations was low. In most cases two
samples were the most collected in any given month. More commonly a single sample was collected for any given
month. This sampling design was intended to determine annual load. Additionally, the annual load estimated by
thistype of design would over estimate annual load by 25 to 50 percent (Robertson and Richards 2000). However,
to assist in the determination of seasonal components and appropriate critical conditions the data will be presented as
monthly averagesin following tables while annual averages are presented in the text.

For the Bruneau River two sample locations were set up with sampling beginning in April of 2000 (see Figure 20).
The upstream site was used to determine background concentrations and loads from the upstream, full support,
segments of theriver. The lower site was used to determine the percent change in concentrations and loads due to
activities along the reach.

At the uppermost site, near the confluence of Hot Creek, chemical constituents had very low concentrations. These
concentrations were reflective of the state of the river in the upstream canyons. Limited use occurs throughout most
of theriver, thus creating low concentrations of the measured constituents. For example, the average TP
concentration was 0.018mg/L (n = 14) with a standard deviation of 0.013 mg/L. The maximum measured
concentration at this site was 0.046 mg/L. Total suspended sediment was also very low, with an average of 4 mg/L,
astandard deviation of 6 mg/L, and a maximum of 17 mg/L. All of the samplesincluded periods of high runoff as
well as summer minimum flow periods. Table 12 shows the other measured constituents. These numbers clearly
demonstrate within the limits of the sampling population that the upper reaches of the river are not water quality
limited and will serve as areference for other nutrient and bioassessment studiesin the SBA-TMDL.
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IDEQ Sampling Locations
In the Bruneau River Subbasin
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Figure 20. IDEQ Sampling Locations in the Bruneau River Subbasin
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Table12. MEASURED CONSTITUENTSIN THE UPPER REACHES OF THE BRUNEAU RIVER

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L
Col/100ml
January 0
February 0
March 0
April 1 17 0.012 0.34 0.024 0.046 55
May 1 10 0.008 0.29 0.02 0.029 4.2 3
June 2 9 0.01 0.19 0.028 0.03 3 3
July 2 2 0.011 0.18 0.094 0.012 0.66 4
August 3 1 0.010 0.16 0.185 0.011 158 2
September | 1 1 0.013 0.09 0.17 0.009 0.4 2
October 2 1 0.008 0.12 0.151 0.005 0.6
November 1 1 0.005 011 0.119 0.01 0.1
December | O
Annual 4 0.010 0.18 0.106 0.018 1.9 3
Average

At the lower sampling location (Table 13), the effects of agriculture and other land uses can be seenin anincreasein
most of the above measured constituents. It should be noted; however, that these increases in most cases are of a
small magnitude. For example, TSSincreases slightly in the lower reaches. The average increaseisfrom 4 mg/L at
the upper end of the reach to 8 mg/L at the lower end. These downstream samples were taken in the same day asthe
upstream samples and indicate the critical period is during summer and fall low flow in thisone year effort. TP
increased more dramatically than did suspended sediments. The increase was from an average of 0.018 mg/L to
0.084 mg/L average, with a standard deviation of 0.048. The minimum measured concentration was 0.033 mg/L in
early June and the maximum of 0.2 mg/L in the middle of August. This appears to indicate that the phosphorus
source is coming from non-sediment associated sources, such asanimal concentrations, rather than from fertilizer
applications and runoff from agriculture fields. However, if thiswere the case then one would expect a large
magnitude change in bacteria concentrations aswell. Such a change can be seen in the lower site sampling record.
Bacteria counts are nearly an order of magnitude higher, supporting the hypothesis that the TP increases are from
animal sources next to the river. Further validation of this hypothesiswill occur as more animals are moved to
winter pastures along theriver asirrigated crop production decreases. |DEQ expectsthat the TP levelswill continue
to increase along with bacterialevel s while sediment numbers will drop to levels even closer to the upper reach or at
least remain within the current range of <1 to 27 mg/L.
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Table 13. MEASURED CONSTITUENTSIN THE LOWER REACHES OF THE BRUNEAU RIVER.

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L
Col/100ml
January 0
February 0
March 0
April 1 27 0.017 0.32 0.036 0.06 6.2
May 1 17 0.018 0.34 0.041 0.041 5.6 26
June 2 13 0.012 0.29 0.025 0.042 5.3 43
July 3 4 0.035 0.42 0.007 0.077 15 72
August 3 5 0.020 0.81 0.005 0.137 3.6 62
September | 1 4 0.024 0.50 0.009 0.057 3.0 36
October 2 5 0.021 0.51 0.011 0.103 2.3
November | 1 3 0.006 0.23 0.147 0.021 0.6
December | O
Annual 8 0.020 0.45 0.024 0.080 3.0 67
Average

Note: water quality standards violations or guideline exceedances are in bold face.

Dueto IDEQ’slimited sampling for suspended sedimentsin the Bruneau River system additional measures were
taken to determine if other forms of sediment were impairing the beneficial uses. To thisend, aseries of Wolman
pebble counts were conducted at the lowermost sampling location. These Wolman pebble counts were conducted to
determine if bedload sediment could be impairing the beneficial uses. From IDEQ’s sampling regime, it was
determined that the suspended fraction of the sediment load was not impairing the uses. Following the BURP
protocols, Wolman pebble counts were conducted in approximately three km reach of the Bruneau River. Counts
were conducted from bankfull edge to bankfull edge until at |east fifty measurements were taken. Following this,
the BURP crew would travel upstream approximately 100 m to another riffle. Thiswas repeated until the crew had
collected 30 series of Wolman pebble counts. To allow a comparison with the listed water body, a similar system (
one that the beneficial uses have been documented as being fully supported) was chosen from the general area of the
§303(d) listed water body. In thiscase Sheep Creek was chosen as the comparison stream. Sheep Creek was
assessed for exclusion or inclusion on the 1998 §303(d) list. It was removed from thelist in 1998 because it was
determined that the beneficial uses were fully supported. Wolman pebble counts were conducted on Sheep Creek in
asimilar manner over atwo-mile reach of the lower portion of the creek.

IDEQ-TFRO’ s surrogate for bedload is percent surface fines as defined by Wolman pebble counts. To determine if
the percent surface fines between the two streams were significantly different, apaired t-test analysis was
completed. Thetest indicated that the percent surface fines between the fully supported water body and the Bruneau
River were not significantly different (p = 0.996). Asaresult of the TSS samples collected and the high correlation
between the percent fines of the two streams, IDEQ has determined that sediment in either the suspended form or as

measured by the percent surface fines surrogate are not impairing the Bruneau River.
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It appears from the data that sediment is within the bounds of water quality determined to be supportive of the
designated beneficial uses, while the amount of TP in theriver isin excess of the standards and guidelines for
supporting the same beneficial uses. Therefore, IDEQ will need to determine the appropriate critical periods,
targets, margins of safety, and allocations for the Bruneau River and TP. Consequently, IDEQ will not complete a
sediment TMDL on the river and will delist this segment for sediment. However, a TP reduction TMDL will be
completed for the Bruneau River.

242 Jacks Creek

Water quality samples located within the listed segment of Jacks Creek arerare. After areview of the STORET
database no samples from the creek could be found. However, there are numerous samples taken from geothermal
wells surrounding the area. IDEQ has sampled in the creek over the course of 2000. Due to the limited number of
sampling periods in the data set, IDEQ’ s confidence in monthly average concentrations was low. In most cases two
samples were the most collected in any given month. More commonly a single sample was collected for any given
month. This sampling design was intended to determine annual load. Additionally, the annual load estimated by
thistype of design would over estimate annual load by 25 to 50 percent (Robertson and Richards 2000). However,
to assist in the determination of seasonal components and appropriate critical conditions the datawill be presented as
monthly averages in following tables while annual averages are presented in the text. One sample location was set
up on Jacks Creek (see Figure 20) with sampling beginning in April of 2000. Asthe entire water body was listed as
water quality limited only the most downstream |ocation was chosen. The sampling location would capture all of
the impacts from the entire watershed.

At the sampling location, the effects of land uses can be seen in elevated |levels of the measured constituents (Table
14) in comparison to those levels measured in the Bruneau River near Hot Creek, a chemical reference area. These
increasesin all most all cases are of alarge magnitude, indicating much higher use and degradation. For example,
TSSin Jacks Creek averages 40 mg/L (standard deviation 28 mg/L), which is considerably higher than the Bruneau
upper site. These samples were taken in the same day as the Bruneau River samples and includes the critical periods
of springtime high flows and summertime low flows. TP increased more dramatically than did suspended
sediments. At Jacks Creek the average TP concentration was 0.187 mg/L (standard deviation 0.063 mg/L), while at
the Bruneau River the average TP concentration was 0.018 mg/L average. The minimum measured TP
concentration at Jacks Creek was 0.102 mg/L in early July and the maximum was 0.302 mg/L in early June. Both
TP and TSS concentrations fell dramatically as the year progressed. This corresponded to an observed movement of
cattle from pastures |ocated adjacent to the stream. However, TP concentrations remain at very high levels. TSS
concentrations fell below target levels (50 mg/L) set in other TMDLs in approximately July.

Bacteria concentrations were also extraordinarily high in the spring and decreased somewhat as the year progressed.
Y et, bacteria counts at the last sampling date still exceeded state water quality standards. The inferences IDEQ
draws from this data is that the phosphorus source is coming from non-sediment associated sources (such as animal
concentrations) rather than from fertilizer applications and runoff from agriculture fields. Further validation of this
hypothesis will occur as more animals are moved to winter pastures along the creek asirrigated crop production
decreases. IDEQ expectsthat the TP levelswill continue to remain at elevated levels along with bacterialevels
while sediment numbers will continue to drop.
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Table14. MEASURED CONSTITUENTSIN JACKS CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L
Col/100ml
January 0
February 0
March 0
April 1 73 0.019 0.980 1.710 0.244 19.0
May 1 96 0.033 1120 | 1.880 0.296 26.0 2400
June 2 63 0.031 1.035 | 1.560 0.256 14.8 815
July 2 12 0.021 0.695 1.705 0.122 2.6 730
August 3 20 0.034 1.083 | 3.303 0.155 3.7 1117
September | 1 26 0.035 1.000 | 3.090 0.225 5.7 510
October 2 38 0.054 0.825 | 2.960 0.237 9.0
November | 1 a4 0.051 0.890 | 2.910 0.250 6.2
December | O
Annual 40 0.035 0.95 2.458 0.187 9.3 806*
Average

Note: water quality standards violations or guideline exceedances are in bold face. * Geometric mean for August.

It appears from the data that sediment is within the bounds of water quality determined to be supportive of the

designated beneficial usesin most months, while the amount of TP in the creek isin excess of the standards and
guidelines for supporting the same beneficial uses. Bacteria counts are also above threshold values indicating the
recreation beneficial uses may not be supported. Further sasmpling was done to collect enough samplesto apply the
geometric mean water quality standard (126 coliform forming units (cfu)/100 ml). These samples (682, 806, and

474 cfu/100ml) clearly show that secondary contact recreation is not supported. Therefore, IDEQ will need to

determine the appropriate critical periods, targets, margins of safety, and allocations for bacteria, sediment, and TP
in Jacks Creek. The TPreduction TMDL will be used as the Dissolved Oxygen (DO) TMDL and sediment TMDL

due to areduction in nuisance aguatic plant growth correlated to reductionsin TP and a strong correlation (p <
0.0002, R? = 0.749) with TSS and TP (Figure 21.).
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Figure 21. TP TSS relationship in Jacks Creek

243  Sugar Creek

Water quality samples were not collected in Sugar Creek dueto the fact that it was dry. Sampling was attempted in
late April 2000 during high water runoff for most of the subbasin. At that time Sugar Creek was little more than a
trickle. Duethe listingerror described in other sections of this document, IDEQ will remove it from the §303(d) list
and will not completea TMDL for sediment for the creek. However, Sugar Valley Wash will be incorporated into
the TMDL for Jacks Creek viathe river corridor approach.
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244  Wickahoney Creek

Water quality samples were taken from two locations on and near Wickahoney Creek. Thefirst of these was located
in the canyon near the confluence of Big Jacks Creek. Thiswas the most downstream site on the creek. Asthe
entire water body was listed as water quality limited, only the most downstream location was chosen. The sampling
location will capture all of theimpacts from the entire watershed. An upper sampling site was located on the spring
source tributary to the creek and serves as a background point. I1n the eyes of thelocal residents, Wickahoney Creek
does not exist above the confluence with this spring fed tributary. Wickahoney Creek wasin fact dry above this
confluence in 2000. Additionally, it appeared that flows in the bed above the confluence had not occurred in that
year. Thisindicatesthat Wickahoney Creek, above the spring tributary, is an ephemeral channel. Following the
first week of July, sampleswere only collected in the tributary as the whole of Wickahoney Creek was dry, which
indicates that the creek isintermittent. Furthermore, monitoring observations indicate that discharge from the spring
tributary was not reaching the confluence area of Wickahoney Creek at thistime aswell because the stream’ s water
was evaporating or subbing out. Dueto the limited number of sampling periodsin the data set, IDEQ’ s confidence
in monthly average concentrations was low. In most cases two samples were the most collected in any given month.
More commonly a single sample was collected for any given month. This sampling design was intended to
determine annual load. Additionally, the annual load estimated by thistype of design would over estimate annual
load by 25 to 50 percent (Robertson and Richards 2000). However, to assist in the determination of seasonal
components and appropriate critical conditions the datawill be presented as monthly averagesin following tables
while annual averages are presented in the text.

While discharge in Wickahoney was occurring, most constituents were at or near water quality standards or
guidelines suggested by USEPA (see Table 15). For example, average TSS concentrations were 19 mg/L (standard
deviation 31 mg/L). Thisvalueindicates that sediment may not be the factor impairing beneficial uses. Average TP
concentrations are slightly higher than USEPA guidelines (0.100mg/L) at 0.106 mg/L (standard deviation 0.098
mg/L). The average TP valueswere highly influenced by the last sample collected while discharge was occurring.

It should be noted; however , that discharge at this time (0.001 cms) was at alevel below which Idaho water quality
standards do not apply (0.03 cms). If this outlier were excluded, average TP concentrations would have been 0.064
mg/L. Additionally, TSS was often low while TP concentrations were high. During the last sampling event while
discharge was occurring in the creek, TSS and TP were extremely high. These points were exclude from the
analysis, since discharge was negligible and did not meet the 0.03 cms criteriain the state water quality standards.

Bacteria contamination was al so occurring on and off during the sampling period. However, no correlation could be
made with bacteria counts and TP or TSS concentrations. Only instantaneous standards could be applied to the data
asthe creek went dry before the geometric mean samples could be collected. Although the water quality standards
require ageometric mean to be calculated before aviolation can be documented, IDEQ-TFRO will assume that the
bacteria counts in Wickahoney Creek are correlated with the bacteria countsin the tributary waters (the tributary is
the major source of late season water for Wickahoney Creek). Both systems were sampled on the same days (when
discharge was occurring in Wickahoney Creek). These samplesare very similar. Additionally, both systems had an
instantaneous sample violation at approximately the sametime.
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Table 15. MEASURED CONSTITUENTSIN WICKAHONEY CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L '

Col/100ml

April 0

June 98 2 9 0.008 .0450 0.010 0.093

May 00 2 2 0.014 0.250 0.003 0.041 4.3 365

June 00 2 45 0.038 0.795 0.014 0.178* 6.7 502

July 00 1 24

Average 19 0.022 0.51 0.008 0.064 5.5

Note: water quality standards violations or guideline exceedances arein bold face. * Water Quality standards do
not apply.

It appears from the data that suspended sediment and nutrients are within the bounds of water quality determined to
be supportive of the designated beneficial uses.

Dueto IDEQ’slimited sampling for suspended sedimentsin the Wickahoney Creek system, additional measures
were taken to determine if other forms of sediment were impairing the beneficial uses. To thisend, a seriesof
Wolman pebble counts were conducted at the lowermost sampling location. These Wolman pebble counts were
conducted to determine if bedload sediment could be impairing the beneficial uses. From IDEQ’s sampling regime
it was determined that the suspended fraction of the sediment load was not impairing the uses. Following the BURP
protocols, Wolman pebble counts were conducted on rifflesin the lower reaches of Wickahoney Creek. Counts
were conducted from bankfull edge to bankfull edge until at |east fifty measurements were taken. Following this,
the crew would travel upstream approximately 100 m to another riffle. Thiswas repeated until the crew had
collected 30 series of Wolman pebble counts (approximately three-km of the creek). To allow acomparison with
the listed water body, a similar system (one that the beneficial uses have been documented as being fully supported)
was chosen from the general area of the 8303(d) listed water body. In this case, Trout Creek was chosen. Trout
Creek was assessed for exclusion or inclusion on the 1998 §303(d) list. It was not added to the list in 1998 because
it was determined that the beneficial useswere fully supported. Wolman pebble counts were conducted on Trout
Creek in asimilar manner over athree-km reach of the lower portion of the creek.

To determineif the percent surface fines, IDEQ-TFRO' s surrogate for bedload, between the two streams were
significantly different, apaired t-test analysis was completed. Thetest indicated that the percent surface fines
between the fully supported water body and Wickahoney Creek were not significantly different (p = 0.106). Asa
result of the TSS samples collected and the high correlation between the percent fines of the two streams, IDEQ has
determined that sediment in either the suspended form or as measured by the percent surface fines surrogate are not
impairing Wickahoney Creek. Therefore, IDEQ will not complete a sediment TMDL on the creek and will delist
this segment for sediment.

Single bacteria samples for each system; however, were above threshold values indicating the recreation beneficial
uses may not be supported. To determineif secondary contact recreation is supported, IDEQ used the bacteria
samples for the unnamed tributary to cal cul ate the geometric mean standard for the Wickahoney system (including
the tributary source and the named portion of the creek). Those additional samplesindicate that Wickahoney Creek
and itstributary system are supporting secondary contact recreation beneficial uses. Therefore, IDEQ will not
completeabacteria TMDL on the creek. Furthermore, TP or other nutrient TMDLs also will not be required for

Wickahoney Creek.
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Samplestaken at in the tributary to Wickahoney Creek would indicate and support the conclusion drawn in previous
sections of this document that the beneficial uses are fully supported. Suspended sediment and nutrientswere below
levels associated with degraded beneficial uses (Table 16). However, a single bacteria count indicated that
recreational beneficial uses might beimpaired on the tributary. Additional sampleswere collected to determine if
secondary contact recreation was supported. The geometric mean was calculated from five additional samples
collected within athirty-day period. The geometric mean was 108 cfu/100 ml. Thisvalueis below the 126
cfu/100ml in the water quality standards. Therefore, abacteria TMDL will not be completed for the tributary.

In addition one exceedance of the instantaneous nutrient guideline (0.160 mg/L TP) occurred in September (0.171
mg/L TP). However, other factors which would corroborate the exceedance of nuisance aquatic vegetation standard
exceedance do not occur. For example DO levels never falls below 6.4 mg/L, and pH never goes below 7.77 and
never above 8.64. Additionally, there are no visible slime growths or large mats of macrophytes. Furthermore, the
aquatic biotaare present in sufficient numbersto allow IDEQ to make full support status calls for cold water biota
and salmonid spawning. Asaresult, IDEQ will not proceed with a nutrient TMDL for the tributary. However, as
additional dataisavailable IDEQ will reassess the status of the beneficial uses for upcoming 8303(d) lists.

Table 16. MEASURED CONSTITUENTSIN THE TRIBUTARY TO WICKAHONEY CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NO3; asN mg/L NTU E Coli
Samples N mg/L mg/L )

Col/100ml

May 1 31 0.022 0.350 0.568 0.096 9.6 120

June 2 15 0.045 0.400 0.594 0.087 6.8 920

July 1 290

August 3 29 0.025 0.310 0.457 0.098 9.0 108*

September | 1 62 0.030 0.430 0.783 0.171 15

October 2 30 0.023 0.270 0.826 0.098 125

November 1 10 0.013 0.160 0.858 0.070 39

Average 29 0.026 0.31 0.647 0.102 9.7

Note: water quality standards violations or guideline exceedances are in bold face. * Geometric mean for August.
245 Hot Creek

Few, if any differences exist in the measured constituents from Hot Creek and the upper site of the Bruneau River.
The exceptions are nitrate plus nitrite and bacteria. The parameters are higher in the stream than in theriver. The
NO,+NO3 (NOy) as N elevation is as expected. The majority of water in Hot Creek is from groundwater sources.
Hot Creek has been listed for sediment and bacteria. Measurements of suspended sediments are very low. The
average TSS concentrations in the creek are 3 mg/L (standard deviation 4 mg/L). In addition, bacteria counts are
below state standards, although slightly elevated in comparison to the river. TP concentrations are also very low
(see Table 17). Reports from Idaho State University concerning the Bruneau Hot Springsnail have indicated that the
populations are being impaired by sediment spates (slugs of sediment delivered from random and infrequent
precipitation events). A TMDL would not alleviate the occurrence of such spates, especially considering the quality
of the water at other times of years. Additionally, USFWS, USBLM, and local landowner agreements are currently
in place to exclude grazing in the Indian Bathtub area. By excluding grazing in the area the riparian vegetation of
68 Bruneau River Subbasin Assessment and TMDL




Hot Creek should be better able to handle any future spate. Furthermore, aTMDL is not designed to rectify rare
occurrences such as those cited in the snail reports. Therefore, based on the water chemistry samples collected that
indicate the landowner/BLM partnership is working and the rarity of the sediment events, IDEQ will not complete a
TMDL for either sediment or bacteria on Hot Creek and will de-list Hot Creek for both sediment and bacteria. At
such time that the landowner/BLM partnership should cease then IDEQ will reassess the current water quality
conditions and the need foraTMDL.

Table17. MEASURED CONSTITUENTSIN HOT CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHszas | mg/L NO;z; asN mg/L NTU E Coli
Samples N mg/L mg/L )

Col/100ml

June 1 0 0.003 0.025 0.673 0.029 0.4 45

July 2 1 0.005 0.063 0.685 0.017 0.4 56

August 3 7 0.007 0.255 0.633 0.053 1.4 5

September | 1 0 0.011 0.025 0.678 0.016 0.4 44

October 2 3 0.003 0.063 0.713 0.013 0.5

November 1 2 0.016 0.060 0.714 0.014 0.7

Average 3 0.007 0.11 0.676 0.028 0.8 32

Note: water quality standards violations or guideline exceedances are in bold face.

All of the measured constituents are of such low values that no further monitoring efforts, such as Wolman pebble
counts, have been expended on Hot Creek. Additionally, Hot Creek may be one of the only thermal spring source
streamsin thearea. Although many thermal springs exist, most of these discharge into ariver or stream. Finding a
stream with athermal spring as the sole source of water with documented fully supported beneficial uses could not
be done for the needed percent surface fines comparison. Consequently, IDEQ will delist the stream for all of the
pollutants based on the monitoring data collected and presented above and on the basis that BM Ps have been put in
place on Hot Creek thanks to a cooperative agreement with the USBLM, USFWS and the local landowner that have
proactively achieved water quality standards before the TMDL was initiated.

246 Clover Creek

Water quality samples were taken at three locations on Clover Creek. The upper most of these was located near the
confluence with Three Creek. Thissiteisinthe headwaters of the creek. This sampling location would capture all
of the impacts from the entire watershed above the listed segment of Clover Creek including two unlisted tributaries
and one listed water body. A second sampling location was set up in the lower bounds of the creek. However,
midway through the summer season this site went dry. Subsequently the lower site was moved upstream until water
was again located within the streambed. Because the stream below the middle location was dry, any subsequent
TMDLswill have to be based on the data from the middle location.

While discharge at the lower most site was occurring most constituents were at or near water quality standards or
guidelines suggested by USEPA. For example, maximum TSS concentrations were 2 mg/L. This value indicates
that sediment may not be the factor impairing beneficial uses. Maximum TP concentrations were slightly lower than
USEPA guidelines (0.1 mg/L monthly average TP) at 0.07 mg/L. The lower most site went dry in the middle of
July consequently only two data points are available for thislower site (onein June and one in July).
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Water quality constituents at the middle location were similar to those collected at the lower site. Asaresult, IDEQ
infers that the middle location is representative of the water quality in the lower segment when water is present in
the lower segment. At thislocation average TSS concentrations were 15 mg/L (standard deviation 26 mg/L).
Turbidity was also very low; the average turbidity was 6.7 nepholometric turbidity units (NTUs). Thisdata
indicates that suspended sediment are not impairing the beneficial uses. Most other constituents measured at this
location were also below any standard or suggested guideline. For example, TP concentrations averaged 0.080
mg/L.

Dueto IDEQ’slimited sampling for suspended sedimentsin the Clover Creek system additional measures were
taken to determine if other forms of sediment were impairing the beneficial uses. From IDEQ’s sampling regime, it
was determined that the suspended fraction of the sediment load was not impairing the uses. Therefore, a series of
Wolman pebble counts were conducted at the middle sampling location. These Wolman pebble counts were
conducted to determine if bedload sediment could be impairing the beneficial uses. Following the BURP protocols,
Wolman pebble counts were conducted on rifflesin athree-km reach of Clover Creek. Counts were conducted from
bankfull edge to bankfull edge until at |east fifty measurements were taken. Followingthisthe crew would travel
upstream approximately 100 m to another riffle. This was repeated until the crew had collected 30 series of Wolman
pebble counts (approximately 3.25 km of the creek). A similar system (one that the beneficial uses have been
documented as being fully supported) was chosen from the general area of the 8303(d) listed water body. Inthis
case, Big Flat Creek was chosen for comparison with Clover Creek. Big Flat was removed from the 8303(d) list in
1998 because it was determined that the beneficial useswere fully supported. Wolman pebble counts were
conducted on Big Flat Creek in asimilar manner over athree-km reach of the lower portion of the creek.

To determineif the percent surface fines (IDEQ-TFRO’ s surrogate for bedload) between the two streams were
significantly different, apaired t-test analysis was completed. Thetest indicated that the percent surface fines
between the fully supported water body and Clover Creek were not significantly different (p = 0.839).

Asaresult of the TSS sampl es collected and the high correlation between the percent fines of the two streams,
IDEQ has determined that sediment in either the suspended form or as measured by the percent surface fines
surrogate are not impairing Clover Creek.

However, bacteria counts exceeded both the instantaneous and geometric mean calculation at both the upper and
middle sampling locations. At the middle location a count of 2100 cfu/100ml was measured. Following the protocol
outlined in the state water quality standards additional samples were collected to determine if the recreational
beneficial uses were supported or not. 1t was determined from the geometric mean of the samples from the middle
location (447 cfu/100ml) that the secondary contact recreation water quality standard was exceeded.

Samples taken in the headwaters area of Clover Creek indicate and support the conclusions drawn from the middle
location. These conclusions were that the beneficial uses are fully supported except secondary contact recreation. It
can also be inferred that the tributaries are not impairing the beneficial usesin Clover Creek. Suspended sediment
and nutrients in the headwaters were below levels associated with degraded beneficial uses( see Table 18aand 18b).
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Table 18a. MEASURED CONSTITUENTSAT A MIDDLE LOCATION ON CLOVER CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L :

Col/100ml

May 2 5 0.021 0.510 0.003 0.081 22

June 1 4 0.016 0.420 0.003 0.048 0.3

July 1 6 0.040 0.890 0.031 0.095 3.8 100

August 3 34 0.096 0.873 0.031 0.128 123 2100 max

September | 1 6 0.034 0.550 0.028 0.063 6.2 1600 max

October 2 16 0.019 0.465 0.020 0.046 6.3

November 1 4 0.009 0.250 0.005 0.035 0.8

Average 15 0.042 0.61 0.019 0.080 6.7 528+

Note: water quality standards violations or guideline exceedances are in bold face. * Geometric mean for mid
August through mid September.

Table 18b. MEASURED CONSTITUENTSIN THE HEADWATERS AREA OF CLOVER CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NO3; asN mg/L NTU E Coli
Samples N mg/L mg/L ’

Col/100ml

May 2 12 0.021 0.455 0.005 0.097 41

June 2 8 0.013 0.365 0.003 0.103** | 2.3

July 2 5 0.014 0.420 0.004 0.076 2.3

August 3 10 0.022 0.467 0.014 0.082 3.9 55 max

September | 1 3 0.028 0.400 0.015 0.062 3.7 1300 max

October 2 29 0.016 0.475 0.003 0.076 2.9

November 1 3 0.009 0.270 0.003 0.054 0.7

Average 11 0.018 0.42 0.007 0.082 2.8 248*

Note: water quality standards violations or guideline exceedances are in bold face. * Geometric mean for
September. ** 30 day running average = 0.097 mg/L TP.

It appears from the data that sediment at this site is within the bounds of water quality determined to be supportive
of the designated beneficial uses. Consequently, IDEQ will not complete a sediment TMDL on the creek and will
delist this segment for sediment. However, IDEQ will proceed with a bacteria TMDL for Clover Creek as water
quality violations are clear. IDEQ will not proceed with nutrient TMDLs for Clover Creek due to several factors.
The Clover Creek upper site does exceed the monthly guideline for the calendar month of June. However, a 30-day
running average does not exceed TP guidelines. Additionally, other factors such as DO violations and pH violations
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do not occur. Furthermore, nuisance aquatic vegetation has not been documented in the creek at any location. Also,
both the TP guideline exccedances on Clover Creek occur at less than 10 percent of the total samples.

247 Three Creek

Water quality samples located within the listed segment of Three Creek are rare. Although the STORET database
was reviewed, no samples from the creek could be found. IDEQ has sampled in the creek over the course of 2000.
Due to the limited number of sampling periodsin the data set, IDEQ’ s confidence in monthly average
concentrations was low. In most cases two samples were the most collected in any given month. More commonly a
single sample was collected for any given month. This sampling design was intended to determine annual load.
Additionally, the annual load estimated by this type of design would over estimate annual load by 25 to 50 percent
(Robertson and Richards 2000). However, to assist in the determination of seasonal components and appropriate
critical conditionsthe datawill be presented as monthly averages in following tables while annual averages are
presented in the text. (Table 19). One sample location was set up on Three Creek (see Figure 20) with sampling
beginning in April of 2000. Asthe entire water body was listed as water quality limited, only the most downstream
location was chosen. The sampling location would capture all of the impacts from the entire watershed.

At the sampling location, the effects of similar land uses can be seen in a comparison of the middie Clover Creek
location as well asthe upper Clover Creek location. In most cases, the data collected were very similar to the data
from the two Clover Creek locations. For example, TSSin Three Creek averaged 10 mg/L (standard deviation 6
mg/L) which is slightly higher than the Clover Creek upper site. These samples were taken the same days asthe
Clover Creek samples and include the critical periods of springtime high flows and summertime low flows. TP data
were as similar as suspended sediments. At Three Creek the average TP concentration was 0.097 mg/L (standard
deviation 0.018 mg/L), while at the Clover Creek middle location, the average TP concentration was 0.080 mg/L. A
t-test was completed and it was determined that the slight differences in the sample means from the two location
were not statistically significant (p=0.246). The minimum measured TP concentration at Three Creek was 0.063
mg/L in early October and the maximum was 0.124 mg/L in late April, indicating a strong seasonal component to
the TP loadings. Both TP and TSS concentrations fell dramatically as the year progressed. Bacteria concentrations
were also very low in the spring during the peaksin the other constituents. Theinference IDEQ draws from this
dataisthat the phosphorus source is coming from sediment associated sources such as raw banks, fertilizer
applications, and runoff from agriculture fields.

Dueto IDEQ’slimited sampling for suspended sedimentsin the Three Creek system additional measures were taken
to determine if other forms of sediment were impairing the beneficial uses. From IDEQ’s sampling regime, it was
determined that the suspended fraction of the sediment load was not impairing the uses. Therefore, a series of
Wolman pebble counts were conducted at the lower-most sampling location. These Wolman pebble counts were
conducted to determineif bedload sediment was impairing beneficial uses. Following the BURP protocols,
Wolman pebble counts were conducted on rifflesin athree-km reach of Three Creek. Counts were conducted from
bankfull edge to bankfull edge until at |east fifty measurements were taken. Followingthisthe crew would travel
upstream approximately 100 m to another riffle. This was repeated until the crew had collected 30 series of Wolman
pebble counts (approximately 3.25 km of the creek). A similar system (one that the beneficial uses have been
documented as being fully supported) was chosen from the general area of the 8303(d) listed water body for
comparison with Three Creek. Inthiscase Big Flat Creek was chosen. Big Flat was removed from the 8303(d) list
in 1998 because it was determined that the beneficial uses were fully supported. Wolman pebble counts were
conducted on Big Flat Creek in asimilar manner over athree-km reach of the lower portion of the creek.

To determineif the percent surface fines (IDEQ-TFRO’ s surrogate for bedload) between the two streams were
significantly different, apaired t-test analysis was completed. The test indicated that the percent surface fines
between the fully supported water body and Three Creek were significantly different (p = 0.0005). Asaresult of the
differences between the percent fines of the two streams, IDEQ has determined that sediment as measured by the
percent surface fines surrogate are impairing Three Creek, but that the suspended load is not.
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Table19. MEASURED CONSTITUENTSIN THREE CREEK

Month Number | TSS Total TKN Total NO, + | Total P | Turbidity | Bacteria
of mg/L NHzas | mg/L NOz asN mg/L NTU E Coli
Samples N mg/L mg/L

Col/100ml

April 1 21 0.019 0.510 0.008 0.124 9.2 10

May 2 7 0.017 0.400 0.008 0.099 7.7 14

June 2 9 0.015 0.375 | 0.004 0.113 2.8

July 2 7 0.015 0.380 | 0.003 0.094 3.6

August 1 20 0.028 0.680 | 0.003 0.102 8.5

September | O

October 2 9 0.024 0.465 | 0.003 0.074 4.1

November | 1 10 0.012 0.310 | 0.005 0.085 44

Average 10 0.018 043 0.005 0.097 51 12

Note: water quality standards violations or guideline exceedances are in bold face.

It appears from the data that suspended sediment and bacteria are within the bounds of water quality determined to
be supportive of the designated beneficial uses. Consequently, IDEQ will not compl ete a suspended sedi ment
TMDL on the creek. However, IDEQ will complete a TMDL for bedload sediment using the surrogate of percent
surface fines. Due to the single exceedance of the TP monthly average guideline IDEQ propose to conduct
additional monitoring to determine if anutrient TMDL should be undertaken. However, as TSS and bed load are
linked in this analysis and in other systemsit has been shown that a strong link exists between TSSand TP
implementation of the bedload TMDL should alleviate any need for anutrient TMDL in the Three Creek water shed
in the future. The additional monitoring proposed should answer this questions. If, through the additional
monitoring it is determined that TP reductions are required then Three Creek will be added to the next 8303(d) list
and aTMDL will beinitiated. Furthermore, DO and pH violations have not occurred in Three Creek that would
indicate that nutrients are in excess and are causing nuisance aguatic vegetation.

248  Cougar Creek

No water quality samples were collected in Cougar Creek due to the fact that it was dry. Sampling was attemptedin
late April 2000 during high water runoff for most of the subbasin. At that time the creek wasdry. Therefore, IDEQ
has assessed the creek and determined that it is an ephemeral channel. Prior to thisdetermination the water quality
and beneficial use support statusin the Jarbidge River was determined to be fully supported. This determination
was made using BURP data. Due to the ephemeral nature of Cougar Creek IDEQ has relied upon the assessment of
downstream waters to determine if the ephemeral channels are degrading the beneficial uses of the perennial streams
within asystem. The beneficial uses of Cougar Creek’s downstream receiving water have been documented as fully
supported. Therefore, IDEQ assumes that water quality impacts from Cougar Creek do not exist, and that the likely
beneficial uses of Cougar Creek are also fully supported. Asaresult, IDEQ will not completea TMDL of Cougar
Creek and will removeit from the 8303(d) list. At such time that water quality standards and beneficial use statusin
ephemeral waters are better understood, IDEQ will review the delisting of the creek.
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249 Poison Creek

No water quality samples were collected in Poison Creek due to the fact that it was dry. Sampling was attemptedin
late April 2000 during high water runoff for most of the subbasin. At that time the creek wasdry. Therefore, IDEQ
has assessed the creek and determined that it is an ephemeral channel. Prior to thisdetermination the water quality
and beneficial use support status in the Jarbidge River was determined to be fully supported. Thisdetermination
was made using BURP data. Due to the ephemeral nature of Poison Creek IDEQ has relied upon the assessment of
downstream waters to determine if the ephemeral channels are degrading the beneficial uses of the perennial streams
within asystem. The beneficial usesof Poison Creek’s downstream receiving water have been documented as fully
supported. Therefore, IDEQ assumes that water quality impacts from Poison Creek do not exist, and that the likely
beneficial uses of Poison Creek are also fully supported. Asaresult, IDEQ will not completea TMDL of Poison
Creek and will remove it from the §303(d) list. At such time that water quality standards and beneficial use statusin
ephemeral waters are better understood, IDEQ will review the delisting of the creek.

24.10 Summary of Existing Water Quality Data

Sediment islisted as a pollutant of concern in the Bruneau River Subbasin, but for most of the reaches, the
suspended sediment concentrations arerelatively low. The exceptionsto this are the elevated suspended
concentrationsin the spring in Jacks Creek, and the elevated percent finesin Three Creek. Percent surface fines will
be used as a surrogate for the bedload component of sediment. The effects of nutrients (TP) can be seen along Jacks
Creek with locally dense mats of macrophytes along the river channel. High concentrations of TP are impairing the
beneficial usesin Jacks Creek. Slightly elevated TP concentrations can be found in the Bruneau River. The
elevation may |lead to beneficial use impairment in the downstream reservoir. Intheremaining systems TP
elevations are of small magnitude and are infrequent throughout the year. Asaresult, nuisance aguatic vegetation
growths has not occurred and therefore no water quality violations have occurred.

The water quality within many of the reachesis sufficient to provide for fisheries and support other beneficial uses.
TSS, and in most cases TP, concentrations are below levels associated with degraded water quality. Bacteria counts;
however, areimpairing the beneficial uses of two streamsin the subbasin. The counts are very high in Jacks Creek
and over the standards in Clover Creek. In both of these streams, recreational beneficial uses are not supported.

Based on the water quality data collected by IDEQ, the TMDLslisted in Table 20 will be completed within the
subbasin. Based on the data collected and presented in this SBA the streams and pollutant combinationslisted in
Table 21 will be delisted. Furthermore, as presented in this SBA, and due in part to the policy of IDEQ and USEPA,
several pollution/water body TMDLswill not be completed. Those pollution/water body combinations; however,
will remain on the 8303(d) list. Additionally, itisIDEQ’sbelief that the state’s current water quality standards were
derived from an outdated understanding of the cold water biota’ stemperature requirements. Consequently, IDEQ is
participating in aregional review of temperature criteria, which is being organized by USEPA Region 10.

Following the conclusion of the temperature review, temperature exceedances in the Bruneau River Subbasin will be
reassessed and, if needed, atemperature TMDL will be completed. Those water bodies listed for temperature will
have TMDLsdelayed until further notice (Table 22).
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Table20. TMDLSTO BE COMPLETED IN THE BRUNEAU RIVER SUBBASIN

Segment TMDL -pollutant TMDL -pollutant TMDL-pollutant | TMDL -pollutant
Bruneau River Nutrients- TP

Jacks Creek Nutrients-TP Dissolved Oxygen-TP | Bacteria Sediment- TSS
Three Creek Sediment - percent fines

Clover Creek Bacteria

Sugar Valley Nutrients-TP Dissolved Oxygen-TP | Bacteria Sediment- TSS
Wash

Table21. DELISTINGSTO BE COMPLETED ASA RESULT OF THE BRUNEAU SUBBASIN
ASSESSMENT

Segment TMDL -pollutant TMDL -pollutant
Bruneau River Sediment

Hot Creek Sediment Bacteria

Clover Creek Sediment

Cougar Creek Sediment

Poison Creek Sediment

Sugar Creek Sediment

Wickahoney Creek Sediment

Table22. TMDLSDELAYED UNTIL APPROPRIATE POLICY ISDEVELOPED

Segment TMDL -pollutant TMDL -pollutant
Bruneau River Flow Alteration Temperature
Jacks Creek Flow Alteration Temperature
Wickahoney Creek Flow Alteration

Hot Creek Flow Alteration

25 Identification of Data Gaps

Within the Bruneau River SBA-TMDL data gaps exist. Aswith most SBAsand TMDLSs undertaken dueto the
court imposed time line, data gathering, analysis, and monitoring time was very limited. When other agencies
undertake large tasks they encounter similar data gaps; often times these gaps exist due to funding sources (or lack
of funding sources). The Bruneau River SBA-TMDL is no exception. When various agencies are faced with
funding constraints and time obstacles, they rely on statistical inferences and surrogates to eval uate management
objectives. In addition, when sufficient site-specific data does not exist they use their “best professional judgement
and experience” to answer critical questions. Data gaps that need to be addressed to better describe the system

include the following.

1. Additional diel pattern studies of dissolved oxygen, temperature, and pH are needed to eval uate the effects of
nighttime oxygen sags due to aquatic plantsin the Bruneau River and Jacks Creek.

2. Continuous temperature recordings and hot spring discharge measurements are needed to better document and
evaluate cold water biotaasabeneficial usein some streams.

3. Fisheriesinvestigations are needed to determineif salmonid fishes spawn or use theriverine environments of the
Bruneau River below Hot Creek.
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4. Referencelocations need to be determined and monitored to better devel op concentration limits and targets.

5. TSS, TP, andE. coli monitoring on abi-weekly basisfor afull year isneeded to establish acompetent baseline.

o

Chlorophyll astudiesin all segmentsto determine nuisance aquatic vegetation levels.
7. Aquatic macrophyte surveysin all sesgmentsto determinelevels of nuisance aguatic vegetation
2.6 Pollution Source Inventory

There are four categories of potential pollution inputs to the waters of the Bruneau subbasin: background, point
sources within the subbasin, natural non-point sources, and human-induced non-point sources.

There are two permitted point sources in the basin; both of these discharge to Jacks Creek. It isunknown at this
time how many sources land-apply their waste. Although the total discharges are minimal, the high concentrations
of pollutants can make the loadings significant, particularly at lower flows. Confined animal feeding operations
(CAFOs) (for dairy and meat production), septic systems, and activities such as farming and grazing have the
potential to produce pollutants in the watershed. Total surface discharges from these activities are minimal (with the
exception of the growing season return flows from irrigated agriculture) and have relatively minor impacts on the
reaches. Asnoted, theregionisarid, and most surface flow isintercepted and consumed in the agricultural process,
evapotranspired, or infiltrated to the subsurface.

The contributions of the nonpoint source impacts; however, are often integrated from the many entry sitesinto the
larger discrete flows of the tributaries and drains. Thisintegration often hides the magnitude of the impacts of single
activities or sources. For example, home sewer systems and animal feedlots are legally forbidden to produce direct
surface discharge. Manure from the latter activity is eventually spread on agricultural lands as fertilizer, and
becomes inseparable from other nutrient production that results from application of chemical fertilizer in the
agricultural process. The great majority of lands used exclusively for grazing in this arid area produce no surface
runoff at all, although rangelands comprise approximately 91 percent of the subbasin’sland use. Where grazing
(post-harvest) occurs in combination with agriculture, the effects of manure and trampling of riparian areas may be
inseparable from, and concurrent with, the effects of fertilizer application and plowing up to the stream sides.

Natural erosive processes by the streamsin the subbasin would include scouring stream banks and beds, overland
sediment transport, and mass wasting (earth movement down-gradient). The natural introduction of nutrients and
sediment into the watershed would include those from precipitation and wind transportation. Most of these
processes are al so, to some respect, enhanced or accel erated by human alterations of the landscape (e.g., grazing and
farming operations that effect riparian growth and streamside cover), often making specific attribution of pollutant
production difficult.

2.6.1 Identification of Point and Nonpoint Sources

The following sections will discuss the point sources and major nonpoint sources within each segment of the
Bruneau River Subbasin. These sources or land uses will serve as the basis for the load allocationsin the required
TMDLs. It should be noted that riparian land uses have been given loads in the foll owing sections of this report.
Principally this was due to the 1992 8305 (b) report and the common occurrence (as cited by the report) that riparian
habitats have been removed or degraded on many of the systems on the 8303(d) list. Thisremoval of theriparian
component may not be reflected in the current GIS coverage of land uses within the subbasin. Therefore, these areas
of the subbasin may be contributing a percentage of the current load, hence in current loading discussions riparian
land uses received a percentage of the overall load similar to the percentage represented on the GIS coverage as the
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other land uses did. Furthermore, the riparian land use will receive aload allocation, which will require reductions
to occur from the current load. These reductions will occur as riparian habitats are restored through implementation
of the TMDL. Additionally, the fraction of the load allocated to theriparian land use, if the riparian land useis not
actually contributing load, will serve as an additional margin of safety for the overall TMDL .

2.6.1.1 Bruneau River

This segment of the Bruneau River reach falls wholly within the fifth field HUC of 1705010201. The land uses
from GIS coverages indicate that 0.3 percent of the watershed is dryland farms, 30.7 percent isirrigated croplands,
and 64.5 percent israngelands. These are the major sources of nonpoint source pollution in the watershed. Of the
irrigated lands, the majority is sprinkler irrigated (16.5 percent of the watershed). Additional sediment sources
include unstable banks and reentrainment from the riverbed itself. However, quantification of these sources has not
been completed. As of yet, no CAFOs are known to exist within the watershed.

2.6.1.2 JacksCreek

Two warm water fish hatcheries (approximately 8 km downstream from Big and Little Jacks confluence) discharge
to the Jacks Creek segment. Thesefacilitiesfall under general aquaculture NPDES permits. Thislisted creek
segment also falls completely within watershed HUC 1705010233. No other known point sources are located within
this segment of the creek. The Jacks Creek segment flows through a portion of the fifth field HUC of which Big
Jacks Creek dominates. Big Jacks Creek has not been §303(d) listed.

A river corridor approach was taken to determine the percentages of land uses and nonpoint sources within the listed
segment and to determine future load allocations. The corridor approach was used due to the nature of the
hydrology in the Big and Little Jacks Creek watershed of which Jacks Creek is a part. Had the load allocations been
based on the land use of the entire watershed most of the load would have been allocated to rangeland which is
inconsistent with the land uses surrounding Jacks Creek. By using the corridor approach, allocations could be based
on the land uses surrounding and effecting Jacks Creek. Additionally, most contributions of honpoint source
pollution may be limited to the area adjacent to Jacks Creek due to the nature of the land use practicesin the area.
According to NRCS, ISCC, USDA and IDEQ approximately 90-95 percent of the impacts to any given stream will
occur within the stream corridor.

The corridor consisted of athree-km wide (1.5 km on either side) transect along Jacks Creek and Sugar Valley Wash
(Figure 22 and Figure 23). It includes the areas adjacent to Jacks Creek, Sugar Valley Wash, and some overlap with
the upper segments of Big and Little Jacks Creek as well as CJ Strike Reservoir.

According to the river corridor model, the land uses include 17.9 percent gravity-irrigated crop lands, 37.7 percent
sprinkler-irrigated crop lands, 38.4 percent rangeland, and 6 percent water. Land ownership within the corridor is
35.2 percent USBLM, 59.4 percent private deeded property, and 5.4 percent state owned open water. Theirrigated
croplands receive water predominantly from groundwater pumping. Other sources of pollutants (sediment) include
bank destabilization and reentrainment of sediment from the riverbed.

2.6.1.3 Sugar Creek

This segment transects the fifth field HUC 1705010231. The land uses from GI S coverages of the watershed
indicate that 94.7 percent of the watershed israngeland, 3.4 percent are gravity-irrigated croplands, and 1.9 percent
is sprinkler-irrigated cropland. No TMDLswill be completed for Sugar Creek. Sugar Valley Wash will be
incorporated into the Jacks Creek allocations that were based upon the river corridor approach as seen in figures 22
and 23.
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Figure 22. Land Use Corridor for the Jacks Creek Segment, showing the watersheds (5th field HUCs) and

land use practices in the two-mile wide corridor.
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26.14 Wickahoney Creek

This segment transects the fifth field HUC 1705010234. The land uses from GIS coverages of the watershed
indicate that 94.6 percent of the watershed is rangeland, and the remainder, 5.6 percent isriparian areas. There are
no point sources located within the watershed.

26.15 Hot Creek

This segment transects the fifth field HUC 1705010230. The land uses from GIS coverages of the watershed
indicate that 99.8 percent of the watershed is rangeland, and the remainder, 0.2 percent isriparian areas. There are
no point sources located within the watershed.

26.1.6 Clover Creek

This segment transects two fifthfield HUCs: 1705010203 and 1705010205. The land uses from GIS coverages of
the watershed —03 indicate that 80.9 percent of the watershed is rangeland and the remainder, 19.1 percent isriparian
areas. Theland usesfrom GIS coverage of the watershed —05 indicate that 91.4 percent of the watershed is
rangeland and the remainder, 8.6 percent isriparian areas. There are no point sources located within the watershed.

26.1.7 ThreeCreek

This segment transects the fifth field HUC 1705010206. The land uses from GI S coverages of the watershed
indicate that 83.1 percent of the watershed is rangeland, 0.8 percent is gravity-irrigated croplands, 2.3 percent is
sprinkler-irrigated croplands, and 13.7 percent of the watershed is riparian areas. There are no point sources located
within the watershed.

26.1.8 Cougar Creek

This segment transects the fifth field HUC 1705010215. The land uses from GIS coverages of the watershed
indicate that 94.1 percent of the watershed is rangeland and the remainder, 5.9 percent, isriparian areas. Most of this
segment is an ephemeral channel that only carries water during rain and snowmelt events. There are no point
sources located within the watershed.

2619 Poison Creek

This segment transects the fifth field HUC 1705010211. The land uses from GI S coverages of the watershed
indicate that 98.5 percent of the watershed is rangeland areas and the remainder, 1.5 percent, isriparian areas. Most
of this segment is an ephemeral channel that only carries water during rain and snowmelt events. There are no point
sources |ocated within the watershed.

2.7 Characterization of Specific Pollutant Per Industry

2.7.1 Municipalities

The city of Bruneau has aland application permit (LA-000129) for the waste generated in the town. The permit

allows for zero discharge into receiving waters. There are no other towns within the subbasin that are large enough
to land-apply or discharge wastes.
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2.7.2  Aquaculture

Under the conditions of the general NPDES permit, aguaculture facilities have permit limits on discharges of total
suspended solids, pH, total phosphorus, nutrients, temperature, dissolved oxygen, settable solids, disinfectants, feed
supplements, and disease control chemicals. There are two permitted facilities in the subbasin, both of which are
warm water facilities. The two facilities are located on Jacks Creek and are Ace Development USA, Inc. (new
permit #1DG130123, old permit # 1D0027871), and Arrainalnc. (new permit # 1DG130122, old permit #
ID0027863).

2.7.3  Nonpoint Sources
Nonpoint source pollutants are more difficult to control because they do not come from clearly identifiable sources.
The primary pollutants from nonpoint sources are sediment, nutrients, fecal coliform bacteria, organic enrichment,

ammoniga, oil and grease, pesticides, thermal modification, salt, and flow alteration (see Table 23).

Table 23. MAJOR SOURCES OF NONPOINT SOURCE POLLUTION

Nonpoint sour ces z | 3
p fﬁ 5 g JZ> - E ; T

2l 3| Q| 8| 2| = 2| &| T|
< m H 9 O ) @) [ P Q
ol 3| 2| ¥ z|8] g "|3|=
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Agricultural Diversions X | X

Agriculture X I X [ X [ X | X | X [X [X | X |X

Confined Animal Feeding Operations X I X [ X [ X | X | X [X

Grazing X | X [ X [ X | X X X | X

Forest Practices X | X [ X X [ X X X | X

Recreation X | X [ X | X | X [X

Urban Areas X | X [ X [ X | X | X [X X | X

Construction (roads, highways, bridges) X | X X X | X

Table 24 displays the numbers of commercial domestic livestock animals held in confined animal feeding operations
in Owyhee County.
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Table24. CONFINED FEEDING TYPESIN THE BRUNEAU RIVER SUBBASIN

Animal Type (1997, 1998 Census | Owyhee County (Total Number of Animals)
USDA Numbers)

Cattle and Calves 108,071
Sheep and Lambs 6,834
Swine 226

Small-scaleirrigation diversions on creeks and rivers are regul ated through the IDWR. Diversions also contribute to
the degraded water quality of thetributaries. Although peak flows are not changed as with large dams, dramatic
changes in the annual hydrograph still occur. In some instances, flow in the summer is reduced to almost nothing to
meet irrigation demands. Flow can be augmented in the fall, in some reaches, asirrigation return flow is rerouted
from the canal s and ditches to stream channels other than the ones from which the water was diverted.

2.8 Groundwater Concerns

Groundwater in the Bruneau River reach may be impacted by a variety of sources. Much of the drinking water and
irrigation water for some areas comes from the western Snake River Plain Aquifer. Sources of contamination to this
aquifer include uncased or poorly cased production wells and leaking underground storage tanks. The cracked
basalt nature of the lithology of the aquifer can result in impacts to the groundwater by nonpoint sources such as
wells. Poorly lined waste lagoons and over application of fertilizer in irrigation water can lead to pollutants
infiltrating into the aquifer from many locations.

The Western Snake River Plain is underlain predominantly by a series of vesicular and broken basalt flows that
contain regional water flows in the aquifer that move from lower layers to upper aquifer layers and from the
southeast to northwest (Newton 1991). In the area of concern, groundwater is discharged from the Western Snake
River Plain aguifer as spring flow and seepage to the Snake River between King Hill and Murphy. Discharge to the
entire reach was about 11.04 cmsin 1980 (Newton 1991). In addition to this water gained in the Snake River, many
geothermal springs influence the water quality of the Bruneau subbasin to an unknown extent.

NOx in groundwater is aresult of nitrogen input from many different sources. The proportions of nitrogen supplied
by the various sources depend on land use practices. USGS estimated the amount of nitrogen supplied by cattle
manure, domestic septic systems, inorganic fertilizer, legume crops (alfalfa and beans), and precipitation for each
county in the Upper Snake River Basin (USGS 1996).

Excessive aquatic plant growth in surface watersis amajor concern in the western United States. Groundwater adds
nitrogen and phosphorus to surface water where groundwater discharges to the Bruneau River reach. Only 21
percent of data collected in the regional wells contained NOy concentrations higher than 0.3 mg/L, which isthe
critical limit for stimulation of agquatic plant growth in surface water in the presence of adequate phosphorus. This
suggests that nitrogen is not necessarily alimiting factor for aquatic plant growth in most streams that receive
groundwater.

Other groundwater concerns in the subbasin are relatively minor. There are only five reported underground storage
tanks within the basin, none of which is currently identified as |eaking.
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29 Summary of Past/Present Pollution Control Efforts
The following pollution control efforts/projects are described as point and nonpoint source efforts.
2.9.1  Nonpoint Source Pollution Control Efforts

In 1979, as a part of a study conducted by IDEQ on the Snake River from the |daho-Wyoming border to Weiser, it
was stated that a“ general increase in nutrient concentrations from upstream to downstream stations exceeded the
recommended criteria over most of the river amajority of the time (IDHW 1979).” It was also stated that “in most
Snake River segments and major tributaries, point sources are not major contributors of nutrients.” In fact, “the
major reduction in nutrient loadings will come from nonpoint source controls (IDHW 1979).” It was recommended
at that time that the nutrient control plan for the Snake River should be implemented in two phases: Phase | would
concentrate on control of phosphorus sources, and Phase |1 would focus on nitrogen sources. The nonpoint sources
on both sides of the Snake River should be reduced by implementation of the Agriculture Pollution Abatement Plan
(IDHW 1979). Since that time, the Idaho Agriculture Pollution Abatement Plan has been referenced in Idaho Code
839-3601 et seg. as the source of BMPs for agricultural sources. IDEQ anticipates that the agriculture community,
as part of the nonpoint source portion of the TMDL, will adopt and implement those BM Ps (where applicable) as
defined in the Agriculture Pollution Abatement Plan. A feedback loop will be used to identify non-functioning
BMPs and these will be modified so functional BMPs will be applied for the reduction of sediment and nutrients, as
well as other parameters linked to the sediment.

2.9.1.1 Water Quality Projects

The Idaho State Agricultural Water Quality Plan (SAWQP) has undergone major revisionsin its funding since it
was devel oped as a partnership between the participant, local SCD (which, isthe technical agency) and IDEQ.
There have been no SAWQP projects completed in the Bruneau River. The SCC is currently developing a new
program to replace SAWQP.

2.9.1.2 Idaho Department of Lands

On April 17, 1998, a memorandum was jointly signed by IDEQ and IDL, which attempted to clarify roles and
ensure coordination of effortsin the development of TMDLsfor state owned portions of lands within the subbasins
with approved TMDLs. Aspreviously described, none of the land usein the Idaho portion of the Bruneau River
Subbasin is forested, making the overall effects from forested ground minimal (see section 2.1.1.1). However, the
state does own 5.5 percent of the |daho portion of the subbasin. On these lands grazing and rangeland practices are
used.

29.13 Irrigation community pollution control efforts

Thelocal SCD has been active in the subbasin since 1953. During the early years, the district devel oped annual
work plans focusing on drainage investigations and on developing and irrigating new lands. The SCD also
improved the local water distribution system by eliminating canal seepage problems and conducting drainage
studies. The SCD also worked with the IDFG in habitat improvement projects around the subbasin. The overriding
goal of the early SCD wasto develop for each cooperator a basic soil and water conservation plan. After 1984, the
SCD underwent amajor revision in its goals for the area (McBride 2000). The SCD has placed a high priority on
water, rangeland, and animal waste management. In addition, wildlife habitat protection is ahigh priority of the
SCD.
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2914 8319 Projects

Each Y ear the USEPA awards grants to conduct nonpoint source pollution reductions. These monies are
collectively known as 8319 grants. Local citizen groups, state agencies and others may submit project proposals to
IDEQ and the respective BAGs for evaluation. The current scoring system employed by these two groups gives
more weight to those project proposals within areas with approved USEPA TMDLs. There have been no §319
Projectsin the subbasin to date. Following the approval of the SBA-TMDL IDEQ will work with the local Bruneau
group to develop project proposals for the implementation of the TMDL.

29.15 Federal Water Quality Projects

The USFWS entered a short-term conservation agreement with the local landowner in the vicinity of Indian Bathtub
on Hot Creek. Through the agreement, the USFWS paid for fencing to control livestock accessinto the spring area.
Asof 1998, the agreement had expired but the landowner has honored the terms of the agreement and has
voluntarily excluded grazing in the Indian Bathtub area of Hot Creek.

The USBLM has constructed grazing exclosures along Wickahoney Creek. A total of 2.6 km of the stream has been
excluded from grazing. Additionally, the USBLM has changed the season of uses in the Wickahoney allotment
from season-long to spring use only. This change took placein 1997. Currently the USBLM isworking on afish
passage structure at the Wickahoney Crossing area. In thisareaan old culvert prevents fish migration upstream
from Big Jacks Creek. The drop from the old culvert to the streambed is approximately 1m.

292 Point Source Pollution Control Efforts
Thefollowing are the activities that have been undertaken by the point source industries in the subbasin.
2921 Aquaculture General Permit

Aquaculture facilities had their public comment period from April 10, 1998, to June 9, 1998, on a proposed general
NPDES permit (No. ID-G13-0000). The general NPDES permit contains technol ogy-based limitations for sediment
based upon the same effluent guidelines as previous NPDES permits for |daho’ s aquaculture industry. The
aquaculture facilities authorized to discharge under this general permit raise fish; namely, rainbow trout, steelhead
trout, chinook salmon, catfish, tilapia, and other fish. These fish are produced for market as food products or for the
enhancement of salmonid populations. They discharge rearing wastewater containing fish excreta, excess fish feed,
dissolved and suspended solid biological pollutants, oxygen demanding materials, nutrients, and residual disease
control chemicals or therapeutics. The aquaculture facilities are required to develop BMPs plans supported by mass
balance assessments of their operations and to restrict their discharges below specific technology-based limitations
on total suspended solids and specific water quality-based limitations on total phosphorus, dissolved oxygen, and
pH.

The previous permit required monitoring of TSS, settable solids, and flow. There were no BMPs requirements for
water quality-based limitations. There were no limitations on discharge of TP, and the TSS limit was 5.0 mg/L for
raceway discharges. The new permit requires that warm water facilities limit phosphorus dischargesto 0.2 mg/L TP
on amonthly average.
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2.10 Monitoring in the Bruneau River Reach

Monitoring of the Bruneau River and other tributariesin the Bruneau River Subbasin will continue to occur with the
resources from various agencies, organizations, and groups. Monitoring by IDEQ-TFRO on additional sites on the
various tributaries and on the Bruneau River will be incorporated as funds become more available.

2101 Soil Conservation District Monitoring

The Natural Resource Conservation Service (NRCS) has begun preliminary informational gathering to set up a
monitoring program within the subbasin. The monitoring program will assist the Soil Conservation Commissionin
compiling the Bruneau subbasin implementation plan.

2.10.2 BURP Monitoring

BURP monitoring will continue within the subbasin to verify if beneficial use support status has been changed or
achieved as necessary. For wadeable streams, large rivers, lakes, and reservoirs, the following parametersin Table
25 may be used to decide assessment of their beneficial uses. These reflect the minimum number of parameters
needed to adequately surmise the level of beneficial use support status (either as full support or not full support). It
ishighly unlikely that any one parameter will have sufficient sensitivity to be useful in all circumstances.

Table25. BURP MONITORING PARAMETERS

PARAMETER WADABLE LARGE RIVERS LAKESand
STREAMS RESERVOIRS

PHYSICAL/CHEMICAL PARAMETERS

Bathymetry or Depth X

Canopy Closur e (Shade) X

Channel Alterations X

Conductivity X X

Discharge X X

Dissolved Oxygen X X

Floodplain Disturbance X

Habitat Distribution X X

pH X X

Large Organic Debris X

Nutrients X

Photo Documentation and X X X

Diagrammatic Mapping

Pool Quality X

Riparian Vegetation X

Stream-Channel Classification X

Streambank Condition and Material X X

Types

Substrate and Embeddedness X X X

Temperature X X X

Water Clarity X X
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PARAMETER WADABLE LARGE RIVERS LAKESand
STREAMS RESERVOIRS

Width and Depth X X

BIOLOGICAL PARAMETERS

Aquatic Macrophytes X X

E. Coli X X

Fish X X X

M acroinvertebrates X X X

Periphyton X X

Phytoplankton/Chlorophyll a X

2.11 No-Net Increase Policy on TMDLs

On May 7, 1998, a No-Net Increase Policy (NNIP) was made effective by IDEQ. When a stream is designated as
not fully meeting its designated or existing beneficial uses, an interim time exits until the stream hasa TMDL
developed or the stream is delisted because its beneficial uses have returned to full support. During that interim, the
NNIP (IDEQ Policy Memorandum, PM98-2, May 7, 1998), the provisions of IDAPA §58.01.02.054.04 (High
Priority Provision) and IDAPA 8§58.02.02.054.05 (Medium and Low Priority Provisions) are to be utilized. The
NNIP may not be interpreted as requiring BMPs for nonpoint source operations unless they are voluntary or unless
they are outlined in applicable federal or state statutes. For agriculture, the source for BMPs for the control of
nonpoint sources of pollution is referenced in the Idaho Agriculture Pollution Abatement Plan (IDAPA
§58.01.02.054.07). These BMPs are those recognized as actions afarmer or land management agency may
voluntarily implement. Although the policy does not generally pertain to accidental spills or unauthorized releases
that may occur on listed waters, IDEQ then has the authority to ensure that human health and the appropriate
beneficial uses are protected in the case of accidental spills or unauthorized releases, and could, depending on the
spill or release, require clean up. Provisions of the NNIP include nonpoint source, point source, and general
provisions.

2.11.1 Nonpoint Source Provision of NNIP
Itistheresponsibility of the designated agency to ensure that cost effective BMPs or knowledgeable and reasonable
control measures, including pollution trading, have been or are properly implemented for all nonpoint source
activitieson federal, state, and private lands.
1. Where approved BMPs do not exist, the landowner should be assisted by the designated agency in using
knowl edgeabl e and reasonable control measures to ensure no further impairments of beneficial uses on low
and medium priority waters, and that the |oad remains constant or decreases on high priority waters.

2. IDEQ recommends monitoring as a component of application of BMPs or other control measures.

3. If monitoring indicates that approved BMPs or other control measures are not maintaining or protecting
beneficial uses then additional restrictions or modified control measures may be imposed.

2.11.2 Point Source (NPDES) Provision of NNIP

The Clean Water Act requires all point source dischargersto have an NPDES permit. In the event that USEPA
cannot or does not issue a permit on a 8303(d) listed water body, IDEQ will notify the discharger of the applicable
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provisions specified in the High Priority Provision (IDAPA 858.01.02.054.04), the Medium and Low Priority
Provision (IDAPA §58.01.02.054.05), and the Violation of Water Quality Standards (IDAPA 858.01.02.080).

1. A facility will be allowed to discharge to its existing maximum NPDES permit limit without being
considered in violation of the High Priority or the Medium and Low Priority Provisions. Dischargers of
listed pollutants to 8303(d) waters; however , should be aware that interim increasesin existing loads may
result in the need for greater load reduction once a TMDL is developed and implemented.

2. A facility operating within its permitted discharge limits will not have to change its discharge limit
whilethe TMDL isbeing developed. The NPDES permit and associated discharge limit will be examined
and modified, if necessary, by USEPA at the time of permit reissuance.

3. When reviewing and approving plans under |daho Code §39-118, including facility plans and
specifications, written or verbal communication to the facility should emphasize that additional load
reductions from the facility may be likely or required once the TMDL has been developed.

4. When meeting the provisions of the NNI policy, an NPDES permittee should address new or increased
discharge of listed pollutants in terms of mass per unit time, toxicity, or other appropriate measures.
IDAPA §58.01.02.054.04; however , specifies that for high priority waters, the total load must remain
constant or decrease within the watershed.

5. TowriteaTMDL, IDEQ will establish loads based upon available information. Whereinformation is
lacking; however , facilities will be allowed to establish baseline data for the listed pollutants using
standard analytical methods. IDEQ regions shall issue aletter to each facility detailing that if baseline
information is not established by the discharger by a certain date, IDEQ will proceed to establish baseline
information necessary for the development of aTMDL.

6. In situations where dischargers apply to exceed their maximum permit limits, provisions of IDAPA
858.01.02.054 shall apply. For high priority waters, new or increased discharge of pollutants of concern
above permitted limits may be allowed if the total load to the watershed remains constant or decreases. For
medium and low priority waters, IDEQ may require changesin loads and/or concentrations of pollutants of
concern that prevent further impairment of beneficial uses. In either case, it isincumbent on the facility to
provide loading cal cul ations based on sound and accepted engineering practices that demonstrate the
applicable provisions of IDAPA §58.01.02.054. Dischargers of listed pollutants to §303(d) waters;
however , should be aware that interim increases in existing loads may result in the need for greater load
reduction oncea TMDL is developed and implemented.

7. Unpermitted facilities wishing to expand their facility operations will be required to acquire an NPDES
permit from USEPA and meet all applicable provisions of IDAPA §58.01.02.054.04 or IDAPA
§58.01.02.054.05.

2113 General Provision of NNIP

The following general provisions apply on the NNIP.
1. If IDEQ determines, based on reliable and verifiable water quality information, that a specific listed

pollutant is not impairing the §303(d) water body, then delisting will be recommended and a TMDL will
not be developed for that pollutant and water body.
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2. Any facility or operation implementing control measures after the WAG (if applicable) or BAG (in the
absence of aWAG) review of the subbasin assessment, and before USEPA’ s approval of the TMDL, that
resultsin averifiable reduction of listed pollutant(s) to a 8303(d) water quality limited water body, will be
credited with the appropriate load reduction during the allocation phase of the TMDL. This does not
guarantee; however , that additional 1oad reductions by the facility will not be required in order to meet
water quality goals necessary to obtain beneficial uses.

3. All activities related to stream channel alteration permit applications must comply with IDWR’s Rules
and Minimum Standards for Stream Channels Alteration. IDEQ shall give IDWR written noticeif a
§303(d) stream will be impacted, and caution that additional measures may need to be taken to later address
water quality once the immediate threat has passed. In any situation, stream alteration activities shall not
violate |daho Water Quality Standards except as outlined in IDAPA 8587.01.02.080.02 (Short Term
Activity Exemptions).

In order to ensure that water quality is protected, the following conditions may be included by IDEQ in the final
stream channel alteration permit.

1. Construction shall be conducted in such a manner to minimize turbidity and comply with the Idaho
Water Quality Standards and Wastewater Treatment Requirements.

2. Work shall be conducted during low flows and heavy equipment shall operate from the bank.

3. All fuel, ail, and other hazardous materials shall be stored and equipment refueled and serviced away
from the stream to ensure that a spill cannot enter the waterway.

4. All areas subject to erosion because of the construction shall be protected with rock riprap or other
suitable methods of erosion protection meeting IDWR minimum standards.

5. Disturbed areas shall be revegetated and/or seeded with perennial vegetation.

6. All temporary structures, excavated material, or construction debris resulting from the construction shall
be disposed of out of the stream channel so it cannot reenter at high flows.

7. Materials excavated from the construction site shall be discharged in an upland area so it cannot reenter
the stream channel at high flows.

8. Sandbags or other methods of coffer damming shall be utilized to minimize working in the flowing
water.

Provided that these inclusions and IDWR minimum construction standards are included in the final permit, water
quality impacts should be minimal.

Additionally, for suction dredging operationsin |daho, USEPA provides the following guidelines (USEPA 1998c) if
an NPDES permit strategy was developed:

1. For new large-scale commercial operations, individual NPDES permits will be required prior to
beginning operations.
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2. For moderately-sized operations (with intakes greater than 5 inches and over 15 horsepower),
consideration will be given to issuing ageneral NPDES permit. The state of Idaho would have the
flexibility, through their 401 certification program, to determine which stream segments would be off-limits
to dredging due to water quality concerns (such as segments on the 8303(d) list).

3. For small-scale, recreational dredging operations which are adequately regulated under state programs
(such as the One Stop Permit) or other federal programs (by the Corps of Engineers CWA 404 program),
the USEPA could consider either ageneral permit or, with respect to unpermitted discharges, enforcement
discretion if the discharges did not result in violations of state water quality standards.

4. All National Environmental Policy Act related activities are subject to compliance with all applicable
rules and regulations. During the formal National Environmental Policy Act public comment period, IDEQ
shall notify the designated agency when activities may impact alisted water. It isincumbent on the
designated agency to demonstrate that the activity under consideration will result in no further impairments
of the beneficial uses on low and medium priority waters, and that the total load of listed pollutants remains
constant or decreases on high priority waters.

5. IDEQ has the authority to review storm water pollution prevention plans for adequacy and compliance
with the provisions of IDAPA 858.01.02.054. Should these plans be deemed inadequate, IDEQ will notify
USEPA who isresponsible for enforcement and/or corrective actions.

2.12 Pollution Prevention

The U.S. Pollution Prevention Act of 1990 defines source reduction as any practice that reduces the amount of any
hazardous substance, pollutant, or contaminant entering any waste stream or otherwise released into the environment
prior to recycling, treatment or disposal. Pollution prevention includes the reduction of pollution at the source
(source reduction), and increased efficiency in the use of raw materials and natural resources. The emphasisof
pollution prevention is on end-of-pipe control (for point sources) as a continuing mechanism for regulatory agencies
to realize environmental goals. The program has been de-emphasized by giving further attention to reducing the
sources of environmental pollution through changes in processes, operations, and the use of other materials. The
program has placed the focus for identifying opportunities for such changes on the owners and managers of
commercial, transportation, agricultural, and industrial operations. The groups and individuals are the ones who best
know and understand the systems. Additionally, by encouraging an emphasis not just on achieving regulatory
compliance, but on achieving the best possible environmental results will often substantially surpass compliance
requirements and generally yield better economic benefits. IDEQ and USEPA promote and support this change of
emphasis and are working with other stakeholder state and federal agencies to develop arange of incentives and
recognition programs for companies, farmers, and other entities to improve their environmental performance. IDEQ
and USEPA are doing this by focusing generally on environmental improvements or targeting on particular
environmental problems (IDEQ 1998a). At the present time, IDEQ isin the process of building aframework for an
Idaho Pollution Prevention Incentive program. When this programisin place, IDEQ will promote and support it by
encouraging superior environmental management and beyond-compliance environmental performance with
appropriate stakeholders.

2.13 Public Participation

Anintegral part of the SBA-TMDL development processis public participation. The public has been invited to
participate throughout the processin different forums. These include the interested citizens of the towns of Bruneau
and Three Creek, the Southwest BAG, and planned public release of draft documents for review and comments.
Public comments will be located in Appendix B. following their receipt.
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2131 Southwest Basin Advisory Group

The BAGs, are stewards of water quality in specific basins. The state of 1daho Legislative body in 839-3601 et seq.
codified this stewardship role. The BAG provides direction, advice and guidance to IDEQ and local WA Gs within
the different basins. Review and comments on the Bruneau River TMDL were a part of the Southwest BAG’ s water
quality stewardship program. The results of the Bruneau River TMDL were presented to the Southwest BAG on
November 2, 2000.

2.13.2 The Citizens of Bruneau and Three Creek

The local citizen groups have been a major vehicle for public participation concerning the Bruneau River TMDL.
The group in the town of Bruneau has met semi-annually for three years. During this time the methods and results
of various stages of the assessment and TMDL development processes have been presented to the group. A draft
document will be made available to the citizens during the public comment phase.

2.13.3 Public Notice

Although no official public comments were solicited by IDEQ concerning the SBA phase of the TMDL
development, comments were received and incorporated into the draft SBA-TMDL. An officia 30-day public
notice and comment period for the Draft SBA-TMDL will commence on November 20, 2000. The document will
be finalized and presented to USEPA December 31, 2000.

3.0 BRUNEAU RIVER SUBBASIN TMDLS
31 In-Stream Water Quality Targets

In-stream water quality targets were chosen from avariety of sources. Principally, the Idaho Water Quality
Standards were used to set in-stream targets. When the water quality standards related beneficial use impairment to
anarrative standard; however , (e.g., IDAPA 8§58.01.02.200.03 “...surface waters shall be free from deleterious
materialsin concentrations that impair beneficial uses.”) other sources were consulted to determine appropriate in-
stream water quality targets. Other sources used to determine appropriate in-stream water quality targets were the
Clean Water Act, the Code of Federal Regulations, USEPA technical support documents and guidelines, other states
water quality standards, other TMDL s written by the state of |daho and submitted to or approved by USEPA, and
scientific papers from refereed journals. In-stream water quality targets devel oped from sources other than the state
of Idaho’ swater quality standards will be reviewed at such time that numeric standards are adopted and codified by
the state of 1daho following negotiated rule making. Targets were developed for four pollutants found to be
impairing the beneficial uses of the listed waterbodiesidentified in previous sections of the subbasin assessment.
These pollutants are nutrients, bacteria, sediment and low dissolved oxygen. Other pollutants have been
demonstrated to be not degrading the beneficial usesin the various listed waterbodies. In addition, temperature and
flow alteration will be addressed at such time that the state of Idaho has developed a TMDL policy concerning flow
alteration as a pollutant and temperature studies of the Bruneau River and Jacks Creek are completed. The
temperature studies will be needed to assess the quantity of natural geothermal waters discharged into both systems.
In addition, an IDEQ temperature standards study will further determine the magnitude of the temperature issuesin
the systems.
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311 Nutrients

Two segmentsin the Bruneau River Subbasin do not meet the narrative standard for nutrients. Therefore, these
segments will be considered for application of aTMDL for restoration and protection of designated beneficial uses.
Water quality will be restored through the TMDL process and the subsequent implementation plans devel oped by
the land management agencies. The TMDLswill establish alimit on the quantity of nutrients that may enter the
segments from sources in the local watersheds. The nutrient limitswill be set at alevel such that the segments will
not exceed the estimated |oad capacities supportive of agood to excellent fisheries, and will allow the water quality
to improve to restore degraded beneficial uses. These targets shall be a monthly average of 0.05 mg/L of TP with a
daily maximum of 0.08 mg/L to allow for natural variability in the Bruneau River and Jacks Creek. The average
monthly target is within the range identified by the USEPA as supporting beneficial uses of water flowing into lakes
and reservoirs. TP target values of 0.05 mg/L and 0.080 mg/L do not imply that degradation by TP may occur up to
the target value. Rather, TP values should be less than the respective targets on an average monthly basis and daily
maximum, which will allow for some exceedances of the in-stream standards to account for seasonal and daily
variation. However, it isIDEQ’s administrative policy under IDAPA 858.01.02.050.01 that the adoption of water
quality standards and the enforcement of such standards is not intended to conflict with the apportionment of water
to the state through any of the interstate compacts or court decrees, or to interfere with the rights of 1daho
appropriators, either now of in the future, in the utilization of the water appropriations which have been granted to
them under the statutory procedure. Yet, IDAPA 58.01.02.50.02.a states. “Wherever attainable, surface waters of
the state shall be protected for beneficial uses which for surface waters includes all recreational use in and on the
water surface and the preservation and propagation of desirable species of aquatic biota.” The existing and
designated beneficial uses of these segmentswill be protected through the TMDL process as legally described. Acts
of God and or uncontrollable flood/drought events will be exempt during the period of impact until such time that
the impact is stabilized and the imminent and substantial danger to the public health or environment (IDAPA
§58.01.02.350.02.a) is minimized so that the activity may be conducted in compliance with approved BMPs...to
fully protect the beneficial uses (IDAPA 858.01.02.350.02.h.ii. (2)). Other activities that may cause degradation but
which are outside the scope of IDAPA §58.01.02.050.01 and which there is foreknowledge of the event’s
occurrence will require aformal written letter from the individual, organization, or agency to IDEQ-TFRO about the
nature of the potential event. If the activity violates IDAPA 8§58.01.02.350.02.b.i, such that it will occur in a manner
not in accordance with approved BMPs, or in a manner which does not demonstrate a knowledgeable and reasonable
effort to minimize the resulting adverse water quality impacts, then IDEQ-TFRO will seek intervention by the
Administrator of IDEQ for preparation of a compliance schedule (as provided in Idaho Code 39-116). IDEQ may
also institute administrative or civil proceedings including injunctive relief as provided in Idaho Code 39-108.

3.1.2  Dissolved Oxygen/Organic Enrichment

Concentration limits for dissolved oxygen established by the state of 1daho (dissolved oxygen exceeding 5 mg/L at
al times, IDAPA 858.01.02.250.02(b)(1)) shall apply to Jacks Creek. The Jacks Creek dissolved oxygen TMDL
will be based on anutrient reduction TMDL. Consequently, surrogates for dissolved oxygen targetswill be TP
concentrations of 0.05 mg/L on a monthly average with a 0.08 mg/L daily maximum. By meeting the required
nutrient reductions, excessive plant growth will be reduced to abeneficial level. Thisbeneficial level of aquatic
plants will reduce or eliminate the nighttime DO sags prevalent in systems overgrown with aquatic plants.
Additionally, it can be surmised that during the seasonal senescence of the aquatic plant community, levels of
biological oxygen demand will be reduced following a general reduction in plant biomass from the nutrient
reductions proposed. Thissituation will allow for greater concentrations and saturation of oxygen in the system
during the fall senescence period as well as other times of the year. Similar assumptions were madein other
TMDLs submitted and approved by USEPA. For example, page 178 of the Upper Snake Rock TMDL (Submitted
December 1999; Approved August 2000) states: "A water year of record similar to 1992 may occur oncein 16 years
(1983-1999) or a 6.3 percent chance that it would occur within a 16-year period. Since the Middle Snake River was
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modeled under River Basin Model 10 for the worse case scenario, the model predicts that with TP reductions
approximating an in-stream value of 0.075 mg/L TP would result in a DO value of about 8.56 mg/L which iswell
above the state's water quality standard. It is estimated that imposed TP reductions under the Mid-Snake TMDL will
cause plant biomass to decrease between 20-60 percent, thus leading to levels bel ow those considered to be
"nuisance" and will likely restore beneficial uses. Therefore, no TMDL is proposed for DO on the Middle Snake
River or itstributaries at thistime.”

Page 86 of the Middle Snake River Watershed Management Plan (Submitted March 1997; Approved April
1997) states: "The DEQ will utilize the RBM 10 to compare the relative effectiveness of management
actions and estimate the assimilative capacity of the Middle Snake River."

Page 91-92 of the Middle Snake River Watershed Management Plan (WMP) states that: "Plant biomass
responds to nutrient reduction scenarios. In al reaches of the 30 river miles studied, the full implementation
of WMPs resultedin 20-60 percent less plant biomass than no application of WMPs. Thisis evidence that a
plant reduction goal of 30 percent is achievable and will lead to levels below those considered " nuisance”
and likely restore beneficial usesin the Middle Snake River to some extent."”

However, compliance with the dissolved oxygen TMDL will be determined in accordance to the water quality
standards concerning dissolved oxygen mg/L and percent saturation. If at such timeit is determined that the nutrient
reduction TMDL is not sufficient to alleviate the low dissolved oxygen problems in Jacks Creek, a TMDL will be
developed for another measurable or surrogate constituent such as BOD.

313 Bacteria

The state of 1daho has recently changed from afecal coliform water quality standard to an E. coli standard for both
primary and secondary contact recreation. All of the systems in the subbasin are undesignated waterbodies except
the Bruneau River. These undesignated waterbodies are afforded protection for primary and secondary contact
recreation according to IDAPA 8§58.01.02.101.01.a. After areview of the physical properties of the listed systems,
IDEQ-TFRO has determined that likely recreational activities include fishing, wading, and infrequent swimming.
These recreational activities are descriptive of the existing uses consistent with secondary contact recreation. Asa
result, the water quality bacteriatargets will be those water quality criteriafor secondary contact recreation. Thus,
the number of cfu of E. coli shall not exceed a single instantaneous sample of 576 cfu/100 ml and the geometric
mean of five samples collected in a 30 day period of 126 cfu/100 ml.

The development of an E. coli loading capacity presents a challenge because it is a most probable number
measurement. Work done on the Upper Snake Rock TMDL (approved August 2000) used a 20 percent MOS, which
translates to 25 cfu/100 ml below the standard (which is 126 cfu/100 ml). Therefore, asimple, first cut approach is
to estimate a surrogate load using cfu (expressed as billions) as follows:

Load Capacity in cfur9/day = Annua Average Flow (cms) x Target Concentration (cfu/100 ml) x 0.87.

The in-stream target concentration is100 cfu/100 ml designed to protect below the recreation standard of 126
cfu/100 ml. Thisloading capacity does not reflect the imprecise nature of the E. coli most probable number
analytical method, or the inherent variability of ambient E. coli concentrations. However, as new data and methods
are developed to better address these challenges, the loading capacity will be refined and the TMDL revised.

Additionally, the target bacteriaload (100 cfu/100 ml) will be segregated into percentages based on land uses. Thus,
if 40 percent of the land use is attributable to agriculture, then 40 cfu/100 ml of the target will be distributed to
agriculture. The remainder (100 - 40 = 60 cfu/100 ml) will be distributed to the other land uses where appropriate.
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An essential assumption in this method of distribution isthat the water quality standard is the load capacity of a
system. By using a percentage of the load capacity, the cal culations become unitless percentages, which overcomes
the inherent problems of calculating loads from a parameter which does not lend itself to loading cal culations.
Allocations can then be made from this percentage of the load according to land usein the watershed. The MOS
would be used to hold back a percent of the load from the load capacity.

Compliance with the water quality target and the TMDL will be based on the geometric mean (126 cfu/100 ml) for
secondary contact recreation as described in the IDAPA regulations. Because the major exceedances occur primarily
during the irrigation season (April through September), monitoring of the waterbodies will occur primarily during
the irrigation season, although year-round monitoring may be developed so that comparisons between theirrigation
and non-irrigation seasons can be assessed. It is recognized that bacteriais a singular parameter that has statistical
significant linkage to total suspended solids. (See Upper Snake Rock TMDL for review of surrogate use of TSSfor
bacteriareductions.) During the implementation phase of this TMDL, land management agencies will provide
guidance as to site-specific BMPs that will effectively reduce E. coli, such that conjunction with total suspended
solids reductions will yield E. coli reductions, and eventually reach beneficial uses and/or state water quality
standards by year 2005.

314 Sediment

The antidegradation policy for the state of 1daho (IDAPA 858.01.02.051(01)) indicates that the existing in-stream
water uses and the level of water quality necessary to protect the existing uses shall be maintained and protected.
Most of the listed segmentsin the Bruneau River Subbasin appear to be meeting the narrative standard for
suspended sediment although they are listed for sedimentsinthe 1998 303(d) list. Because of this, higher water
quality for suspended sediment degradation of the water quality beyond these conditions shall not occur but shall be
maintained at or below these levels through year 10 of plan implementation. The sediment limit, in the listed
segments of the subbasin, will be set at alevel such that the rivers and streams will not exceed the estimated | oad
capacity supportive of agood fishery, and will not allow the water quality to degrade worse than current levels.
Thistarget shall be a monthly average of <50 mg/L of TSS with a daily maximum of 83 mg/L to allow for natural
variability. The average monthly target is within the range identified by the European Inland Fisheries Advisory
Commission (EIFAC 1965) and the Committee on Water Quality Criteriafrom the Environmental Studies Board of
the National Academy of Science and National Academy of Engineers (NAS/NAE 1973) as supporting a moderate
fishery. TSSvalues <50 mg/L does not imply that degradation by TSS may occur up to 50 mg/L. Rather, TSS
values should be < 50 mg/L on an average monthly basis, which will allow for some exceedances of the in-stream
standard to account for seasonal and daily variation. However, it isIDEQ’s administrative policy under IDAPA
§58.01.02.050.01 that the adoption of water quality standardsand the enforcement of such standardsis not intended
to conflict with the apportionment of water to the state through any of the interstate compacts or court decrees, or to
interfere with the rights of 1daho appropriators, either now of in the future, in the utilization of the water
appropriations which have been granted to them under the statutory procedure. Yet, IDAPA 58.01.02.50.02.a states
“Wherever attainable, surface waters of the state shall be protected for beneficial uses which for surface waters
includes all recreational use in and on the water surface and the preservation and propagation of desirable species of
aquatic biota.” The existing and designated beneficial uses of the subbasin will be protected through the
antidegradation as previously described. Actsof God and or uncontrollable flood/drought events will be exempt
during the period of impact until such time that the impact is stabilized and the imminent and substantial danger to
the public health or environment (IDAPA 858.01.02.350.02.a) is minimized so that the activity may be conducted in
compliance with approved BMPs...to fully protect the beneficial uses (IDAPA 858.01.02.350.02.b.ii. (2)). Other
activities that may cause degradation but which are outside the scope of IDAPA 858.01.02.050.01 and which thereis
foreknowledge of the event’s occurrence will require aformal written letter from the individual, organization, or
agency to IDEQ-TFRO about the nature of the potential event. If the activity violates IDAPA 858.01.02.350.02.b.i,
such that it will occur in amanner not in accordance with approved BMPs, or in a manner which does not
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demonstrate a knowledgeable and reasonabl e effort to minimize the resulting adverse water quality impacts then
IDEQ-TFRO will seek intervention by the Administrator of IDEQ for preparation of a compliance schedule (as
provided in Idaho Code 39-116). IDEQ may also institute administrative or civil proceedingsincluding injunctive
relief as provided in Idaho Code 39-108.

Jacks Creek isthe lone exception in the subbasinin that it is seasonally affected by excess suspended sediment. As
aresult, sediment targets will be devel oped and load capacities determined. However, these targets will be based on
the nutrient reduction TMDL proposed for Jacks Creek and therefore the nutrient targets will serve as surrogates for
any proposed sediment reduction targets, load capacities, and allocations. These targets shall be a monthly average
TP concentration of no more that 0.05 mg/L with a daily maximum of no more that 0.08 mg/L TP. Asseenin
Figure 21. a strong relationship exists between TSS and TP in Jacks Creek. Thisrelationship is based in part to the
physical nature of TP molecules to adhere to suspended sediment particles and the land use practicesin the
watershed that contribute both TP and suspended sediment. Therefore any reductionin TP ismost likely to come
from the same BMPs that would reduce sediment. Furthermore, as seeninthe TSS TP relationship (Figure 21.) TP
reductions to approximately 0.2 mg/l should result in TSS levels meeting the above targets (<50mg/L monthly
average) for support of salmonid populations (cold water biota and salmonid spawning). However, further TP
reductions are proposed for Jacks Creek. The current targets for the stream are set at 0.05 mg/l monthly average.
Thislevel of phosphorus reductionsshould, theoretically, reduce TSS levels to background levels. Because the
nutrient TMDL s goals far exceed the goals that will be established for a sediment reductions TMDL compliance
with the sediment reduction goals shall be determined when Jacks Creek attains < 50 mg/L TSS monthly average
and an 83 mg/L daily maximum.

In addition to the above suspended sediment targets, IDEQ has devel oped site-specific surrogate targets for bedload
sediment in the Bruneau subbasin. This surrogate ispercent substrate surface fines. Surface fines are often
increased with destabilization of banks and overgrazing (Bauer and Burton 1993). In low velocity streams, this
sediment is often in the bedload form. In higher velocity streams the associated sediment is entrained in the water
column as suspended sediment. However, much of thisis also dependent upon the particle size. Asparticle size
increases, the bedload component becomes more important than the suspended component. As substrate
sedimentation increases the beneficial uses of a stream can be impaired through areduction in food production and
in the loss of trout habitats. Additionally, it has been determined from other studies (Rich et al 1992) that survival of
early life history stages of salmonids are directly influenced by the amount of substrate surface fines. However,
document appropriate targets for surface fines has been more complicated than simply documenting the link to
beneficial use impairment (IDEQ 1997). To overcome this shortcoming, IDEQ has assumed that the biotain the
impaired stream should respond in a positive manner if the surface fines are reduced to levels found in similar
streams with fully supported beneficial uses. Although it is unknown just how responsive the biotawill be to the
target, and therefore to the required reductions needed for restoration of the beneficial uses. Consequently, IDEQ
has assumed that if a statistically significant reduction in the percent fines should occur then the biotain the
impaired stream will show aresponse similar to the mathematical response. Through adaptive management loops
built into thisTMDL (see section 3.7.6) further refinement of the target and required reductions can be made if the
mathematical response is not enough to restore beneficial uses.

The substrate surface fines target for Three Creek will be based on the measured substrate surface finesin Big Flat
Creek plusaMOS. The measured valuein Big Flat was 42.45 percent fines less than 6 mm in diameter. In order to
ensure that the target will restore beneficial uses, a 20 percent MOS was added to the cal cul ations bringing the target
to 34 percent surface fines. Compliance with thistarget will be at that time that the surface finesin Three Creek are
no longer statistically significantly different from the target.

For the purposes of calculating the required sediment loadsfor aTMDL, IDEQ will estimate the bedload in Three
Creek from accepted estimation techniques. In systems such as Three Creek, the bank material is composed mainly
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of sands and clays bedload can be estimated as a percentage of the suspended load. The percentage usually applied
to streams of thistype iswithin the range of 25-150 percent. IDEQ chose avery conservative approach to determine
the bedload in Three Creek. IDEQ used the 150 percent figure to determine bedload. In addition, IDEQ
incorporated the critical seasonal component of the transport of the sediment loads. The average TSS load from the
end of the spring runoff period was used to estimate bedload. At thistime of year the velocity of the streamis
sufficient to mobilize sediment, both suspended and bedload, within the channel. Additionally, the majority of
bedload is transported during high flows and on the falling limb of the hydrograph (Gordon et al 1992) which
correspond with the end of the spring runoff period.

3.2 Critical Periods and Seasonal Variation

Typically, critical periods are those times of the year in which the beneficial uses are the most vulnerable to damage
or impairment by a pollutant. Critical periods vary from stream to stream for various pollutants. One of the reasons
for such variability is the different land use practices along each stream. Other factors also increase |oadings at
different times of the year from pollutant to pollutant. For example, TP and sediment may impair a beneficial use on
astream at different times of the year. Typically, sediment is more likely to impact a system in the spring runoff
during higher flow, while TP will impact a stream at during summer growing seasons. Therefore, the critical

periods for each stream and each pollutant will be discussed separately.

321 Bruneau River

The data collected and presented by IDEQ in section 2.4.1 of this report suggests that the critical period for nutrient
impairment in the Bruneau River begins in the late summer when excess nutrients are present in the system.
However, as hypothesized the land use practices along the reach may continue contribute excess nutrients through
thewinter period. These nutrients may be stored in the sediments of the river for uptake the next year or could be
exported into the receiving reservoir. The seasonal component that may influence the timing of excess nutrientsin
the system may be caused by water quality in the upper portions of the watershed diluting any effects from the land
use practicesin the lower portions of the watershed. Thisdilution effect beginsto erode as discharge in the system
approaches base flow during the late summer. To compound the situation during this critical period, a majority of
the pastures located along the rivers edges are used for grazing. Cattle concentrations are lower outside of the
critical period when the cattle have been moved to rangelands in other watersheds. Data from the average annual
hydrograph (see figure 16) suggests that the discharge val ue of 5.66 cms typically marks the beginning and end of
low base flow. Discharge approachesthiscritical value near the third week of July and again near the middle of
February. Subsequently, the nutrient load capacity will be developed for the months of July through February with
thisvalue. Outside of the critical period, the load capacity will be based on the average discharge from March
through July. Thisvalueis?21.32 cms.

322 Jacks Creek
3221 Nutrients

The data collected and presented by IDEQ in section 2.4.2 of this report suggests that the critical period for nutrient
impairment in Jacks Creek is dissimilar to that of the Bruneau River. Nutrients are elevated in the system at all
times. Measured concentrations were at maximum levels early in the growing season and fell only slightly
throughout the summer. Corresponding with these differencesin systemsisthe amount of irrigated agriculturein
Jacks Creek compared to that in the Bruneau River lower watershed. More of the Jacks Creek watershed is used for
irrigated agriculture than isthe lower Bruneau Valley. Additionally, limited discharge occursin the system from the
upper watersheds of Big and Little Jacks Creeks so the dilution effect seen in the Bruneau River isminimized. In
fact, the mgjority of water in the Jacks Creek system is derived from agricultural waste waters and aquaculture
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facilities. The data collected by IDEQ and the current land use practices in the Jacks Creek watershed indicate that
TP loading into the system increases just after spring runoff and continues through the irrigation season.
Additionally, some of the areas adjacent to the stream are used as spring and winter pastures for range cattle,
increasing the likelihood of elevated TP levels during the winter. With the apparent year-round elevated |oadings of
TP from avariety of sources, no seasonal component can be clearly seen. However, the beneficial usesin the stream
are more likely to beimpaired in the early spring through summer period. This period isthe time of year when the
aguatic plant community is growing the most rapidly thereby creating the nuisance aquatic vegetation water quality
standard violations. Theload capacity during this critical growing season period would be based on the some value
from the descending limb of the annual hydrograph. As aconservative approach, IDEQ will use the low, average,
summer flow which will result in alower load capacity than would using an average discharge of spring to summer
flows. Datacollected by IDEQ indicates that this valueis 0.14 cms (see figure 17).

3222 Dissolved Oxygen

The critical period for low dissolved oxygen in Jacks Creek is unknown at this time due to data gapsin the
monitoring record. However, the critical period can be determined from the life history and biology of the aguatic
plant community that is likely to cause the impairment. It is known that as the aquatic plant community increases
that nighttime DO levels drop due to the dark respiration phase of a plants metabolic cycle. What is unknown isthe
time of year that the community becomes large enough to cause the DO levelsto drop below state water quality
standards. The most likely time of year for thisto occur is early to mid summer. It isunlikely that the community
would be large enough in the spring to cause such impairment as the community has just begun to grow. Given the
amount of excess nutrientsin the system, IDEQ feels confident that an excessive amount of plant biomass can and
does occur in the system. It isassumed that by the early part of the summer nighttime DO sags occur.

An additional factor in the life history of the aquatic community extends the critical period through the summer into
thefall of any given year. Asthe community matures, most aquatic plants begin to slough off biomass. When this
excess biomass begins to decompose, the biological oxygen demand increase further depleting a system of the
required DO. Aswater temperatures and light levels begin to drop, more of the plant community begins to senesce.
With this senescence, more oxygen is depleted due to the decay of the now large amounts of plant biomass.

IDEQ will base the DO critical period on the above assumptions. Therefore, the critical period isthetime of year
when the aquatic plant community is just past the time in which the plants are growing the most rapidly thereby
creating the nuisance aquatic vegetation water quality standard violations through the end of fall when most of the
plant have died back and have begun the decay process. Theload capacity during this critical period would be based
on some value between the end of the descending limb of the annual hydrograph and the beginning of winter low
flow. Asaconservative approach, IDEQ will use the average low summer flow, which is 0.14 cms.

3.2.2.3 Bacteria

The data collected and presented by IDEQ in section 2.4.2 of this report suggests that bacterial contamination occurs
almost year-round. Bacteria counts are at elevated levelsin the system at all times. Measured concentrations were
at maximum levels early in the growing season and fell only slightly throughout the summer. Bacteria
contamination began to increase againin the fall. The data collected by IDEQ and the current land use practicesin
the Jacks Creek watershed indicate that bacterialoading into the system increases just after spring runoff, and goes
through theirrigation season. Additionally, some of the areas adjacent to the stream are used as spring and winter
pastures for range cattle, increasing the likelihood of elevated bacteria contamination levels during the winter. With
the apparent year-round elevated loadings of bacteriafrom avariety of sources, no seasonal component can be
clearly seen. However, the beneficial usesin the stream are more likely to be impaired in the summer through the
winter. Thisisthetime of year when the creek will likely be used for the recreational activities such as fishing and
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duck hunting. The load capacity during this critical use period would be based on the some value from summer or
winter base flow limb of the annual hydrograph. Asaconservative approach, IDEQ will use the low, average,
summer flow regime of 0.14 cms.

3224 Sediment

The data collected and presented by IDEQ in section 2.4.2 of this report suggests that suspended sediment is
elevated in Jacks Creek in the early spring during higher flows. The potential beneficial use impairment from this
seasonal spike in suspended sediments is warm water biota and recreational uses. The warm water biotawould be
impaired by apotential loss (suffocation) of eggsin warm water fishes as the males are guarding the nests. Crappie
begin this activity as water temperatures reach 14E C and in Jacks Creek this corresponds with end of May first of
June. Flows during this period are typically near low summer flows. Therefore, IDEQ will use 0.14 cms (see figure
17) asthe design flow for the sediment TMDL as well as for the Bacteria and Nutrient reduction TMDLs.

323 Clover Creek

The data collected and presented by IDEQ in section 2.4.6 of this report suggests that bacterial contamination occurs
at the end of the summer period in Clover Creek. However, the bacteria counts are at relatively low levelsin the
system at most times. The data collected by IDEQ and the current land use practices in the Clover Creek watershed
indicate that bacterialoading to the system has the potential to increase during the rangel and-grazing season
depending on rotational patterns within the various allotments. Consequently, IDEQ will assume that the beneficial
uses in the stream are more likely to be impaired in the late summer period. The load capacity during this critical
use period would be based on a base flow rate on the annual hydrograph. Asaconservative approach, IDEQ will
use the low, average, summer flow. Because discharge in this stream approaches zero in some years during the
summer, IDEQ will use the minimum flow value to which water quality standards apply. Thisvalueis0.03 cms.

324 Three Creek

The data collected and presented by IDEQ in section 2.4.7 of thisreport suggests that suspended sediment
impairment does not occur at any timein Three Creek. However, surface fines measurements taken in the late
summer indicate that beneficial use impairment has occurred. Based on best professional judgment, IDEQ assumes
that the surface fines measurements would likely be at maximum levels following spring runoff and into low flow
periods. During these times water velocity would not be sufficient to entrain the sediment into the water column and
transport it out of the system. Additionally, during this period growth and production of the aquatic invertebrates
would be limited due to habitat homogenization. Salmonid spawning and rearing habitats would be impaired until
higher velocity flows returned to the system in the form of a spate or the following year’ s runoff. The data collected
by IDEQ and the current land use practicesin the tributary watershed indicate that sediment loading to the system
has the potential to increase during the rangeland-grazing season as bank erosion is increased due to mechanical
erosion of the banks by the cattle. Consequently, IDEQ will assume that the beneficial usesin the stream are more
likely to be impaired in the late spring through summer. Theload capacity during this critical use period would be
based on the some value from summer base flow [imb of the annual hydrograph. Asaconservative approach, IDEQ
will use the low, average, summer flow regime. Because discharge in this stream approaches zero in some years
during the summer, IDEQ will use the minimum flow value to which water quality standards apply. Thisvalueis
0.03cms.

Bruneau River Subbasin Assessment and TMDL 97




33 Estimate of Existing Pollutant Wasteloads from Point Sour ces

This section describes the pollutant |oads from the various point sources located within each segment. The

wastel oad estimates from the two sources were estimated from design capacity and permit limits provided under the
specific facilities NPDES permit.

331 Bruneau River

There are no point sources located within the watershed of the Bruneau River.

3.3.2  JacksCreek

There are two point sources located within the watershed of Jacks Creek (Table 26).

Table 26. POINT SOURCESWITHIN THE JACKS CREEK WATERSHED.

Facility Permit Numbers Dischar ge (cms) Monthly Average Wasteload
Concentration pounds/day

May 2000 Limit

Discharge mg/L TSS (Permit

Monitoring Report Limit 0.2 mg/L)

Ace Development New #1DG130123

USA, Inc. Old permit # 0.08 0.49 mg/L 3.39 kg/day
ID0027871

Arraina Inc. New #1DG130122
old permit # 0.1 0.25 mg/L 2.16 kg/day
ID0027863

Total 5.55 kg/day

333  Sugar Creek

There are no point sources located within the watershed of Sugar Creek.

3.34  Wickahoney Creek

There are no point sources |ocated within the watershed of Wickahoney Creek.
335  Hot Creek

There are no point sources located within the watershed of Hot Creek.

336  Clover Creek

There are no point sources located within the watershed of Clover Creek.

337  ThreeCreek

There are no point sources located within the watershed of Three Creek.
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338  Cougar Creek

There are no point sources located within the watershed of Cougar Creek.

339 Poison Creek

There are no point sources located within the watershed of Poison Creek.

34 Estimate of Existing L oads from Nonpoint Sources

Estimates of existing nonpoint source pollutants were based on the best available data at the time of thiswriting. In
al instances, the land uses (as defined by IDWR GI S coverages using fifth field HUCs or stream corridor model)
and the corresponding percentages of those land uses were used to partition the loads. The loads for a particular
land use were developed by applying the percentages from above to an estimated total load developed from

monitoring results and flow in the various segments and tributaries. See Tables 27 through 30.

341 Bruneau River

Table27. EXISTING NONPOINT SOURCE NUTRIENT LOADSIN THE BRUNEAU RIVER SEGMENT

Critical Period Non-critical Period
Land Use Watershed Approach Per cent Estimated Nutrient Load Estimated Nutrient Load
Use from Monitoring and from Monitoring and
Average Annual Average Annual
Hydrograph (kg/day) Hydrograph (kg/day)
Dryland Agriculture 0.3 0.09 0.16
Irrigated Agriculture 30.8 9.33 16.94
Range Land 64.5 19.55 35.48
Riparian and water 4.4 133 242
Total 100.0 30.31 55.00
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3.4.2 JacksCreek

Table 28. EXISTING NONPOINT SOURCE LOADSIN JACKS CREEK AND SUGAR VALLEY WASH

Estimated Nutrient L oad Estimated Bacteria L oad
Land Use- River Corridor Percent | from Monitoring (kg/day) from Monitoring
Approach Use (May 2000) (CFUM9/day)
Irrigated Agriculture (gravity) 191 114 40
Irrigated Agriculture 332 1.98 70
(Sprinkler)
Range Land 128 2.55 0
Riparian and Water 4.9 0.29 10
Total 100.0 5.96 210

3.4.3 Clover Creek

Table 29. EXISTING NONPOINT SOURCE LOADSIN CLOVER CREEK

Land Use- Watershed approach Per cent Estimated Bacteria L oad
Use from Monitoring
(CFUM9/day)
Range Land 88.6 97
Riparian 114 13
Total 100.0 110
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3.4.4 Three Creek

Table 30. EXISTING NONPOINT SOURCE SEDIMENT LOADSIN THREE CREEK

Land Use- Watershed approach Per cent Estimated Sediment Bed Load (kg/day) Estimated from TSS
Use Load and Hydrological Guidelines

Range Land 831 446.79

Irrigated Agriculture 3.2 17.24

Riparian 13.7 73.48

Total 100.0 537.51

35 Load Capacity and Margin of Safety

The Clean Water Act requiresthat a TMDL be developed from aload capacity. A load capacity isthe greatest
amount of load that awater body can carry without violating water quality standards. In those instances where there
are numeric water quality standards, the load capacity of awater body for different pollutants can be very
straightforward. Those pollutantsin the Bruneau River TMDL ; however , do not apply to numeric water quality
standards; rather they apply to the narrative standards (e.g.. IDAPAS§ 58.01.02.200.03 “...surface waters shall be
free from deleterious materials in concentrations that impair beneficial uses’), asreferenced in section 3.1 of this
document. Asaresult, the load capacity of the various segments and tributaries in the Bruneau River Subbasin were
estimated from the flow records available from USGS or IDEQ, and a variety of sources relating concentrations of
pollutant to effects on “beneficial uses’ or aquatic communities. Other sources used for concentrations were the
Clean Water Act, the Code of Federal Regulations, USEPA recommendations and guidelines, other states water
quality standards, other TMDL s written by the state of Idaho and submitted to or approved by USEPA, and
scientific papers from refereed journals. Load capacities developed from sources other than the state of Idaho’s
water quality standards will be reviewed at such time that numeric standards are adopted and codified by the state of
Idaho following negotiated rule making. Additionally, load capacities were developed from flow regimes identified
ascritical periods. In some cases, these critical periods were low flow conditions during a particular season. In
other cases, the flow regime during the critical period was determined to be at or near zero. In these cases, the
lowest flow that water quality standards apply, which is 0.14 cmsfor recreational uses and 0.03 cms for aquatic life
uses (IDAPA 858.01.02.070.07) was used to determine load capacity.

In addition to estimating aload capacity a given water body can carry, the Clean Water Act includes statutory
requirementsforaMOSinaTMDL. The MOS isintended to account for uncertaintiesin available data or in the
actual effect controls will have on load reductions and the receiving water body’ s water quality. The MOS may be
implicit, such as conservative assumptions used in various cal culations, specifically those of loading capacity,
wastel oad allocations, and load allocations. Otherwise, aMOS must be clearly defined. For the Bruneau subbasin
TMDLs, an explicit MOS will be set at 10 percent for all pollutant water body combinations. In addition, any
conservative approaches used in the various calculations required by aTMDL will beincluded as an implicit
component of the MOS. Theimplicit MOS; however , will not be clarified further. Rather, it will be assumed that
conservative approaches taken throughout the document will have been sufficiently identified in appropriate
sections.
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The load capacity and |oading analysis models for the various streams and pollutants were derived from a mass

balance approach of monitoring data, upstream monitoring, downstream monitoring, source monitoring, and

estimations of loads from that data. Linksto the water quality targets and beneficial uses were drawn from other

TMDLs completed by the state of Idaho, USEPA guidelines and recommendations, and scientific literature sources.

The equations used to determine the different load capacities for the various waterbodies follow the general formula:
Target * Critical Period Discharge * Conversion Constant = Load Capacity.

The Bruneau River nutrient load capacity:

0.05mg/L TP* 5.66 cms* 5.39 = 53.9 pounds/day TP (during the critical period)
0.05 mg/L TP* 21.32 cms*5.39 = 202.9 pounds/day TP (during the non-critical period)

Jacks Creek Nutrient Load Capacity
0.05mg/L TP* 0.14 cms* 5.39 = 1.35 pounds/day TP
Jacks Creek Bacteria Load Capacity
100cfu * 0.14 cms* 0.87 = 12 cfu"9/day
Three Creek Sediment Load Capacity
50 mg/L TSS* 1.5 (TSS bed load conversion) *0.03 cms* 5.39 = 404.25 pounds/day
Clover Creek Bacteria Load Capacity
100cfu * 0.14 cms* 0.87 = 12 cfu™9/day
3.6 Total Maximum Daily L oads

The following tables (31 through 35) are the load capacity, background, wastel oad all ocations, load allocations, and
unallocated loads for each segment and pollutant in the Bruneau River Subbasin.
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36.1 Bruneau River Nutrient TMDL

Table31. BRUNEAU RIVER NUTRIENT ALLOCATIONS

Facility or L oad Background Margin Of | Wasteload Load

Land Use Capacity Safety Allocation Allocation
kg/day

Dryland 0.06

Agriculture

Gravity 2.56

Irrigated

Agriculture

Sprinkler 297

Irrigated

Agriculture

Rangeland 11.73

Riparian 0.79

CAFOs 0.0

Total 24.45 4.02 244 0.0 17.98

362 Jacks Creek Nutrient TMDL

Table 32. JACKS CREEK AND SUGAR VALLEY WASH NUTRIENT ALLOCATIONS

Facility or Land Use Load Margin Of Wasteload Load
Capacity Safety Allocation Allocation
kg/day

Gravity Irrigated 0.055

Agriculture

Sprinkler Irrigated 0.096

Agriculture

Rangeland 0.124

Riparian 0.014

Arraina Inc. 0.14

Ace Development USA, 0.12

Inc

CAFOs 0.0

Total 0.61 0.06 0.26 0.29
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36.3 Jacks Creek Bacteria TMDL

Table 33. JACKS CREEK AND SUGAR VALLEY WASH BACTERIA ALLOCATIONS

Facility or Land Use L oad Margin Of Wasteload L oad
Capacity Safety Allocation Allocation
cfu”9/day

Gravity Irrigated 2

Agriculture

Sprinkler Irrigated 4

Agriculture

Rangeland 5

Riparian 0

Arraina Inc. 0

Ace Development USA, 0

Inc

CAFOs 0

Total 12 1 0 11

364  Three Creek Sediment TMDL

Table 34. THREE CREEK SEDIMENT ALLOCATIONS

Facility or Land Use L oad Margin Of Wasteload L oad
Capacity Safety Allocation Allocation
kg/day

Irrigated Agriculture 5.28

Rangeland 137.15

Riparian 22.61

CAFOs 0

Total 183.37 18.33 0 165.04

365  Clover Creek Bacteria TMDL

Table35. CLOVER CREEK BACTERIA ALLOCATIONS

Facility or Land Use L oad Margin Of Wasteload L oad
Capacity Safety Allocation Allocation
cfu”9/day

Rangeland 10

Riparian 1

CAFOs 0

Total 12 1 0 11

37 Reasonable Assurances and | mplementation Schedule

The objective of the Bruneau River TMDL isto allocate allowable loads among different pollutant sources so that
the appropriate control actions can be taken and water quality standards achieved. The total pollutant load to awater
body is derived from point, nonpoint, and background sources. The Bruneau River TMDL has attempted to
consider the effect of all activities or processes that cause or contribute to the water quality limited conditions of not
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just the waterbodies listed on the 1998 §303(d) list, but rather all potential sources. Control measures to implement
thisTMDL are not limited to NPDES authorities, but are based on the reasonabl e assurance that state and local
authorities and actions to reduce nonpoint source pollution will also occur. “There must be assurances that nonpoint
source control measures will achieve expected load reductionsin order to allocate a wastel oad to a point source with
aTMDL that also allocates expected nonpoint source load reductions (USEPA 1991).” The Bruneau River TMDL
has |oad allocations and wastel oad allocations cal culated with margins of safety to meet water quality standards.
The allocations; however , are based on estimates that have used available data and information. Therefore,
monitoring for the collection of new datais necessary and required. For the Bruneau River TMDL the reasonable
assurance that it will meet its goal of water quality standards is based on three components: 1) point source NPDES
permits that will require monitoring for the generation of new datathat will be used for wasteload allocation
concerns; 2) nonpoint source implementation of BMPs based on land management agencies' assurance that
reductions will occur; and 3) trend monitoring that will be used to document relative changesin various aguatic
organism populations and in physical and chemical water quality parameters over a 10-year period in conjunction
with data from various agencies, organizations, and water user industries that will assess overall progress towards
attainment of water quality standards and related beneficial uses.

3.7.1 Point Source

“Both technol ogy-based and water quality-based controls are implemented through the NPDES permitting process.
Permit limits based on TMDLSs are called water quality-based limits. Wasteload all ocations establish the level of
effluent quality necessary to protect water quality in the receiving water and ensure attainment of water quality
standards. Once allowabl e |oadings have been devel oped through wastel oad allocations for specific pollution
sources, limits are incorporated into NPDES permits’ (USEPA 1991).

For the Bruneau River Subbasin, the following table (Table 36) describes the short-term and long-term goals that are
prescribed for point source industries and IDEQ-TFRO that will insure reasonable assurance that point sources will
comply with their reduction plans per pollutant.

Table36. SHORT- AND LONG-TERM GOALSFOR POINT SOURCESAND IDEQ ON A POLLUTANT
BASIS

Nutrients Explore aternative nutrient reduction methodol ogies; work with IDEQ-BRO to ensure
compliance with nutrient TMDL

Sediment Continue monitoring suspended solids as a component of nutrient reductions

Low DO Meet DO targets; assess nutrient reduction goals to determine compliance with DO TMDL

Temperature Re-evaluation of temperature criteria via project study by IDEQ-State Office

Flow No flow TMDL; Conservation flows encouraged

3.7.2  Nonpoint Source

“When establishing permits for point sourcesin the watershed, the record should show that in the case of any credit
for future nonpoint source reductions: 1) there is reasonabl e assurance that nonpoint source controlswill be
implemented and maintained; or 2) that nonpoint source reductions are demonstrated through an effective
monitoring program “ (USEPA 1991). Essentially, reasonable assurance for nonpoint sources means that
unenforceable actions will result in the load allocations for nonpoint sources required by the Bruneau River SBA-
TMDL. At aminimum, thisincludes the following five assurances.

1. Demonstration of the availability of funds to implement the unenforceabl e actions (USEPA 1998). Funding
sources currently available include 8319, SAWQP, Environmental Quality Incentive Program (EQIP) (USDA-
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NRCS), and Conservation Reserve Program (CRP) (USDA-NRCS-Farm Service Agency). 8319 funding asa
consequence of the 8303(d) list process has taken on a more focused approach in screening TMDL implementation.
For example, it is quite possible that linkage to a TMDL within a project areawould carry amore favorable view,
particularly if it were linked to its TMDL implementation activity. The implementation of BMPs from a holistic
resource management system approach that addressed all pollutant sources could be considered important aswell.
In addition, the support from an existing watershed advisory group could carry some weight in the project being
considered. SAWQP, on the other hand, is currently undergoing revision via Senate Bill 1135 that considers
“Program Neutral Planning”, or implementation planning. A 3-tier approach, much like the stream corridor model,
is used to consider the riparian corridor, the adjacent lands, and the uplands. The 1996 USDA Farm Bill
Conservation Provisions, EQIP, became promulgated as afinal rule on May 22, 1997. The purposes of the program
are achieved through the implementation of a conservation plan that includes structural, vegetative, and land
management practices on eligible land on 5- to 10-year contracts. Finally, the CRP isaimed at reducing soil
erosion, reducing sedimentation into streams and lakes, and protecting food and fiber, and thus improves water
quality through establishing wildlife habitat and enhancing forest and wetland resources. Through cost sharing,
farmers are encouraged to convert highly erodable cropland or other environmentally sensitive acreage to vegetative
cover, wildlife plantings, trees, filter strips, or riparian buffers. According to NRCS, each acre under CRP contract
reduces erosion by an average of 19 tons of topsoil per year. Additional funding sources for water quality
improvements are available. Therefore, the Bruneau Subbasin citizen groups will, upon acceptance of the Bruneau
River TMDL, seek after such available funds with the express purpose of funding implementation projects that
strive to clean up the water quality listed streams.

2. “Description of the process for entering into any necessary agreements (such as with various federal, state, and
local agencies/entities, private landowners, others) to carry out such unenforceabl e actions and the probability of
success in achieving such agreements’ (USEPA 1998). IDEQ-TFRO is prepared to discuss with any federal, state,
local agency/entity, or private landowner the possibility of carrying out such unenforceable actions through the
signing of necessary agreements to achieve success on the water quality limited water bodies. Such agreements will
be pertinent to the restoration of beneficial uses and water quality standards and may include water quality
monitoring. Additionally, IDEQ-TFRO supports the USFS and USBLM Protocol for Addressing Clean Water Act
Section 303(d) Listed Waters (USFS, USBLM, USEPA 1999) which isto “protect and maintain water quality where
standards are met or surpassed, and restore water-quality-limited waterbodies within their jurisdiction to conditions
that meet or surpass standards for designated beneficial uses.”

3. “An assessment of the likelihood of continuation of governmental programs (e.g., Conservation Reserve
Program) that are planned to assist in implementation” (USEPA 1998). According to the most recent survey by the
U.S. Department of Commerce on the availability of funds over the next 15-20 yearsit is estimated that 10-15
percent of the national budget will be increased from the current 5-10 percent. state funding in Idaho is already
ongoing due to Idaho Code §39-3601 et seq. and all that relates to this for point and nonpoint source industries.
Current programs, like CRP and EQIP, will continue to be funded so long as they meet the full purposes for which
they were funded. No funding program; however , islong-lived and is highly dependent on changesin
administrative opinion.

4. “Ananalysis of the anticipated effectiveness of the management measures (a demonstration of how, if
implemented, they will actually lead to desired reductions; an evaluation of the success of existing/prior programs
calling for similar controlsin the watershed or a similar watershed may be used in thisanalysis)” (USEPA 1998).
CRPisnot anew program, and has an erosion reduction potential of 19 tons/acre/year. Itsviability is dependent on
the number of new highly-erodable acres that are available in the area of concern. EQIP, on the other hand, isanew
program and is evolving yearly to include new acreages that are directed at water quality limited stream segments.
Currently, the Soil Conservation Commission, and the NRCS, in conjunction with local SCDs, are looking at
funding sources for BMP development on several water quality limited stream segments.
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5. “An estimate of the time required to attain applicable water quality standards and a demonstration that the
standards will be met as expeditiously as practicable” (USEPA 1998). It isexpected that management actions and
control actions called for to implement the Bruneau River Subbasin TMDL will begin immediately after approval of
the TMDL submittal to USEPA. The Bruneau River Subbasin TMDL is designed with the goal of expeditiously
attaining compliance with water quality standards, particularly in defining and repairing water quality impairments
through the stream corridor approach. It isthe belief of IDEQ-TFRO that attainment of water quality standards and
beneficial useswill be met as expeditiously as practicable within the 10-year allotted time frame with
implementation of management and control actions. In the event that beneficial uses are not attained, then the
feedback loop as a component of adaptive management in conjunction with monitoring will be used for re-
evaluation for implementation of more stringent measures if needed. The following describes the proposed phased-
approach at achieving beneficial uses and state water quality standards.

PHASE 1

Years1-5

In thefirst phase, watersheds and stream corridors (within the 3 km) would be reviewed over afive year period for
the development of critical acres that directly impact the segment. These critical acres would be defined by the land
management agency during the implementation phase of the TMDL. Critical acres could include acreages outside
the stream corridor if a portion of the areaincluded the stream corridor. Within thefirst five years, all water quality
limited stream segments would have land management plans devel oped that specifically target the reduction of listed
pollutants. These land management plans become the critical focus of the implementation plan for nonpoint

sources. Monitoring would be specifically defined to determine if BMPs were functional and the overall goals of
the Bruneau River Subbasin TMDL were met.

Year 3

In year three, apreliminary evaluation of the water quality limited stream segments for BMP implementation via
funding will be conducted by the land management agencies and IDEQ so that the goals of the Bruneau River
Subbasin TMDL are being met.

Year 5
Inyear five, the land management agencies and IDEQ will conduct are-evaluation of the land management plans
and their funding, so those goals of the Bruneau River Subbasin TMDL are in compliance and being met.

PHASE 2

Years5-10

In the second phase, or in yearsfive-ten, critical acres would be defined for acres outside the stream corridor but
within the fifth field HUC watersheds-of-concern that affect the water quality limited stream segments. These
critical acreswould be defined similarly asin the first phase and according to the engineering design(s) of the land
management agencies. Critical acres could include acreages within the stream corridor if a portion of the acres were
included outside the stream corridor. Land management plans would also be devel oped and included as addendums
to the particular water quality limited stream segment.

Year 8

In year eight, the land management agencies and IDEQ will conduct a preliminary evaluation of additional segments
in the watersheds-of-concern for compliance with the Bruneau River Subbasin TMDL.
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Year 10

In year ten, the land management agencies and IDEQ will conduct a re-evaluation of the land management plans and
their funding. Under the provisions of the Bruneau River Subbasin TMDL, the Bruneau River Subbasin citizen
groups in conjunction with IDEQ would review the land management plans and the monitoring data to ascertain if
beneficial uses and water quality standards have been met.

Y ears 10-15

If it isascertained in year ten that beneficial uses and water quality standards are met, then the Bruneau River
Subbasin TMDL will be maintained for an additional five years. If at the end of the additional five years beneficial
uses and water quality standards are met by any or all water quality limited stream segments, then IDEQ with
support of the industries will maintain the nonlisted status of those streams (assuming that imposed measures are
continued and maintained). If itisdetermined in year ten that beneficial uses and water quality standards are not
met, then are-evaluation and re-allocation of more stringent permit limits for point sources will be conducted by
USEPA and IDEQ, and more effective BMPs will be sought, defined, and implemented in the defined critical acres
or in those areas that are causing the most damage to water quality by nonpoint sources.

6. “Measurable milestones for determining whether the implementation plan is being properly executed, and for
determining whether applicable water quality standards are being achieved” (USEPA 1998). Short-term and long-
term milestones are defined for point sources (see Table 36) and nonpoint sources (Table 37) and are sufficient to
demonstrate adherence to the implementation plan. The measurable milestones include maintaining and meeting
target reductions as defined in effluent permit limits for point sources, and maintaining and meeting target best
management plans as defined by the land management agencies and the industry. Quantification of goalswill be
defined in an overall trend monitoring plan developed by IDEQ and the Bruneau Subbasin citizens groups.
Additionally, the previous sub-section (5.) includes the phased-approach over a 10-year period for attainment of
beneficial uses and state water quality standards by nonpoint source industries.

7. In accordance with §319 (8)(1)(C) of the Clean Water Act, IDEQ, in conjunction with land management agencies
isprepared to identify additional BMPs and measures to control nonpoint sources causing or contributing to
nonattainment of water quality standards, and provide for these sources to reduce, to the maximum extent
practicable, the level of pollution they contribute (USEPA 1993). In conjunction with this provision, IDEQ with
land management agencies shall:

a. review the BMPs and measures that were identified for nonpoint sources and revise them as necessary to assure
that they continue to produce the maximum practicable pollution reduction;

b. identify any additional nonpoint sources (or classes of honpoint sources) that should participate in achieving the
goals of the Bruneau River Subbasin TMDL;

c. identify any additional management measures and/or controls that, to the maximum extent practicable, will
reduce the pollution of concern from nonpoint sources in the effected water; and,

d. exercise or seek after any additional legal authorities to address nonpoint sources, as necessary, beyond those
defined in the Idaho Agricultural Pollution Abatement Plan for irrigated agriculture, or the specific best management
plans defined for rangeland, forestry, CFOs, and/or stormwater.

For the Bruneau River Subbasin, the following table describes the short-term and long-term goals that are

prescribed for nonpoint source industries and IDEQ-TFRO that will insure reasonabl e assurance that nonpoint
sources will comply with their reduction plans per pollutant.
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Table37. SHORT- AND LONG-TERM GOALSFOR NONPOINT SOURCES AND IDEQ ON A
POLLUTANT BASIS

Pollutant Industry Year 1 Year 3 Year 5 Year 8 Year 10
(2001) (2003) (2005) (2008) (2010)
Agriculture | Develop management plan M eet target Maintainfor | Re-
and identify critical acres BMP 5 moreyears | evaluation
reductions
TP
Grazing Starting Review target | Meet target Maintainfor | Re-
BMPs BMP BMP 5 moreyears | evaluation
reductions reductions
IDEQ and Maintain database; review Review Review BMP | Review &
Land NPS efficacy data; seek target BMP maintenance | evaluate
Mgmt funding reductions BMPs
Agency
CFOs Zero Discharge Evaluation Zero Re-
Discharge evaluation
Agriculture | BMPimplementation along | Evauation Maintainfor | Re-
Per cent Fines with some efficacy 5 moreyears | evaluation
monitoring
Grazing Starting Review target | Evaluation Maintainfor | Re-
BMPs BMP 5moreyears | evaluation
reductions
IDEQ and Maintain data base; review Review Review BMP | Review and
Land NPS efficacy data; seek target BMP maintenance | evaluate
Mgmt funding reductions BMPs
Agency
Meet TP goals
DO
Temperature Re-evaluation of temperature criteriavia project study by IDEQ-State Office
Flow No flow TMDL; conservation flows encouraged
Each industry will be responsible for the development of an annual summary review of
Industry Plans assessment of water quality goals and targets for the Bruneau River Subbasin.
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3.7.3  Trend Monitoring Plan Goal

Idaho Code 39-3621 provides that the designated agencies, in cooperation with the appropriate land management
agency and IDEQ shall ensure BMPs are monitored for their effect on water quality. The monitoring results shall be
presented to IDEQ on a schedul e agreed to between the designated agency and IDEQ. Where no monitoring
program exits, or where additional assessments are needed, it is necessary for states to design and implement
monitoring plans. The objectives of monitoring include assessing water quality standards attainment, verifying
pollution source allocations, calibrating or modifying selected models, calculating dilutions and pollutant mass
balances, and evaluating point and nonpoint source control effectiveness. Intheir monitoring programs, states
should include descriptions of data collection methodologies and quality assurance/quality control procedures and a
review of current discharger monitoring reports. When possible, states should be integrated with volunteer and
cooperative monitoring programs. The monitoring programs will provide a sufficient database for assessment of
water quality standard attainment and additional predictive modeling if necessary (USEPA 1991). In effect,
monitoring provides the information needed to evaluate management. |mplementing BMPs and monitoring trends
will be used to determine which management measures and BM Ps are being implemented, whether management
measures and BM Ps are being implemented as designed, and the need for increased efforts to promote or induce use
of management measures and BMPs. It may be necessary to modify current or proposed monitoring programs to
those that are more in line with an adaptive management style for the watershed. See section 3.7.6 for more
information on feedback loop and adaptive management. Data from implementation monitoring, used in
combination with trend monitoring, will be useful in meeting the following objectives.

1. To evaluate BMP effectiveness for protecting soil and water resources. The plan will assess whether
management measures or control actions are being implemented as planned and if they are effective. Thisiscritical
to the efficacy monitoring that will be conducted by all industries and IDEQ and to the trend monitoring plan so as
to meet the goals and demands of the Bruneau River Subbasin TMDL in meeting beneficial uses and water quality
standards. Idaho Code 39-3603 provides that “the existing in-stream beneficial uses of each water body and the
level of water quality necessary to protect those uses shall be maintained and protected.” Only through water quality
monitoring and BURP assessment can the achievement of water quality goals be determined.

2. Toidentify areasin need of further investigation.

3. To establish areference point of overall compliance with BMPs. Efficacy monitoring will be the responsibility
of al industries and IDEQ. Establishing areference point to bring about comparison statisticsis critical to the
success of the trend monitoring plan, or any monitoring plan that supports the Bruneau River Subbasin TMDL.

Such compliance pointsin the Bruneau River Subbasin will include the Bruneau River at Highway 51 bridge, Jacks
Creek at Highway 78 crossing, Clover Creek at Clover Crossing, and Three Creek at confluence with Clover Creek.
Compliance points for all tributaries and irrigation returnflows will be at the confluence where they discharge to the
water quality limited stream segment.

4. To determine whether farmers are aware of BMPs. Farmers includes operators of farm sites (irrigated and non-
irrigated) and ranchers (grazing). Understanding and applying the correct BMPs is not only the responsibility of the
farmer, but also the land management agency. Only those BMPsdescribed as “authorized BMPs” will be
considered, unless the land management agency promotes and supports a BMP that is not listed or authorized.

IDEQ will support BMPsthat are defined in the Idaho Agricultural Pollution Abatement Plan according to the
NRCS, the Soil Conservation Commission, and the IDL, aswell as grazing BMPs that are defined by NRCS,
USBLM, USFS, and IDL.

5. Toidentify any BMP implementation problems specific to acategory of farm. Thisiscritical to the flexibility of
BMPs. If aBMPisfound to be inadequate for the purposes of the Bruneau River Subbasin TMDL, then the land
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management agency has the right to encourage the farmer to modify the practice to one that is more effective. Itis
the responsibility of the farmer to make the change, aslong asit is voluntary, economically feasible, and still
flexible enough to allow for additional changesif necessary.

6. Toevaluate whether any agricultural practices cause environmental damage. Time constraints were previously
identified in section 3.7.1 (point sources) and section 3.7.2 (nonpoint sources). The Bruneau River Subbasin TMDL
will not support any nonpoint source practice causing damage to the environment.

7. To compare the effectiveness of alternative BMPs. Thiswill come about as various facilities, ranches, and farms
are compared according to the type of BMP applied and the results of such applications. Such comparisonswill be
submitted to the authorizing land management agency for their approval and comment.

8. To assess whether allocations are sufficient to attain water quality standards and beneficial uses.

9. To assessif short-term and long-term milestones are being met. IDEQ will oversee this assessment for al
industries.

10. To describe who will carry out and finance the monitoring activities. Each industry will be responsible for its
own level of compliance monitoring that defends its short-term and long-term goal attainment. Compliance
monitoring includes, but is not limited to IDEQ monitoring for water quality in the various segments, the trend
monitoring plan to be developed by the Bruneau Owyhee County SCD, and the NPDES required ambient water
quality monitoring.

3.7.4  Lega Authoritiesthat Defend Control and Management Actions

For point sources, IDEQ operates under the auspices of the NPDES federal permit program that is under the primacy
of USEPA for aquaculture and municipalities. USEPA operates and enforces the permit, while IDEQ assists with
inspections, compliance monitoring, and technical assistance. IDEQ; however , has statutory rights over the NPDES
permits through its 8401 Water Quality Certification for specific parameters. Under this certification, IDEQ can
impose more stringent limits or monitoring requirements than what USEPA would request.

For nonpoint source CAFOs, an NPDES stormwater permit is secured by facilities that allows for discharge on a
once per 24-hours during a 25 + year storm event. The Idaho Dairy Pollution Prevention Initiative Memorandum of
Understanding signed by, IDEQ, Idaho Department of Agriculture, and USEPA allows Idaho Department of
Agriculture to conduct the inspections for all CAFOs. 1daho Department of Agriculture has the statutory authority
to revoke milk permits for recalcitrant operators.

For nonpoint sources like agriculture and grazing, no NPDES permits are required for discharging to canals, waters

of the state, or waters of the United States. BMPs are supported and encouraged by IDEQ according to the
recognized land management agencies that provide guidance and technical assistance (Table 38).
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Table 38. RECOGNIZED LAND MANAGEMENT AGENCIESIN THE TMDL PROCESS

Nonpoint Sour ce Activity/BM Ps

Land Management Agency

Code/Regulations

Grazing with approved BMPs

Idaho Soil Conservation
Commission, |daho Board of Land
Commissioners

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03

Grazing for development,
implementation, and revision of
allotment management plan

Idaho Department of Agriculture

Grazing MOU (USFS, USBLM, U
of 1, IDA), Executive Order 98-09
(Allotment Management Plan on
Public Lands)

Crop production with BMPs from
Idaho Agriculture Pollution
Abatement Plan

Idaho Soil Conservation
Commission

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03, IDAPA
§58.01.02.054.07.

Silviculture with approved BMPs

Idaho Department of Lands, |daho
Board of Land Commissioners

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03

Construction siteswith approved
BMPs

| daho Department of
Transportation

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03

Septic tank disposal fields with
approved BMPs

|daho Department of Health and
Welfare (District Health)

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03

Mining with approved BMPs

Idaho Department of Lands, 1daho
Board of Land Commissioners

IC §39-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03

Dairy operations

Idaho Department of Agriculture

Dairy MOU of 1995 (ISDA, IDEQ,
USEPA, and IDA)

Other NPDES activities
(aquaculture)

Idaho Department of Agriculture

IC 839-3602, IDAPA
§58.01.02.003.72, IDAPA
§58.01.02.350.03
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It isevident from ahistorical perspective that to some extent nonpoint source pollution istheresult of activities
essential to the economic and social welfare of the state. 1t isrecognized that the real extent of most nonpoint source
activities prevents the practical application of conventional wastewater treatment technologies. However, nonpoint
source pollution management, including BMPs, is a process for protecting designated beneficial uses and ambient
water quality. BMPs should be designed, implemented, and maintained to provide full protection or maintenance of
beneficial uses. Violations of water quality standards that occur in spite of implementation of BMPswill not be
subject to enforcement action. However, if subsequent water quality monitoring and surveillance by IDEQ based on
thecriterialisted in IDAPA 858.01.02.200 and IDAPA 8§58.01.02.250, indicate water quality standards are not met
due to nonpoint source impacts, even with the use of current BMPs, the practices will be evaluated and modified as
necessary by the appropriate agencies in accordance with the provisions of IDAPA. |If necessary, injunctive or other
judicial relief may be initiated against the operator of a nonpoint source activity in accordance with the
Administrator of IDEQ’s authorities provided in §39-108 Idaho Code. |n certain cases, revision of the water quality
standards may be appropriate (IDAPA §58.01.02.350.01.a).

So long as a nonpoint source activity “is being conducted in accordance with applicable rules, regulations, and
BMPs.... or in the absence of referenced applicable BMPs, conducted in a manner that demonstrates a
knowledgeabl e and reasonable effort to minimize resulting adverse water quality impacts, the activity will not be
subject to conditions or legal actions... In all cases, if it is determined by the” Administrator of IDEQ “that
imminent and substantial danger to the public health or environment is occurring, or may occur as aresult of a
nonpoint source by itself or in combination with other point or nonpoint source activities, then the” Administrator of
IDEQ “may seek immediate injunctive relief to stop or prevent that danger as provided in §39-108 Idaho Code”
(IDAPA 858.01.02.350.02.8). Other pertinent nonpoint source restrictions may be found in IDAPA
§58.01.02.350.02 and 03.

3.7.5  Connectivity Effect

Pollution reduction management actions and control actions that occur in the Bruneau River Subbasin over the next
10 yearswill have adirect effect on subbasins downstream (CJ Strike Subbasin). This connectivity effect of a
subbasin upon its downstream neighbor subbasin is ahydrological linkage that all TMDLs should address. The
Bruneau River Subbasin in-stream targets for the Bruneau River and Jacks Creek will have a direct effect on
subbasinsinto which they flow; namely, the CJ Strike Subbasin. In the case for the Bruneau River and Jacks Creek,
the upcoming CJ Strike TMDL was adriving factor in determining the nutrient targets (0.05 mg/| TP). Because of
the hydrological modification to the Snake River (the impoundment), stricter requirements for nutrient loads were
required. To establish the connection between the Bruneau River Subbasin and the CJ Strike Subbasin, the lower
targets were adopted. Thisaction will allow for an easier transition for the residents in the Bruneau area when the
CJStrike TMDL isbegun. However, the CJ Strike drainage will not be addressed for TMDL s until the year 2004.
Streams added to subsequent §303(d) listswill be addressed for TMDLs in 2006 and beyond as time permits.

3.7.6  Feedback Loop and Adaptive Management

The feedback loop is acomponent of the Bruneau River Subbasin TMDL strategy that provides for accountability of
plan goals for various pollutants. Aspart of the TMDL process, the Bruneau River TMDL will use adaptive
management as a style and process whereby management of the watershed isinitiated by the state, federal agencies,
and the water user industries, then, an evaluation process will ascertain the direction in which the reductions are
progressing, and, based on monitoring information collected from various agencies, organizations, and water users
refine the goals, targets, and BM Ps based on short-term and |ong-term objectives for ecosystem management of the
Bruneau River watershed. Past management experiences may be used to evaluate both success and failure and to
explore new management options where necessary. By learning from both successes and failures, the Bruneau
River TMDL will beiterative to allow implementation of those techniques which may be most useful and helpful, as
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well as gain insights into which practices best promote recovery for restoration of beneficial uses and state water
quality standards (Williams et al. 1997).

For the Bruneau River Subbasin the main goal is to reach the preliminary in-stream water quality target of 50 mg/L
TSSfor al tributaries and to maintain the low TSS annual mean value already existing in the Bruneau River.
Additionally, for the Bruneau River Subbasin an additional main goal is to reach the preliminary in-stream water
quality target of 0.05 mg/L TP for the Bruneau River and Jacks Creek. Jacks Creek also has a preliminary in-stream
water quality target of >5 mg/L DO. These preliminary targets are set up in thisway to allow for modificationsin
the targets over the next 10-15 yearsto attain beneficial uses and state water quality standards.

In order for the feedback loop to be successful in the Bruneau River TMDL, a concrete mechanism has to be
designed with short-term and long-term goals for the IDEQ-TFRO, industries, and the Bruneau River citizen groups.
These entities must regularly review implementation progress, monitoring results, and evaluate plan effectiveness.
Sufficient flexibility in management plans must be incorporated to alow for corrections in management strategies
that may not be effective in achieving beneficial uses or state water quality standards. Both point and nonpoint
source industries will follow the feedback loop by: 1) identifying critical water quality parameter(s); 2) developing
site-specific BMPs; 3) applying and monitoring BMPs; and 4) effectiveness evaluations of BMPs by comparing
established water quality standards and then modifying the BM Ps where needed to achieve water quality goals.

The IDEQ-TFRO will review all monitoring results for point and nonpoint sources, and will provide an opportunity
for the Bruneau River residents and USEPA to review and comment on an annual basis. Each industry will provide
summary review/reports to the IDEQ-TFRO on its monitoring efforts, strategies, and on-going reduction
mechanisms. Each industry will provideits own datain their reports. Based on these reports and other data, the
Bruneau River Subbasin TMDL will be revised accordingly as an iterative plan. All industry planswill also be
iterative and further developed through adaptive management as new knowledge and technol ogy is discovered for
pollution reduction efforts.

Additionally, because of the diverse nature of the partnerships and commitments within the Bruneau River Subbasin
citizen groups from various agencies, organizations, and water users, both restoration and education efforts will be
guided by IDEQ-TFRO viathe SCD. Thecitizen groups will take advantage of partner technical knowledge,
experience, existing management plans, and resources in determining which types of activities are appropriate for
continued implementation of the Bruneau River Subbasin TMDL. The Bruneau River Subbasin citizen groups will
continue to meet as needed. If needed, atechnical advisory committee may be devel oped through the SCD and
IDEQ. As aresult, the citizen groups will have available to them the technical expertise of biologists, hydrologists,
range conservationists, foresters, and other water quality and watershed specialists. Monitoring done by the various
agencies, organizations, and water users will be evaluated by IDEQ-TFRO, the technical advisory committee, and
citizen groups as a feedback mechanism. Thiswill provide to the citizens of the Bruneau Subbasin an evaluation
that is scientifically based aswell as having an understanding of local constraints. Through such adaptive
management scientific knowledge will be adapted to the task of watershed restoration by the residents of the
subbasin almost immediately.
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5.0 Appendix A

SEGMENT DATE Q TSS| NH4 | TKN N+N TP | TURB | ECOLI
Bruneau up | 08/13/1998 53 1 0.007 | 0.21 | 0.064 | 0.025 3
Bruneau up | 04/25/2000| 1005.61 | 17 | 0.012 | 0.34 | 0.024 | 0.046| 5.5
Bruneau up | 05/11/2000| 1291.59 | 10 | 0.008 | 0.29 0.02 |0.029| 4.2 3
Bruneau up | 06/01/2000| 1306.56 | 17 | 0.014 | 0.21 0.03 0.04 4.4 3
Bruneau up | 06/14/2000 | 1077.49 | 1 0.006 | 0.17 | 0.026 | 0.019| 1.5
Bruneau up | 07/06/2000| 435.85 1 0.011 | 0.15 | 0.077 |0.012| 0.7 6
Bruneau up | 07/19/2000| 220.77 2 0.011 | 0.21 | 0.11 [0.012| 0.65 1
Bruneau up | 08/02/2000| 135.05 2 0.012 | 0.24 | 0.158 | 0.011| 3.6 1
Bruneau up | 08/16/2000| 93.82 1 0.01 0.12 | 0.188 | 0.012| 0.6 2
Bruneau up | 08/31/2000 0.5 | 0.009 | 0.12 | 0.209 | 0.011 | 0.54 4
Bruneau up | 09/12/2000 0.5 | 0.013 | 0.09 0.17 |0.009| 0.4 2
Bruneau up [ 09/21/2000 1
Bruneau low| 08/14/1998 53 0.05( 0.013 | 0.025 | 0.025 | 0.091 190
Bruneau low| 04/25/2000| 1005.61 | 27 | 0.017 | 0.32 | 0.036 | 0.06 6.2
Bruneau low| 05/11/2000| 1291.59 | 17 | 0.018 | 0.34 | 0.041 | 0.041| 5.6 26
Bruneau low| 06/01/2000| 1306.56 | 20 | 0.009 | 0.23 | 0.022 | 0.05 5 43
Bruneau low| 06/14/2000| 1077.49 | 5 0.014 | 0.38 | 0.027 | 0.033| 1.6
Bruneau low| 07/06/2000| 435.85 4 0.036 | 0.38 | 0.0025|0.086 | 1.4 180
Bruneau low| 07/19/2000| 220.77 5 0.034 | 0.45 | 0.008 | 0.072| 1.7 24
Bruneau low| 07/19/2000| 220.77 4 0.035 | 0.42 | 0.009 | 0.073| 1.5 13
Bruneau low| 08/02/2000| 135.05 4 0.019 | 0.72 | 0.0025]| 0.122 4 5
Bruneau low| 08/16/2000| 93.82 6 0.022 | 0.89 | 0.0025| 0.2 2.4 1
Bruneau low| 08/31/2000 6 0.019 | 0.81 | 0.009 | 0.088 | 4.3 180
Bruneau low| 09/12/2000 4 0.024 0.5 0.009 | 0.057 3 40
Bruneau low| 09/21/2000 32
Jacks Creek| 04/25/2000 73 | 0.019 | 0.98 1.71 [0.244 19

Jacks Creek| 05/11/2000 96 | 0.033 | 1.12 1.88 | 0.296 26 2400
Jacks Creek| 05/18/2000 2400
Jacks Creek| 06/01/2000 81 | 0.042 | 1.14 1.43 | 0.302 22 920
Jacks Creek| 06/14/2000 45 | 0.019 | 0.93 1.69 0.21 7.6 710
Jacks Creek| 07/06/2000 8 0.021 | 0.58 1.65 | 0102 2.4 920
Jacks Creek| 07/19/2000 15 | 0.021 | 0.81 1.76 [0.142| 2.8 540
Jacks Creek| 08/02/2000 25 | 0.031 | 1.06 | 2.98 |0.128| 3.7 730
Jacks Creek| 08/16/2000| 3.871 32 | 0.026 | 1.14 | 3.35 |0.188| 5.1 520
Jacks Creek| 08/31/2000 3 0.046 | 1.05 | 3.58 |0.148| 2.3 2100
Jacks Creek| 09/06/2000 240
Jacks Creek| 09/12/2000 26 | 0.035 1 3.09 |0225| 5.7 510
Jacks Creek| 09/14/2000 1100

Bruneau River Subbasin Assessment and TMDL

119




Segment date Q TSS| NH4 | TKN | N+N TP | TURB | ecoli
Jacks Creek| 09/18/2000 1200
Jacks Creek| 09/21/2000 148

Hot Creek | 06/14/2000 0.05| 0.0025( 0.025| 0.673 [0.029| 0.4 45

Hot Creek | 07/06/2000 0.5 | 0.0025| 0.025 | 0.676 | 0.01 | 0.37 1

Hot Creek | 07/19/2000 0.008 | 0.1 0.694 | 0.024 110

Hot Creek | 08/02/2000 5 0.016 | 0.3 0.669 [ 0.054 | 1.9 2

Hot Creek [ 08/16/2000| 0.3225 1 |0.0025|0.025| 0.684 [0.011| 0.4 2

Hot Creek | 08/31/2000 14 [ 0.0025| 0.44 | 0.546 | 0.093 | 1.9 10

Hot Creek | 09/12/2000 0.05| 0.011 [0.025| 0.678 [ 0.016| 0.4 6

Hot Creek | 09/21/2000 82

wick trib | 05/13/2000 31 | 0.022 | 0.35 | 0.568 | 0.096 | 9.6 120

wick trib | 06/01/2000 15 | 0.045 | 0.4 | 0.594 |0.087| 6.8

wick trib | 06/14/2000 920

wick trib | 07/19/2000 290

wick trib | 08/02/2000 9 0.02 0.26 | 0.416 | 0.081 5

wick trib | 08/16/2000 14 | 0.025 | 0.36 | 0.516 | 0.084| 5.1 120

wick trib | 08/31/2000 63 | 0.031 | 0.31 0.44 | 0.129 17 81

wick trib | 09/06/2000 53

wick trib | 09/12/2000 62 0.03 0.43 | 0.783 | 0.171 15 380

wick trib | 09/14/2000 74

wick trib | 09/21/2000 26

wick low | 06/23/1998 9 0.008 | 0.45 | 0.01 | 0.093

wick low 06/29/1998 9

wick low [ 05/11/2000 2 0.014 | 0.25 | 0.0025|0.041| 4.3 610

wick low | 05/13/2000 2 0.014 | 0.25 | 0.0025|0.041| 4.3

wick low | 05/18/2000 120

wick low | 06/01/2000 7 0.038 | 0.65 | 0.013 | 0.08 5 980

wick low | 06/14/2000 82 | 0.038 | 094 | 0.014 |0.276 | 8.4 23

wick low [ 07/06/2000 24

three 04/26/2000 21 | 0.019 | 0.51 | 0.008 | 0.124| 9.2 10
three 05/11/2000 4 0.012 | 0.44 | 0.006 | 0.11 7.7 14
three 05/13/2000| 15.35 10 | 0.022 | 0.36 | 0.01 | 0.088

three 06/01/2000| 9.9865 | 14 | 0.018 | 0.41 | 0.006 | 0.116 | 5.2

three 06/14/2000| 5.2985 3 0.011 | 0.34 | 0.0025| 0.11 0.3

three 07/06/2000| 0.76 2 0.015 | 0.38 | 0.0025| 0.099 | 2.6

three 07/20/2000| 0.265 12 | 0.014 | 0.38 [ 0.0025|0.089 | 4.5

three 08/02/2000| 0.06 20 | 0.028 | 0.68 | 0.0025|0.102| 8.5
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segment date Q TSS| NH4 | TKN | N+N TP | TURB | ecoli
clover upper| 05/10/2000 10 0.02 0.45 | 0.0025| 0.105 41
clover upper| 05/13/2000| 28.592 | 13 | 0.021 | 0.46 | 0.008 | 0.088
clover upper| 06/01/2000| 18.135 8 0.013 | 0.38 | 0.0025|0.118 | 3.9
clover upper| 06/13/2000| 10.559 7 0.013 | 0.35 | 0.0025| 0.087 | 0.6
clover upper| 07/06/2000| 1.86 4 0.013 | 0.36 | 0.0025| 0.08 2
clover upper| 07/20/2000 | 0.9875 5 0.015 | 0.48 | 0.005 | 0.072| 2.5
clover upper| 08/02/2000 | 3.947 7 0.027 | 0.45 | 0.014 | 0.074 4
clover upper| 08/13/2000 39
clover upper| 08/16/2000| 1.6825 6 0.018 | 0.44 | 0.009 | 0.08 2.6 20
clover upper| 08/31/2000 | 0.849 16 0.02 0.51 | 0.018 | 0.091 5 55
clover upper| 09/12/2000| 0.936 3 0.028 | 0.4 | 0.015 [0.062| 3.7 1300
clover upper| 09/19/2000 74
clover upper| 09/21/2000| 1.076 490
clover upper| 09/25/2000 360
clover mid | 08/13/1998 a7
clover mid | 05/10/2000 4 0.019 | 0.55 | 0.0025| 0.085 22
clover mid | 05/13/2000| 27.194 | 5 0.023 | 0.47 | 0.0025| 0.076

clover mid | 06/13/2000| 5.67 4 0.016 | 0.42 | 0.0025|0.048 | 0.3

clover mid | 07/20/2000| 0.4645 6 0.04 | 0.89 | 0.031 | 0.095| 3.8

clover mid | 07/26/2000 100
clover mid | 08/02/2000| 0.055 7 0.034 | 0.39 | 0.006 | 0.097 | 6.4

clover mid | 08/10/2000 100
clover mid | 08/14/2000 74
clover mid | 08/16/2000| 0.9455 | 4 0.026 | 0.66 | 0.03 |0.087| 3.4 48
clover mid | 08/31/2000| 0.029 92 | 0.228 | 1.57 | 0.056 | 0.201 27 2100
clover mid | 09/12/2000| 1.178 6 0.034 | 0.55 | 0.028 | 0.063| 6.2 1600
clover mid | 09/14/2000 1500
clover mid | 09/18/2000 170
clover mid | 09/21/2000| 0.688 47
clover mid | 09/25/2000 22
clover lower| 06/01/2000| 16.167 2 0.014 | 0.49 | 0.005 | 0.07 2.4
clover lower| 07/06/2000| 0.12 1 0.022 | 0.62 | 0.007 | 0.064| 2.4
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6.0 Appendix B

Public Comments

Two letters were received within the deadline set by the public announcement and public comment period, no other
written comments were received. Both letters were electronically submitted to IDEQ viaClyde Lay’se-mail. To
facilitate incorporation into the document the text was inserted into the Bruneau River Subbasin Assessment and
TMDL. IDEQ responses, as appropriate, are in bold faced italics.

Text Copied from Donna Walsh for USEPA. Letter to Clyde Lay, December 19, 2000.

Re  Bruneau Subbasin Assessment and Total Maximum Daily Loads
November 20, 2000 Draft

Thank you for the opportunity to review the draft Bruneau subbasin assessment and Total
Maximum Daily Loads. Overal we believe the assessment is heading in the right direction, but
we have some concerns with the proposed delisting of certain water bodies and with elements of
draft TMDLS, as articulated below.

CJ Strike Reservoir

We recommend clarifying up front in the assessment why the Bruneau arm of CJ Strike
Reservair is not being included in this assessment and TMDL. Technicaly it is located in the
Bruneau HUC, and the 1998 303(d) list shows it being scheduled for TMDL development in
2000. Our understanding from discussions with IDEQ staff is that the Bruneau arm will be
assessed and included in the TMDL for CJ Strike Reservoir in 2004. 1t would help the reader to
explain these circumstances in the Bruneau SBA, and this clarification should also be provided
to plaintiffsin the current Idaho TMDL schedule litigation as it is an apparent deviation from the
schedule established in 1997.

Language explaining the delay of the Bruneau Arm of CJ Strike Reservoir was added to the
SBA.

Annual Averages

The first paragraphs of many of the 2.4.* sections state "Due to the limited number of sampling
periods in the data set, IDEQ's confidence in monthly average concentrations was low.
Therefore, IDEQ will present the information as annual average concentrations.”  Severa
times in the document, a water is assumed to be meeting the water quality standards because the
annual average is below the guideline. However, the targets chosen and the water quality
standards are not given in annua averages, but in monthly averages. The annual averages mask
what is happening in the water. For example in Jacks Creek, because the annual average of
sediment is lower than the 50 mg/L TSS guideline, the document states that it appears

" ..sediment is within the bounds of water quality determined to be supportive of the designated
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beneficial uses..." However, if you look at the data presented in Appendix A, TSS monthly
averages were above the 50 mg/L guideline for three (April, May, and June) of the 6 months
data was available. Annual averages cannot be used in comparison to monthly guidelines and
standards. The monthly data available, though limited, should be presented in the 2.4.* sections,
and used to compare to the monthly TSS targets.

Data presented as annual averages were changed to reflect monthly and daily average targets
and guidelinesin the appropriate sections of the document. Asa result of presenting the data
as monthly and daily values, a TSS TMDL will be completed for Jacks Creek.

Required TMDL elements
Itis very helpful to have sections labeled discussing each of the required TMDL elements.

Water Quality Standards - It is not clear which nutrient guideline applies to the different
waters. For example, in the second paragraph of section 2.4.6 the statement is made "Average
TP concentrations are dightly higher than EPA guidelines at 0.067 mg/L." This statement
appears to be saying the that 0.05 mg/L guideline (for waters going into lakes or reservoirs)
applies. However the next paragraph states that nutrients (at the middle sampling site in the
same water) are below the applicable standard at 0.081 mg/L. Which nutrient guideline applies
to each water should be clearly stated. Since the Bruneau River discharges into CJ Strike
Reservoir, which is also listed for nutrients, it would appear that the target should be no greater
than 0.050 mg/l TP.

The water bodies to which specific nutrient guidelines applies were better clarified. Nutrient
TMDLswill be completed on Jacks Creek and the Bruneau River. Both of these systems flow
into areservoir. Asa result, the nutrient guidelines applied to these waters was 0.05 mg/| total
phosphorus. Comparisons with the daily maximum and monthly average TP guidelines were
better clarified. Data from all other waters were compared to the 0.16 mg/L TP daily
maximum guideline when only one data point existed in a given month. When two or more
samples were collected in a month the 0.1 mg/L TP guideline was the point of comparison.

Critical conditions and seasonal variation- Under the critical conditions section, the
document references the analysis of the existing water quality data found in the 2.4.* sections,
saying that the analysis shows how the critical periods were identified. However, it isimpossible
to tell from the information given in 2.4.* when the critical periods might be since only annual
average information (no monthly data) is provided. The monthly data found in Appendix A
should be provided in these sections. Also, the hydro graphs sited in the critical conditions
section, should be provided in the text or as an appendix. Without this information, it is not
possible to determine how your critical period discharge numbers are developed. This
information is needed for the TMDL to beapprovable.
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Critical conditions were better identified through presenting the data as monthly averages.
Critical conditions are first identified when water quality conditions exceeded targets and
guidelines, and secondly when the ecological significant period of elevated pollutants will
degrade beneficial uses. For example, TP iselevated at all timesin Jacks Creek; however, itis
ecologically significant only during the spring and summer growing periods. Therefore, the
critical conditionsfor Jacks Creek, for TP, would occur during periodsin which
concentrations are elevated and only during the spring and summer. Therefore, the critical
conditions were determined to be the low flow period during the summer.

The Hydrology graphs were available in much earlier sections of the document. Better
referencing of those figures were made in the document.

L oading Capacity - Since the loading capacity of the TMDL is based on the discharge under
critical conditions, how the critical conditions were identified and how the critical condition
discharge was determined must be clearly shown to understand the loading capacity. How the
loading capacities are determined must be more clearly presented for the TMDL to be
approvable.

Critical conditions and loading capacity clarifications were made in the document.

Load Allocations - It appears that the loads are alocated by the percentages of land under
different uses. However one of the nonpoint source land uses identified is “riparian and water"
or “riparian”. It isnot clear what is meant by this term or how this load would be reduced,
unless you expect to increase the riparian area. This term should be better defined and how the
load reduction will occur stated.

The Riparian land use was better defined asto its contribution and potential reductionsfrom
that source.

Listing Issues
Ddlisting of ephemer al/inter mittent streams

IDEQ is proposing to delist Sugar Creek, Cougar Creek, and Poison Creek “ due to the hydrology
of the creeks” i.e. that they are intermittent or ephemeral. IDEQ further states” At such time that
water quality standards are developed for ephemeral waterbodies IDEQ will review the delisting
of the creek.” . Though it would be difficult to do a TMDL on these waters as they were dry
when the state attempted to collect data, waters cannot be taken off the list smply on the basis of
being intermittent or ephemeral waters. Intermittent/ephemeral waters are till waters of the state
and the same standards apply.
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Given the lack of flow and water quality information in this Situation, we have two
recommendations for assessing the three listed ephemeral waters. First, if monitoring of the
nearest downstream waterbody demonstrates that the downstream water meets water quality
standards, we think it would be reasonable to assume that the upstream ephemeral water also
meets water quality standards, provided there is no information to the contrary. Our
understanding is that Cougar and Poison Creeks are in this category, and an explanation and
rationale along these lines in the SBA would be an adequate basis for delisting.

Thank you for your guidancein this matter. 1DEQ has attempted to make the appropriate
changes for Cougar and Poison Creeks.

The second recommendation is in the case of Sugar Creek, a tributary to Jacks Creek which is
listed for nutrients, sediment, DO and temperature. Since Jacks Creek is known to have water
quality problems, it would not be reasonable to assume that ephemeral tributaries meet water
quality standards. However, if an evaluation of these tributaries concludes that there are no
sources or causes of the downstream listed pollutants within the watershed, and thisis explained
and documented in the subbasin assessment, it would be an adequate basis for ddlisting. |f
sources or causes of listed pollutants are identified in the watershed, we do not believe it would
be reasonable to delist the ephemeral water, rather it should be included in a TMDL for the larger
downstream water, Jacks Creek in this case.

The approaches described above are smply suggestions on our part, and should not be construed
as the only way to assess and address these waters. We would be happy to discuss the specifics
of these approaches and any other options you may wish to consider, at your convenience.

IDEQ has better clarified the original listing error of Sugar Creek and hasincluded Sugar
Valley Wash in the Jacks Creek allocation scheme. Therefore, IDEQ will go forward with the
correction to the 8303(d) list in the case of Sugar Creek and Sugar Valley Wash will become
part of the Jacks Creek TMDLs

I nconsistencies

There are several waters where the document states the waters are supporting beneficial usesin
one place, but provides information in another place that supports the waters being listed and
TMDLs done.

Jacks Creek - Sediment

The target of a monthly average of 50 mg/l TSS with a daily maximum of 83 mg/L TSSis
proposed. On page 53, the document states “ Jacks Creek exceeds the 50 mg/L TSSguidelinein
almost all cases.” However, on page 58 IDEQ statesthat it appears that Jacks Creek is
supportive of beneficial uses for sediment based on the yearly average. In Appendix A, it also
shows that Jacks Creek exceeds the monthly average target of 50 mg/l in April, May and June,
three of the six months for which data was collected.
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A sediment TMDL for Jacks Creek will be completed.

Three Creek - nutrients

On page 52 , in the second full paragraph on the page, it is stated that Three Creek "exceeds the
0.1 mg/L TP Guidelinesin amost all cases'. On page 65 it states that IDEQ has found nutrients
to be within the bounds of water quality standards for Three Creek and will not do a TMDL.

An error occurred in the document. Three Creek does not exceed the nutrient guidelines. See
changesin sections 2.4.* for further clarification. Additionally, note changes made to present

data as monthly averages. Also, note application of appropriate standard and guideline. Daily
maximum guideline for those months with one sample, monthly average for those months with
two or more samples.

Wickahoney Creek - sediment, nutrients, bacteria
IDEQ states that no TMDLs will be required for Wickahoney Creek, using annual averages as
the basis for this decision. However, Appendix A shows:

wick trib - 2 of 6 samples violate TSS and TP guidelines
1 of 9 samples violates the bacteria single sample standard

wick low - 1 of 6 samplesviolates TSS and TP guidelines
2 of 5 samples violate bacteria single sample standard

See comments from above. Additionally, State standards for recreational beneficial usesare
inter preted by the State to mean that one sample exceeding the instantaneous standard
requires further monitoring of at least five samplesin a 30 day period. After which a water
quality and beneficial use degradation status call is made if the geometric mean is above 126
cfu/100 ml. The Wickahoney samples do not exceed the 126 cfu/100 geometric mean
standard.

Editorial comments

Many maps are provided in this document, but | could not find one that showed the location of
each of the listed streams. It would be very helpful to have a map showing the names of the
waters in the beginning of the document.

Thisfigure has been added to the document.

Page 43
The text states that there are 9 water bodies listed, but only 7 water bodies appear in Table 5. It
appears that Table 5 ismissing Clover Creek and Cougar Creek.
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This change was made to thetable. Notetable changeto Table 8.

Page 66
The tables found on this page showing what TMDLs will be done, what waters are proposed for

delisting and what waters will have TMDLSs delayed are very helpful. | would suggest putting
these tables closer to the beginning of the document or perhaps referencing them in the executive
summary since they are very helpful in getting the bigger perspective of what Idaho is proposing
in the subbasin.

These tables were moved into the executive summary.

Page 81
In the nutrients section it states that the target for Wickahoney Creek shall be a monthly average

of 0.10 mg/L of TP with a daily maximum of 1.6 mg/L to alow for natural variability.
Wickahoney Creek is not on the 1998 303(d) list or on the list on page 66 showing the TMDLSs
being done in the Bruneau Subbasin or in the TMDL section.  Though it appears from datain
Appendix A that a nutrient TMDL for Wickahoney Creek is necessary, and we would support
doing s0, it does not appear from the rest of the document that one is being done.

See section 2.4* for further clarification.

Text Copied from e-mail from John Ash USBLM. MEMO to Clyde Lay, December 18, 2000.

Addressed below are comments or concerns the BLM-Jarbidge Field Office has
regarding the Draft Bruneau River Subbasin TMDL for 2000.

1. Maximum Water Temperature Standard Exceeded for cold water biota
streams:

According to BLM's (Jarbidge Field Office) long-term creek water
temperature data for Clover Creek and Three Creek over the past 6t0 9
years, which are both classified as cold water biotas, we feel that these
creeks should be listed for not meeting the maximum water temperature
standard of 22 degrees Celsius, as well as for those other pollutants
identified in the TMDL. Our data shows that every year this temperature
standard is exceeded on almost a daily basis for the months of July and
August in these creeks.

This SBA-TMDL deferred all temperature issues until a later date. However, IDEQ will use
the USBLM data in futureiterations of the 8303 (d) list. Currently IDEQ isworking on water
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body assessment guidance which will incorporate temperature data. Atthat time decisionsas
to which streamswill be listed for temperature will be made.

2. Delisting of Cougar and Poison Creeks:

We agree with the delisting of Cougar and Poison Creeks for reasons of not
supporting biota and the fact that they are ephemera in nature.

Thank you for your comment.

3. Ddlisting of particular creeks from the 1996 303(d) list to the 1998
303(d) list:

We are curious as why or how Big Flat Creek and Deadwood Creek became
delisted in the 1998 303(d) list and not mentioned at al in the draft

TMDL? Wefed strongly about the poor water quality conditions of these
streams, especidly for fisheries habitat. We feel and have knowledge that
both these streams have beneficial uses of salmonid spawning habitat and
are cold water biotas. Also, we have probable reason to believe that these
streams are not meeting temperature, sediments and bacteria State standards
and should be added back on to the list and be addressed in this TMDL
because of these pollutants.

Those streams were removed from the 8303(d) list in 1998, following extensive public
comment. Therational for delisting were that beneficial uses were documented to be full
support through biological assessment. The streams can be added back onto the list and
TMDLs scheduled for completion following assessment. The assessment process for future
iterations of the 8303(d) list is currently in draft stages. A public comment period and peer
review are scheduled. Additionally, prior to the release of the next 8303(d) list IDEQ will
gather new information from other sourcesfor inclusion into thelisting process.

Additionally, IDEQ has agreed, as part of ongoing litigation of the 1996 and 1998 §303(d)
lists, to reevaluate any stream removed from the 1996 list. Your concerns have been
forwarded to the appropriate I DEQ personnel in charge of water body assessment and §303(d)
listingissues.

4. Data collection period:
Much of the period in which DEQ collected their data was not during a

"normal year" (2000). Flows were way below average or normal for most
creeksin the TMDL area al year long because of the dry conditions.
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Dueto court ordered deadlines IDEQ is to proceed with TMDLs regardless of quantity of data.
In an ideal world more samples would have been collected outside of a drought year.
However, | DEQ does not have that ability due to the tight timelines throughout the state.
Additionally, TMDLs are based upon critical conditionsin a system. These conditionsare
often associated with low flow periods. Therefore, the assessments made in this document are
more reflective of the low flow period due to the drought conditions. However, the
implementation phase of the TMDL is still eighteen months away. During this periods
additional water samples could be collected to reflect conditions outside of a drought period.

5. BLM data;

There was hardly any mention of analyzing offered BLM data. BLM has
collected much data over time, not just this past year, and hardly any of
it was used in this TMDL anaysis.

Much of the USBLM data is PFC data. Thisinformation will be relied upon very heavily
during the implementation phase of the TMDL. In many regardsit will be the backbone of
the implementation plans devel oped by the landowners and SCC in regardsto grazing and
agriculture.

We appreciate the opportunity to make comments about this TMDL. Thank you
for your time and attention on these matters and we look forward to working
with your department in improving and maintaining the water quality in all
streams in the Bruneau River Subbasin. Please keep us informed of all

updates and meetings concerning the final development and issuance of this
TMDL.
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